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National foreword

This British Standard is identical with ISO 2939 ‘Cinematography — Picture image area and photographic sound record on
35 mm motion-picture release prints — Positions and dimensions’. It supersedes part of BS 677 ‘Motion picture film’,
Part 1 ‘35 mm film’ which is now wholly withdrawn.

At present there are many current British Standards and 1SO standards on cinematography and others are at various
stages of completion within BSI and Technical Committee 36, Cinematography, of the International Organization for
Standardization (I1SO).

An 1SO standard that has received a positive United Kingdom vote will be adopted without deviation and published
bearing a dual BS/ISO number as a Subsection of BS 5550 superseding any related British Standard. However, an existing
British Standard that is technically equivalent to an ISO standard, but contains other useful data may be retained and
would not bear a dual BS/ISO number.

It is intended to republish current British Standards on cinematography as Sections and Subsections of BS 65650, and that
BS 5550 will eventually encompass all cinematography standards arranged within this one comprehensive work.

BS| Sectional List 1, obtainable free from the BSI Sales Department, catalogues the British Standards on cinematography.
The latest edition of SL 1 should be referred to particularly in this developing situation.

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

Where the words ‘International Standard’ appear, referring to this standard, they should be interpreted as ‘British
Standard’.

The comma has been used in some places as a decimal marker. In British Standards it is current practice to use a full point
(on the baseline) as the decimal marker.
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Cross-references. The international standards listed in clause 2 are given for information purposes only. The following are,
or are being, implemented as Subsections of BS 5550; the relevant BS numbers are as given below:

ISO 70 BS 5550 : Subsection 3.4.1
1SO 491 BS 5550 : Subsection . ... * (currently BS 4526 : Part 1 corresponds)
1ISO 2906 BS 5550 : Subsection 3.2.1
1ISO 2907 BS 5550 : Subsection 3.2.2

*In course of preparation.

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the dimensions and
location of image and photographic sound record on
35 mm release prints with non-anamorphotic picture and
on release prints with anamorphotic picture having lateral
compression ratio of 2 : 1 and screen image aspect-ratio of

2,35: 1, as well as the width and location of scanning
beam.

2 REFERENCES

ISO 70, Cinematography — 35 mm negative sound record
on 35 mm motion-picture film — Position and width
dimensions. )

ISO 491, Cinematography — 35 mm motion-picture film —
Cutting and perforating dimensions.

ISO 2906, Cinematography — 35 mm motion-picture
film — Image area produced by camera aperture.

1) At present at the stage of draft. (Revision of ISO/R 70.)
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ISO 2907, Cinematography — 35 mm motion-picture
film — Projectable image area.

3 DIMENSIONS
3.1 The dimensions shall be as referred to in the figure and
given in the table.

3.2 Dimensions are given relative to unshrunk film.

3.3 The sound record shall be displaced from the centre of
the corresponding picture by a distance of 21 = 1/2 frame
in the direction of film travel during normal projection.

4 TECHNICAL CHARACTERISTICS

Spaces between image frames, the image and the sound
record and between the sound record and perforations
should be substantially opaque.
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