BS 5550 : Subsection 3.4.7 : 1984
ISO 7343-1983

|UDC 778.5.068.26 : 778.534.45.068

British Standard

Cinematography

Part 3. 35 mm film

Section 3.4 Sound

Subsection 3.4.7 Specification for the lateral positions
and width dimensions of two-track photographic sound
records on 35 mm motion-picture prints

Cinématographie

Partie 3. Films de 35 mm

Section 3.4 Son

Sous-section 3.4.7 Positions latérales et dimensions en largeur des enregistrements de deux pistes
sonores optiques sur copies d’exploitation cinématographiques 35 mm — Spécifications

Kinematographie

Teil 3. Filme von 35 mm

Abschnitt 3.4 Ton

Unterabschnitt 3.4.7 Lage und MaRe — Lichton, zweispurig, auf 35-mm-Filmkopien

National foreword

This Subsection of this British Standard has been prepared under the direction of the Cinematography and Photography
Standards Committee. It is identical with 1SO 7343-1983 ‘Cinematography — Two-track photographic sound records on
35 mm motion-picture prints — Positions and width dimensions’, published by the International Organization for
Standardization (ISO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a fuli point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Subsection of
this British Standard’.

Cross-reference
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1SO 2939-1975 BS 5550 Cinematography

Subsection 3.2.3 : 1978 Specification for positions and dimensions of the picture image area
and photographic sound record on 35 mm motion-picture release prints
(1dentical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 5550 : Subsection 3.4.7 : 1984

1 Scope and field of application

1.1 This International Standard specifies the lateral positions
and width dimensions of two-track variable area sound records
on 35 mm motion-picture prints.

1.2 This International Standard specifies the area scanned in
the sound reproducer.

2 Reference

ISO 2939, Cinematography — Picture image area and
photographic sound record on 35 mm motion-picture release
prints — Positions and dimensions.

3 Positions and dimensions

The positions and dimensions of the two sound records shall be
as shown in the figure and given in the table. In all other
respects, the sound records shall comply with 1SO 2939.

4 Sound records

4.1 Channel 1 and channel 2 recording and reproducing slit
images shall be positioned in line at an angle of 90° + 5’ to the
reference edge of the film.

4.2 Channel 2 shall be recorded in the record nearest the
outer edge of the film, as shown in the figure.

4.3 The septum between channel records shall be effectively
opaque on prints.

NOTE — A lighter septum resulting from direct positive recordings
being printed on reversal print materials should not be cause for rejec-
tion of prints.

5 Picture-sound displacement

The picture-sound displacement shall be as specified in
1SO 2939.

6 Track usage

The two tracks specified in this International Standard may be
used for either related stereophonic material or unrelated
material such as two languages. When used for two-channel
stereophonic program material, track 1 shall be used for the left
(as viewed from the auditorium) loudspeaker channel. Track 2
shall be used for the right (as viewed from the auditorium)
loudspeaker channel.

NOTES

1 Itis recommended that the container and leader of the print having
two sound records be labelled with the above information.

2 Dimensions C and D were chosen to ensure separation of the chan-
nel 1 and channel 2 signals upon reproduction. Projector manufac-
turers will probably want to reduce the guard band between the chan-
nel 1 and channel 2 scanned areas as much as possible so that the pro-
jector will be fully compatible with sound records bearing a single chan-
nel and made in accordance with ISO 2939.
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