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National foreword

This British Standard was prepared under the direction of the Cinematography and Photography Standards Committee
and is identical with I1SO 6025-1982 ‘Cinematography — Photographic — Monophonic sound test films — Specifications’
published by the International Organization for Standardization (I1SO). It supersedes BS 1985 : Parts 1 to 5, published in

1953, and BS 1488 : 1971, all of which are withdrawn.
Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.
Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
The comma has been used in some places as a decimal marker. In British Standards it is current practice to use a full point
on the baseline as the decimal marker.
Cross-references
International standard Corresponding British Standard
BS 5550 Cinematography
1ISO 69-1972 BS 5550 : Subsection 2.1.1 : 1980 *Specification for dimensions of 16 mm motion-
picture film
(Technically equivalent)
1ISO 70-1976 BS 5550 : Subsection 3.4.1 : 1978 Specification for position and width dimensions of
35 mm negative photographic sound record on 35 mm motion-picture film
(ldentical)
1ISO 71-1977 BS 5550 : Subsection 2.4.1 : 1978 Specification for positions and dimensions of 16 mm
negative photographic sound record on 16 mm, 35/16 mm and 35/32 mm
motion-picture film

(I1dentical)

1SO 491-1978 BS 55650 : Subsection 3.1.1 : 1978 Specification for cutting and perforating dimensions
of 35 mm motion-picture film and magnetic film
(Identical)

ISO 1700-1972% BS 5550 : Subsection 1.1.1 : 1978 Specification for cutting and perforating dimensions
of 8 mm Type S motion-picture raw stock film
(Identical)

1SO 2939-1975 BS 5550 : Subsection 3.2.3 : 1978 Specification for positions and dimensions of the
picture image area and photographic sound record on 35 mm motion-picture release prints
(Identical)

1SO 4243-1979 BS 5550 : Subsection 2.2.3 : 1980 Specification for positions and dimensions of picture
image area and photographic sound record on 16 mm motion-picture release prints
(Identical)

1SO 4244-1979 BS 5550 : Subsection 1.4.5 : 1980 Specification for position and width dimensions of
photographic sound record on 8 mm Type S motion-picture prints
(ldentical)

IEC Publication 386 BS 4847 : 1972 Method of measurement of speed fluctuation in sound recording and

reproducing equipment
(Technically equivalent)

Additional information. For the purposes of this British Standard the Technical Committee considered that the
footnote to table 7 should apply to all film gauges. Flutter metres intended for use at frequencies other than the
international standard of 3150 Hz may not yield satisfactory results with these films.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

* This standard was previously numbered BS 4526 : Part 2 and has been renumbered by amendment.
1 Now superseded by 1SO 1700-1981. Documents
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British Standard

Cinematography

Part 5. Common to more than one gauge
Section 5.4 Sound

Subsection 5.4.2 Specification for photographic-monophonic sound test films

1 Scope and field of application

1.1 This International Standard specifies basic technical
characteristics for the international exchange of photographic-
monophonic sound test films intended for checking, adjusting
and measuring motion-picture projector sound systems and
sound reproducing channels of motion-picture installations.

1.2 This International Standard specifies types and technical
characteristics of test films made on 35 mm, 16 mm and 8 mm
Type S motion-picture films.

1.3 This International Standard includes test films intended
for the checking, adjusting and measuring of:

a) focusing and inclination angle (azimuth) of the scan-
ning beam;

b) scanning beam width and its position relative to the
reference edge of the film;

¢) uniformity of the scanning beam illumination;

d) level output balance of several motion-picture projec-
tors;

e) frequency response of the sound reproduction channel;

f) non-uniformity of film travel.

2 References

ISO 69, Cinematography — 16 mm motion-picture raw stock
film — Cutting and perforating dimensions.

ISO 70, Cinematography — 35 mm negative photographic
sound record on 35 mm motion-picture film — Position and
width dimensions.

ISO 71, Cinematography — 16 mm negative photographic
sound record on 16 mm, 35/16 mm and 35/32 mm motion-
picture film — Positions and dimensions.

ISO 491, Cinematography — 35 mm motion-picture film —
Cutting and perforating dimensions.

ISO 1700, Cinematography — 8 mm Type S motion-picture
raw stock film — Cutting and perforating dimensions.

ISO 2939, Cinematography — Picture image area and
photographic sound record on 35 mm motion-picture release
prints — Positions and dimensions.

ISO 4243, Cinematography — Picture image area and
photographic sound record on 16 mm motion-picture prints —
Positions and dimensions.

ISO 4244, Cinematography — Photographic sound record on
8 mm Type S motion-picture prints — Position and width
dimensions.

IEC Publication 386, Method of measurement of speed fluc-
tuations in sound recording and reproducing equipment.

3 Specifications common for all types
of photographic sound test films

3.1 Test films shall be made on motion-picture raw stock
films, the cutting and perforating dimensions of which are in
accordance with the following International Standards:

— for 35 mm film 1ISO 491
— for 16 mm film 1SO 69
— for8mmType Sfim: 1S0O 1700

3.2 The location and width dimensions of sound records shall
be in accordance with the following International Standards:

1ISO 70 and 1SO 2939
1ISO 71 and ISO 4243
1ISO 4244

— for 35 mm film
—  for 16 mm film
— for8mm Type S film:

3.3 Test films shall be splice-free, except where joins are an
essential part of the test film.

3.4 Each film shall be intended primarily for use at 24 frames
per second; all frequencies and velocity tolerances referring to
that velocity. Use at 25 frames per second is admissible. Other
test films may be developed for use at other speeds, if the
speeds are so stated.
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