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National foreword

This Subsection of BS 5550 has been prepared under the direction of the Cinematography and Photography Standards
Committee and is identical with 1SO 6038-1985 ‘Cinematography — Splices for use on 70 mm, 65 mm, 35 mm and

16 mm motion-picture films — Dimensions and locations’, published by the International Organization for Standard-
ization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Where the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Subsection of BS 5550°.

Cross-references

International standard Corresponding British Standard
BS 5550 Cinematography

1ISO 466-1976 Subsection 2.2.1 : 1978 Specification for position and dimensions of the image produced
by 16 mm motion-picture camera aperture
(Identical)

1SO 491-1978 Subsection 3.1.1 : 1978 Specification for cutting and perforating dimensions of 356 mm
motion-picture film and magnetic film
(ldentical)

1SO 2467-1980 Subsection 4.2.1 : 1980 Specification for positions and dimensions of image area produced

by 65 mm and 70 mm motion-picture camera aperture and maximum projectable image
area on 70 mm motion-picture prints

(ldentical)

1SO 2906-1984 Subsection 3.2.1 : 1986 Specification for the position and dimensions of the image area
produced by camera aperture on 35 mm motion-picture film
{Identical)

1ISO 3023-1984 Subsection 4.1.1 : 1978 Specification for cutting and perforating dimensions of 65 mm

and 70 mm motion-picture film
(Technically equivalent)

The Technical Committee has reviewed the provisions of 1SO 69, to which reference is made in the bibliography, and has
decided that they are acceptable for use in conjunction with this standard. A related British Standard to 1SO 69 is
BS 5550 ‘Cinematography’ Subsection 2.1.1 : 1984 ‘Specification for dimensions of 16 mm motion-picture film’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard

Cinematography

Part 5. Common to more than one film gauge
Section 5.6 Splices

Subsection 5.6.1 Specification for dimensions and locations of splices for use
on 70 mm, 65 mm, 35 mm and 16 mm motion-picture films

1 Scope and field of application Type 2 — Projection type, overlap splice intended for prints
with non-anamorphic type picture.

1.1 This International Standard specifies the dimensions and

locations of transverse cemented or welded overlap splices and Type 3 — Projection type, overlap splice intended for prints
butt splices on 70 mm, 65 mm, 35 mm and 16 mm motion- with anamorphic type picture.
picture films and prints with magnetic or photographic sound
records.
Type 4 — Projection type, overlap splice made with

1.2 The following types are specified: transparent adhesive tape and intended for prints.

Type 1 — Laboratory type, overlap splice intended for Type 5 — Projection type specialized uses, butt splice made
negatives and intermediate films, perforated short pitch. with transparent tape and intended for prints.
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