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Teil 2. Verfahren zur Probenahme und Prifung von metallischen Pulvern
Abschnitt 2.8 Bestimmung des Massenverlustes nach Wasserstoffreduktion
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National foreword

This Section of BS 5600 is identical with ISO 4491 ‘Metallic powders— Determination of loss of mass on hydrogen
reduction (hydrogen loss)’ published by the International Organization for Standardization {ISO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

The comma has been used as a decimal marker. [n British Standards it is current practice to use a full point on the
baseline as the decimal marker.

Where the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’,

. Additional information. This Section is one of a series that comprises BS 5600. A list of the Sections of BS 5600
d appears in table 1 of the introduction and contents (Section 1.1).

Section 1.2 is a glossary of technical terms that have particular application in the powder metaliurgical industry and
which are used in the Sections of this British Standard.

. Documents
British Standards Institution ' Gr3

Full document details: BS 5600-2-2.8:1980


http://www.avadocuments.com/doc/bs-5600-2-2-8-1980
http://www.avadocuments.com/doc/bs-5600-2-2-8-1980

BSI BSx5L00:PT2: SECx2.84 40 EMM 1lb24ktTd 0076010 T ME

BS 5600 :Part 2 : Section 2.8: 1980

1 SCOPE

This International Standard specifies a method for the
determination of the relative loss of mass which a metallic
powder undergoes when heated in a stream of pure dry
hydrogen under specified conditions.

The purpose of this test is to evaluate a chemical powder
characteristic which is of importance to the powder metal-
lurgical industry. The test is not intended as a means for the
determination of the content of specific elements. (See the

annex.)

2 FIELD OF APPLICATION

This test method is applicable to unalloyed, partially
alloyed and completely alioyed powders of the metals listed
in the table. It is not applicable to lubricated powders or to
mixtures of metal powders.

The results can be influenced by the presence of reducible,
oxidizable or volatile metals, metalloids or compounds
present (see the annex)., The results obtained on such
powders shall be used with caution and their interpretation
shall be subject to agreement between supplier and user,

3 REAGENTS

The following two gases, with a maximum oxygen content
of 0,006 % and a dew point not higher than — 46 °C.

3.1 Hydrogen.

3.2 Nitrogen or argon.

4 APPARATUS

An example of a suitable test arrangement is shown
schematically in the figure.

4.1 Laboratory balance of sufficient capacity, and capable
of weighing to an accuracy of £ 0,000 1 g.

4.2 Electrically heated tubular furnace that can be
continuously operated at the appropriate temperatures
given in the table and that has a control system capable
of maintaining the temperature in that part of the tube
containing a boat within the temperature tolerance stated
in the table.

NOTE — When testing magnetic powders, it is recommended that
wire-wound furnaces should be wound non-inductively.

4.3 Gas-tight tube of quartz or similar refractory material
(for example dense alumina). The inside diameter of the
tube should be between 25 and 40 mm and its length such
that it extends about 200 mm beyond each end of the
furnace.

NOTE — When a large number of hydrogen loss determinations are

to be carried out, a larger furnace than that described in this Inter-

national Standard, and one which permits several test portions to be
tested simultaneously, may be used, provided that the temperature
and time conditions shown in the table are fulfilled and the results
obtained are in agreement with those obtained when the test is
carried out according to this International Standard.

4.4 Totally enclosed thermocouple, for example platinum/
platinum-rhodium, and an indicating or recording instru-
ment, permitting the measurement of temperature with an
accuracy of £ 5 °C.

45 Boats, preferably of high alumina ceramic with a
polished surface. Other materials, for example quartz and
nickel, may be used when test conditions allow. The boat
should be of such dimensions, for example 76 mm long
and 12 mm wide, that the thickness of the powder, when
uniformly distributed, does not exceed 3 mm.

New boats shall be pretreated in a stream of hydrogen at
the test temperature and stored in a desiccator.

A boat may be used more than once, provided that it is
always used for testing the same metal powder or type
thereof and provided that it is carefully cleaned by
mechanical means between determinations and stored in a
desiccator.

4.6 Cylinders containing hydrogen and either nitrogen or
argon, with pressure gauges and flow meters to control the
flow of gas.

5 SAMPLING

5.1 The powder shall be tested in the as-received condition.

5.2 The loss in mass shall be determined on two test
portions.

5.3 - The mass of the test portion shall be approximately
5 g, except that for powders of low apparent density it
may be reduced to comply with the requirements of 4.5
and 6.2,
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