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British Standard
Powder metallurgical materials and products

Part 4. Methods of testing and chemical analysis of hardmetals
Section 4.14 Metallographic determination of porosity and uncombined carbon

[ISO title: Hardmetals — Metallographic determination of porosity and uncombined carbon]

Matiéres premiéres et produits de la mé_tallurgié des poudres
Partie 4. Méthodes d'essai et analyse chimique des métaux-durs
. Section 4.14 Détermination métallographique de la porosité et du carbone non combiné

Pulvermetallurgische Werkstoffe und Erzeugnisse
Teil 4. Verfahren zur Priifung und chemischen Analyse von Hartmetallen
Abschnitt 4.14 Metallografische Bestimmung von Porositat und ungebundenem Kohlenstoff

National foreword

This Section of BS 5600 is identical with ISO 4505 ‘Hardmetals— Metalographic determination of porosity and
uncombined carbon’ published by the International Organization for Standardization (ISO). .

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those in
British Standards; attention is especially drawn to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the
baseline as the decimal marker

Where the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Additional information. This Section is one of a series that comprises BS 5600. A list of Sections of BS 5600 appears
in table 1 of the introduction and contents (Section 1.1).

Section 1.2 is a glossary of technical terms that have particular application in the powder metallurgical industry and
‘ which are used in the Sections of this British Standard.
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1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies methods for the
metallographic determination of the presence, type, and
distribution of porosity and uncombined carbon in
hardmetals.

2 APPARATUS

2.1 Metallographic microscope, or other suitable equip-
ment permitting observations and measurements on ascreen
up to the required magnification (see clause 4).

2,2 Equipment for preparation of test-piece sections,

3 PREPARATION OF TEST-PIECE SECTIONS

The test-piece section shall be prepared as for metallo-
graphic examination and the surface to be examined shall
_ be free from grinding and polishing marks. Care shall be
taken to avoid tearing out of particles, which may lead to
a wrong evaluation of porosity.

NOTE — There are several methods for the preparation of hardmetal
surfaces for metallographic - examination. Firstly, careful coarse
grinding is carried out to remove sufficient material to ensure that
the true structure is revealed. After grinding with fine diamond grit
wheels, polishing is effected by using diamond paste or diamond
powders of progressively finer grain size down to 1pm on rigidly
supported laps of, for example, thin plastic, thin felt or paper.

4 PROCEDURE

Pore size is defined as the maximum dimension of the pore
in the section. Special reference shall be made to the
presence of cracks or slits.

4.1 Pores up to 10 um shall be assessed by scanning the

surface of the test-piece section at a magnification of either
100 or 200 X, An area fully representative of the test-piece
section shall be examined and compared with the range of
photomicrographs shown in figure 1 or 2, according to the
chosen magnification. The porosity level shall be reported
by reference to the appropriate photomicrograph and desig-
nated as A02, A04, A06 or A08.
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4.2 Pores within the range 10 to 25 um shall be assessed
by scanning the surface of the test-piece section at a magni-
fication of 100 X, An area fully representative of the test-
piece section shall be examined and shall be compared with
the range of photomicrographs shown in figure 3. The po-
rosity level shall be reported by reference to the appropriate
photomicrograph and designated as B02, BO4, BO6 or BO8.

43 If it is necessary to inspect for pores larger than
26 pm, they shall be examined at a suitable magnification
up to 100X and shall be counted and reported as the
number of pores per unit area. The size ranges shall be
chosen as follows: 256 to 75um, 75 to 125 um, over
125 um.

4.4 Uncombined carbon shall be assessed by scanning the
surface of the test-piece section at a magnification of 100 X.
An area fully representative of the test-piece section shall

be examined and shall be compared with the range of

photomicrographs shown in figure 4. The level of un-
combined carbon shall be reported by reference to the
appropriate photomicrographs and designated as C02, C04,
C06 or CO08.

45 , If A or B type porosity or C type uncombined carbon
is not detected, it shall be reported as A0O, BOO or COO as
applicable.

4.6 If the porosity or uncombined carbon is not uniform
over the area of the test-piece section being examined,
the locations on the section to which the evaluation refers
must be identified, for example as top, bottom, edge, rim
(case), core, etc.

5 TEST.REPORT

The test report shall include the following information :
a) reference to this International Standard;
b} all details necessary for identification of the test
sample;
c) the result obtained;

d) all operations not specified by this International
Standard, or regarded as optional;

e) details of any occurrence which may have affected
the result.
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A02 0,02 % {vol.) A04 -0,06 % {vol.)

A06 0,2 % (vol.) - A08 0,6 % (vol.)

FIGURE 1 — Type A apparent porosity {X 100)
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