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This code of practice represents a standard of good practice and therefore takes the form of recommendations. .
Compliance with it does not confer immunity from relevant statutory and legal requirements.

Foreword

This code of practice is a further revision of CP 340,
first published in 1959 at the request of the National
Caravan Council and the Coal Utilization Council.
CP 340 is therefore now withdrawn,

CP 340 gave guidance to caravan heater manufacturers,
and to designers of caravans, on the installation of free
standing solid fuel heaters in caravans to help lessen the
risk of fire and to reduce the likelihood of accidents
caused by escaping fumes.

With the increasing use of caravans, it was considered
necessary to prepare this further revision of the code,
which now covers the installation of all types of solid fuel
appliances used in caravans. Where possible, performance
figures have been quoted and, by adhéring to these,

*In course of preparation.

new methods and materials may be used. Also, where
appropriate, types of materials and methods have been
quoted which are deemed to satisfy the recommendations
of this British Standard.

This code is Part 2 of a new comprehensive code entitled
‘Code of practice for ventilation and heating of caravans’,
other Parts of which are

Part 1 Ventilation
Part 3* Installation of oil fired heating appliances
Part 4* Installation of electrical heating appliances

In line with the policy of integrating work on codes and
standards, the whole code has been allocated the new

number BS 6601, For gas fired heating, reference should
be made to BS 5482 : Part 2 (formerly CP 339 : Part 2).
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British Standard Code of practice for

Ventilation and heating of caravans

Part 2. Installation of solid fuel fired heating appliances

Section one. General

1. Scope

This British Standard code of practice gives guidance on the
installation of smokeless solid fuel heating appliances and
independent boilers for any central heating and/or hot
water services designed to be associated with them. Safety
precautions necessary and performance figures where
available are included.

2. References

The titles of the standards publications referred to in this
code are listed on the inside back cover.

3. Definitions

For the purposes of this code the definitions given in
BS 1846 : Part 1 and in BS 5264 apply.

4. Ventilation

General ventilation is covered in Part 1 of this code.
The additional and necessary air inlets in relation to
solid fuel appliances are covered in clause 13 of this Part 2.

5. Heating requirement

The heating appliance should have an output adequate to
warm the caravan to a comfortable level, without over-
running, when the outside temperature is O °c

(i.e. living areas 20 °C, hall passages, etc. 13 °C).

Section two. Materials and components

6. General

All materials and components used should comply with
the requirements of the following British Standards
where applicable:

BS 41, BS 3377, BS 3378, BS 3536 : Part 2,

BS 4433 : Parts 1 and 2, BS 4543 : Parts 1 and 2;
further standards may be added later.

7. Flue

7.1 Materials. The material for flue pipes and bends shoulid
be of such a nature, quality and thickness as to be
unaffected by heat or products of combustion and to be
capable of resisting vibration in motion. Cast iron comply-
ing with the requirements of BS 41 or mild steel, vitreous
enamelled internally and externally with acid-resistant

enamel, or an insulated flue complying with the require-
ments of BS 4543 : Parts 1 and 2, are deemed to satisfy
these recommendations. Materials that are liable to
cracking through overheating, such as asbestos cement,
or to distortion, such as those used for flexible pipes,
should not be used. The cross-sectional area of the flue
pipes should be adequate to evacuate the products of
combustion safely and completely and in no case should
the diameter be less than 100 mm.

7.2 Access for cleaning. Provision should be made for
sweeping the flue easily and efficiently and for cleaning
the flue deposits from the heating appliance.

7.3 Flue reducers. It is essential that reduction pieces
are not used to reduce the diameter of the flue.

8. Operating tools

An operating tool or tools should be provided in order
that hot surfaces need not be touched by hand.

9. Fuel storage

It is essential that the fuel is not stored in or under the
caravan.

10. Back boiler

Where heating appliances are fitted with a back boiler,
the plumbing should be installed in accordance with
CP 403.101. A drain tap or plug should be fitted to
drain the system. All unions, joints, stopcocks and
valves should be readily accessible. Connections for
branches from installation pipes should be made only
with pipe fittings.

Where ferrous pipes or pipe fittings with screw threads

are used, all threads should comply with the requirements
of BS 21.

Where copper pipes or pipe fittings are used, the joints
should comply with the requirements of BS 864 : Part 2.

Where joints are made other than in compliance with the
requirements of BS 21 or BS 864 : Part 2, soldering,
welding or brazing should be used. Brazing should be
carried out to comply with the requirements of BS 1723.

11. Pipelines

Where there is a risk of confusion, pipelines should be
marked with the appropriate colour identification in
accordance with the requirements of BS 1710.
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