BS 5626 : Part 3 : Section 3.3: 1982
|[EC 554-3-3: 1980

UDC 621.315.614.6 : 676.267.6

Cellulosic papers for
electrical purposes

Part 3. Specifications for individual materials

Section 3.3 Crépe paper

[1EC title : Specification for cellulosic papers for electrical purposes
Part 3 : Specifications for individual materials
Sheet 3 : Crépe paper]

Papiers cellulosiques a usages électriques
Partie 3. Specifications pour matériaux particuliers
Section 3.3 Papier crépé

Zellulosepapier fiir elektrische Zwecke

Teil 3. Spezifikation fiir einzelne Stoffe
Abschnitt 3.3 Kreppapier

o
‘
Lo Xy

b
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW et
e B 1i1iSH Standards

Full document details: BS 5626-3.3:1982


http://www.avadocuments.com/doc/bs-5626-3-3-1982
http://www.avadocuments.com/doc/bs-5626-3-3-1982

BS 5626 : Part 3 : Section 3.3 : 1982

Contents

Page Page
National foreword Inside front cover 2. Requirements 1
Cooperating organizations Back cover 3. Method of describing requirements 2
Specification Table
Introduction 1 Requirements for Class 3 — Crépe paper 3
1. Scope 1

National foreword

This Section of this British Standard, published under the direction of the General Electrotechnical Engineering Standards
Committee, is identical with IEC Publication 554-3-3 ‘Specification for cellulosic papers for electrical purposes.

Part 3 : Specifications for individual materials. Sheet 3 : Crépe paper’ published in 1980 by the International
Electrotechnical Commission (IEC).

Other Parts of BS 5626 are given under ‘Cross-references’ in this national foreword.

It is the intention that BS 5626 will ultimately replace BS 698 : 1956 ‘Papers for electrical purposes’, BS 4295 : 1968
‘Capacitor tissue paper’ and BS 5068 : 1974 ‘Specification for crépe paper for electrical purposes’.

A decision on the withdrawal of those standards will be taken at the appropriate stage in the publication of Part 3 of this
British Standard.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is especially drawn to the following.

In the introduction, the words ‘This standard is one of a series which deals with’ should be read as ‘BS 5626 deals with’.
Similarly, ‘The series consists of three parts’ should be read as ‘BS 5626 has the three following Parts’. In clause 1 ‘Scope’,
the words ‘This sheet’ should be read as ‘“This Section of BS 5626°. In 2.3, ‘Sheet 1 of Part 3’ should be read as

‘Section 3.1 of Part 3°.

Where the expression ‘shall be as agreed between the purchaser and manufacturer’ appears (twice) in the ‘Remarks’
column of table 1 this should be read as ‘should be as stated in the documentation’ (see also ‘Additional information’ for
the status of the information in the ‘Remarks’ column of table 1).

Cross-references

International standard* Corresponding British Standard

IEC 554-1 : 1977 BS 5626 Cellulosic papers for electrical purposes
Part 1 : 1979 Definitions and general requirements
(Identical)

IEC 554-2 : 1977 BS 5626 Cellulosic papers for electrical purposes
Part 2 : 1979 Methods of test
(Identical)

IEC 554-3-1 : 1979 BS 5626 Cellulosic papers for electrical purposes

(also referred to as Part 3 : Specifications for individual materials

Sheet 1 of Part 3) Section 3.1 : 1981 General purpose paper
(Identical)

ISO 186-1977% BS 3430 : 1980 Method for sampling for testing paper and board
(Identical)

Additional information
In table 1, (on page 3), as there is no method in Part 2, the mandatory test method for the determination of the hill
count is given in the ‘Remarks’ column.

There are no requirements in this standard for ‘thickness’ or ‘hill count’. Some considerations involved in the choice of
suitable values are given in the ‘Remarks’ column; clearly, no mandatory requirements are involved and where ‘shall’ is
used this should be read as ‘should’.

*Undated in the text. Documents

fPublished by the International Organization for Standardization. i
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British Standard

Cellulosic papers for electrical purposes

Part 3. Specifications for individual materials
Section 3.3 Crépe paper

INTRODUCTION

This standard is one of a series which deals with insulating cellulosic papers.

The series consists of three parts:
Part 1: Definitions and general requirements (I E C Publication 554-1).
Part 2: Methods of test (I E C Publication 554-2).

Part 3: Specifications for individual materials.

Sheet 1: General Purpose Electrical Paper and Sheet 4: Electrolytic Capacitor Paper have already
been published.

SHEET 3 — CLASS 3: CREPE PAPER
1. Scope

This sheet contains the requirements for crépe paper, as defined in I E C Publication 554-1, Part 1:
Definitions and General Requirements, classified as:

Type 3.1: A hard, comparatively non-absorbent, créped kraft insulating paper made from base
papers of low (L) or medium (M) permeability, such as Types 1.3-2M and 1.3-2L described
in Table I of I E C Publication 554-1.

Type 3.2: A soft, porous, créped kraft insulating paper made from base papers of high (H) per-
meability, such as Type 1.2-2H described in Table I of I E C Publication 554-1.

2. Requirements

2.1 General

The paper shall comply with the general requirements of I E C Publication 554-1.

2.2 Sampling

The sampling procedures shall be as given in ISO Standard 186-1977: Paper and Board—Sampling
for Testing.

2.3 Primary and secondary crépe
The paper may be either of the following:
a) primary crépe is defined as a crépe paper made by a technique which does not include an inter-
mediate stage as a dry, plane web of base paper;

b) secondary crépe is defined as a crépe paper made first as a dry, plane web of base paper and then
créped by a subsequent process.
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