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Foreword

This revision of this British Standard has been prepared
under the direction of the Building Services Standards
Committee to specify plastics connectors for use with
horizontal outlet WC pans manufactured to the require-
ments of BS 5503 : Parts 1 and 2 or to BS 5504 : Parts 1,
2 and 3 to enable their connection to new and existing
drainage systems. It supersedes BS 5627 : 1978 which is
withdrawn.

Requirements are given for connectors manufactured
from several different plastics materials and because of

the varied nature of plastics materials in current use it
has been decided to deal with each particular material in
a separate clause. Thus connectors have to meet the
requirements of the particular material clause as well as
the other requirements.

Attention is drawn to BS 4514 in which connectors
manufactured from unplasticized PVC are specified,
and in which cross reference is made to this standard.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5396
Amendment No. 1

published and effective from 30 September 1987
to BS 5627 : 1984

Specification for plastics connectors for use with
horizontal outlet vitreous china WC pans

— oo

NOTE. This Amendment gives instructions for the insertion of a new clause 7a in section two. This
clause has been numbered as clause 7a but this does not signify that the new clause is a part of the
present clause 7.

Revised text

AMD 5396 Contents
September 1987 After the reference to clause 7 insert the following.
‘7 (a). Unplasticized polyvinyl chloride (uPVC)’

AMD 5396 Clause 1. Scope

September 1987 Delete note 1. In note 2 delete ‘NOTE 2’ and substitute ‘NOTE".
AMD 5396 New clause 7 (a)

September 1987 After clause 7 insert the following new clause 7a.

‘7a Unplasticized PVC (uPVC)

7a.1 General. The connector shall be manufactured
substantially from unplasticized PVC, together with the
materials necessary to enable manufacture and to ensure
compliance with this standard.

7a.2 Rework material. The use of manufacturer’s own
clean rework material from products complying with the
requirements of this standard for physical properties is
permissible. No other rework material shall be allowed.

7a.3 Vicat softening temperature. When tested in
accordance with the method described in method 120B of
BS 2782 : Methods 120A to 120E : 1976, the Vicat
softening temperature of test pieces taken from connectors
shall be not less than 79 °C.

tested in accordance with BS 2782 : Method 1103A
fittings shall not exhibit blisters, delaminations, cracks or
weldline splitting. In the vicinity of normal injection points
the depth of penetration of cracks, etc. shall not exceed
50 % of the wall thickness of that point. When fittings are
moulded by end gating (e.g. ring or diaphragm) techniques,
the depth of penetration of cracks, etc. shall not be greater
than 25 % of the corresponding socket depth.’
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AMD 5396 Table 1. Testing schedule
September 1987 . .
eptember Between clause numbers 7.5 and 8, insert the following.

7a.1 * -

7a.2 * -

7a.3 - *

7a.4 * -
AMD 5396 Clause 11. General

September 1987 At the end of paragraph 1, delete ‘(see table 1)’.

AMD 5396 New clause 12.4
September 1987 After 12.3 insert the following new clause 12.4.

‘12.4 uPVC. The minimum wall thickness, e, of the body
of the fitting shall be 3.2 mm except as specified in
figure 7.’
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