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National foreword

This British Standard is identical with IEC Publication
464-1 ‘Specification for insulating varnishes containing
solvent. Part 1 : Definitions and general requirements’
published in 1976 by the International Electrotechnical
Commission (IEC). It is published under the direction
of the General Electrotechnical Engineering Standards
Committee.

Other Parts of this standard are

Part 2 : Test methods (in course of preparation)
Part 3 : Specifications for individual materials
(under study by IEC Technical Committee)

It is the intention that this standard will ultimately replace
BS 634 : 1961 ‘Air-drying insulating varnish for electrical

Begriffsbestimmungen und allgemeine Anforderungen

purposes’ and BS 2778 :
varnishes for electrical purposes’. A decision on withdrawal
of these standards will be taken when the specification
sheets for the respective individual materials have been
issued in Part 3 of this standard.

Terminology. The text of the international standard has
been approved as suitable for publication, without
deviation, as a British Standard. Some terminology is not
identical with that used in British Standards; attention

is especially drawn to the following.

Wherever the word ‘specification’ appears, referring to this
standard, it should be interpreted as ‘British Standard’.
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BS 5629 : Part 1 : 1978

INTRODUCTION

This specification is one of a series which deals with insulating varnishes containing solvent. The series will
comprise three parts describing:
Part 1: Definitions and general requirements.
Part 2: Test methods.
Part 3: Specifications for individual materials.

1. Scope

This specification applies to electrical insulating varnishes containing solvent which, after solvent removal and
curing, become non-thermoplastic.

This part of the specification contains the definitions related to and the general requirements for such varnishes.

2. Definitions
For the purpose of this specification, the following definitions apply:

2.1 Hot curing varnish

A varnish the cure of which requires the application of heat.

2.2 Cold curing varnish

A varnish which dries and/or cures without the application of heat.

2.3 Finishing varnish
A varnish which is applied to the surface of equipment, or parts of it, to enhance the resistance to external

influences or to improve the appearance of the equipment.

2.4 Impregnating varnish

A varnish which is capable of penetrating the interstices within the insulation system.

3. General requirements

3.1 All material in a consignment shall satisfy the requirements of this Part 1 and those of the appropriate
specification in Part 3 (Publication 464-3, under consideration).
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