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Fork arms for fork lift trucks

Part 3. Recommendations for dimensions of fork arms

Bras de fourche pour chariots élévateurs a fourche

Partie 3. Recommandations relative aux dimensions des bras de fourche

Gabelarme fur Gabelstapler

Teil 3. Empfehlungen fiir die Abmessungen von Gabelarmen

Forewerd

This Part of this British Standard, which has been prepared
under the direction of the Mechanical Engineering
Standards Committee, is technically equivalent to Technical
Report ISO/TR 2329-1977 ‘Fork lift trucks — Fork arms —
Dimensions’ prepared by Technical Committee 1SO/TC
110, Industrial trucks, of the International Organization for
Standardization. ISO/TR 2329 at present gives only some
recommended sizes of hook-on fork arms; these sizes,
which have been adopted in this standard, are not
restrictive and others may be included as necessary.
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Other Parts of this British Standard (‘Fork arms for fork
lift trucks’) are:

Part 1

Part 2

Part 4

Part 5

Vocabulary for hook-on type fork arms
(identical with 1SO 2331-1974)

Specification for mounting dimensions of
hook-on type fork arms and fork carriers
(identical with I1SO 2328-1977)

Specification for technical characteristics and
testing (identical with 1SO 2330-1974)

Guide for inspection and repair of fork arms in
service (technically equivalent to ISO/TR
5057-1977)
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BS 5639 : Part 3 : 1978

1. Scope _\] _______

This Part of this British Standard gives the recommended ‘
sizes of cross sections and the length of blade of hook-on
type fork arms complying with the requirements of

BS 5639 : Part 2.

2. References ’4 ! - b
The titles of the standards publications referred to in this - ‘
standard are listed on the inside back cover. ] d
3. Dimensions —_—
3.1 Width and thickness. The width b and thickness d
(see figure 1) should be chosen, whenever possible, from the
following series of recommended dimensions, in such a way
that the complete fork arm meets the requirements of :
BS 5639 : Part 4. * ;
—_— e — .Q i - :
Basic width, b (mm) v !
80 100 120 130 140 150 160 180 200
Figure 1. Hook-on type fork arm
Basic thickness, d (mm)
26 30 35 40 45 50 60 70 80 90
3.2 Cross section 3.3 Basic length. The length / (see figure 1) of the blade
of the fork arms should be in relation to the length of the
b loads to be handled. It should be chosen from the following
d series of preferred lengths:
80 100 | 120 | 130 | 140 | 150 | 160 | 180 | 200
Length, / (mm)
25 X 750 800 900 950 1000 1050 1150 1200
30 N « 1350 1500 1600 1650 1800 2000 2400
‘ NOTE. The lengths shown in bold type correspond with the
35 X X X dimensions of standard pallets, see BS 2629 : Part 1.
40 X x x X ( 3.4 Other dimensional details. The dimensions of
a5 suspension hooks and their location on the fork shank are
X X X x x specified in BS 5639 : Part 2.
50 X X X X X X
60 X X X X X
70 X x | x
80 X x
90 x

x = Recommended cross section.
Dimensions in millimetres
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