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Nationa! foreword

This Part of this British Standard is identical with 1SO 2330-1974 ‘Fork lift trucks — Fork arms — Technical
characteristics and testing’, and has been prepared under the direction of the Mechanical Engineering Standards
Committee.

Other Parts of this British Standard (‘Fork arms for fork lift trucks’) are as given under ‘cross-references’ in this foreword,
plus the following:
Part 1 Vocabulary for hook-on type fork arms (identical with 1SO 2331-1974)

Part 2 Specification for mounting dimensions of hook-on type fork arms and fork carriers (identical with 1SO 2328-
1977)

Part 5 Guide for inspection and repair of fork arms in service (technically equivalent to ISO/TR 5057-1977)

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

Where the words ‘International Standard’ appear, referring to this standard, they should be interpreted as ‘British Standard’.

Cross-references. The following international publications are referred to in the text and for each there is a corresponding
British Standard; these are as listed below:

international publication Corresponding British Standard

ISO/R 1214-1971 BS 4338 : 1968 Rated capacities of fork lift trucks
(Technically equivalent)

ISO/TR 2329-1977 BS 5639 Fork arms for fork lift trucks

Part 3 : 1978 Recommendations for dimensions of fork arms
(Technically equivalent)

NOTE. The footnote to clause 3 (‘References’) in the text of the international standard is no longer applicable as ISO/TR 2329
has now been published.
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BS 5639 : Part4 : 1978

1 SCOPE

This Internationa! Standard gives specifications relating to
the manufacture, testing and test requirements of solid
section fork arms, the dimensions of which are specified in
1SO 2329.

2 FIELD OF APPLICATION

This international Standard applies to solid section fork
arms to be fitted to all types of fork lift trucks.

3 REFERENCES

ISO/R 1214, Counterbalanced fork lift trucks — Rated
capacity.

1SQ 2329, Fork lift trucks — Fork arms — Dimensions. ")

4 MANUFACTURE

4.1 Material

The material and, if necessary, the heat treatment shall be
selected in such a way that the finished fork arm complies
with the provisions of clause 5.

4.2 Method of manufacture

The method of manufacture shall be determined by the
truck manufacturer.

4.3 Marking

At the position indicated in the figure, each fork arm shali
be marked permanently with its specified capacity C and
the specified load centre distance D.

NOTE — In the normal case, the specified ioad centre distance will

be in accordance with the rated load centre distance of the
appropriate capacity class (see ISO/R 1214).

1) At present at the stage of draft.
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Examples

1) Marking of a fork arm having a specified capacity of
750 kg at 500 mm specified load centre distance :

750 x 500

2) Marking of a fork arm having a specified capacity of
1 500 ib at 24 in specified load centre distance :

1500 x 24

Marking position \-H : I

Fy

5 TESTING

The following test, mandatory in the case of prototypes, is
intended to be carried out when certification is required.

5.1 Test load

The test load F, shall correspond to three times the
specified capacity C of the fork arm and shall be applied to
it at the distance D from the front face of the fork arm
shank, as specified by the manufacturer.
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