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Part 1.

Specification for locknuts, narrow series, and lockwashers with straight inner tab

[I1SO title: Rolling bearings — locknuts, narrow series, and lockwashers with straight inner tab]

Roulements — Accessoires

Partie 1. Spécification des écrous a encoches, serie étroite, et rondelles frein a languette intérieure droite

Walzlager — Zubehor

Teil 1. Spezifikation flir Verschlussmuttern, enge Serie, und Sicherungsbleche mit gerader Innennase

National foreword

This British Standard has been prepared under the direction
of the Mechanical Engineering Standards Committee and
forms part of a series implementing corresponding inter-
national standards in the development of which the United
Kingdom has played an active part.

This Part of the standard is identical with international
standard I1SO 2982-1972 ‘Locknuts, narrow series, and
lockwashers with straight inner tab’ prepared by Technical
Committee ISO/TC 4 — Rolling Bearings, of the
International Organization for Standardization (1SO).

Reference is made in this standard to ISO/R 113 ‘Rolling
bearings — Accessories’ and the relevant section of that
recommendation concerned with tapered mounting sleeves
is implemented in Part 3 of this standard.
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ISO/R 113 is currently being transformed, with minor
changes in format and presentation, into an international
standard and the section concerned with tapered mounting
sleeves will subsequently be issued as ISO 113/I.

Terminology and conventions. The text of the international
standard has been accepted as suitable for publication,
without deviation, as a British Standard. Some terminology
and certain conventions are not identical with those used

in British Standards; attention is especially drawn to the
following.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be interpreted as
‘British Standard’.

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.
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1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies dimensions and tolerances for the following locknuts and lockwashers :

1.1 Locknuts for adapter sleeves in accordance with ISO/R 113, Rolling bearings — Accessories, and for axial location of
bearing inner rings on shafts. They are also recommended for dismounting of withdrawal sleeves shown in ISO/R 113.

1.2 Lockwashers with straight inner tab for adapter sleeves in accordance with ISO/R 113.

2 DIMENSIONS

The symbols shown in the illustrations and in the tables denote nominal dimensions.
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FIGURE 1 — Locknuts FIGURE 2 — Lockwashers
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