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Part 6. Specification for dimensions of separate thrust collars for

cylindrical roller bearings

[ISO title : Cylindrical roller bearings — Separate thrust collars — Boundary dimensions]

Roulements - Accessoires

Partie 6. Spécification des dimensions des bagues d'épaulement séparées pour les roulements a

rouleaux

Walzlager - Zubehor

Teil 6. Spezifikation flir Abmessungen von separaten Druckringen fiir Zylinderrollenlager

National foreword

This Part of this British Standard has been prepared under
the direction of the Mechanical Engineering Standards
Committee and forms part of a series implementing
corresponding international standards in the development
of which the United Kingdom has played an active part.

This Part of BS 5646 is identical with ISO 246-1978
‘Cylindrical roller bearings — Separate thrust

collars— Boundary dimensions’ prepared by Technical
Committee ISO/TC 4, Rolling bearings, of the
International Organization for Standardization (1SO).

With the publication of this standard, the requirements for
separate thrust collars for particular types of cylindrical
roller bearings given in BS 292:1969 ‘Dimensions of

ball bearings and cylindrical roller bearings’ are
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superseded and will be deleted from that standard in its
next revision.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication, without deviation, as a British Standard.
Some terminology and certain conventions are not
identical with those used in British Standards; attention is
especially drawn to the following.

Where the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.
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1 SCOPE AND FIELD OF APPLICATION 3 DIMENSIONS

This International Standard specifies the width and the Dimensions in millimetres

maximum outside diameter of separate thrust collars for - - -
. . . . . . Diameter Diameter Diameter
cylindrical roller bearings in diameter series 2, 3 and 4. . . .
series 2 series 3 series 4
Bore
diam- Out- Out- Out-
otor | wigth | %9 | wigen | ¥9€ | wigen | S9°
diam- diam- diam-
2 SYMBOLS eter eter eter
d B, d, B, d, B, d,
max. max. max.
T 17 3 26 3 31 4 38
] 20 3 30 4 35 5 44
#ﬂr 22 3 33 4 36 — -
25 3 35 4 41 6 51
©| —— s 28 3 40 4 44 - -
30 4 43 5 49 7 56
= L 32 4 45 5 50 - -
35 4 49 6 55 8 62
C—J 40 5 55 7 61 8 71
81 45 5 60 7 69 8 78
50 5 65 8 74 9 86
55 6 72 9 82 10 92
. 60 6 79 9 91 10 100
d = bore diameter of separate thrust collar 65 6 87 10 96 1 106
B, = width of separate thrust collar, protruding beyond 70 ! 91 10 107 12 18
inner ring face 75 7 96 1 110 13 122
80 8 105 1 121 13 129
d, = outside diameter of separate thrust collar 85 8 110 12 127 14 136
90 9 116 12 133 14 144
95 9 123 13 141 15 158
100 10 130 13 147 16 167
105 10 136 13 154 16 170
110 1 144 14 163 17 176
120 1 155 14 175 17 190
130 1 170 14 185 18 208
140 1" 182 15 204 18 226
150 12 195 15 214 20 236
160 12 208 15 227 20 249
170 12 225 16 246 20 269
180 12 236 17 256 23 281
190 13 246 18 268 23 294
200 14 260 18 283 24 305
220 15 287 20 311 26 340
240 16 316 22 337 28 370
260 18 343 24 365 - -
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