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Foreword

This Part of BS 5655 has been prepared by Technical Committee MHE/4. It is the 
thirteenth Part of a British Standard relating to lifts and service lifts. It is 
intended to provide guidance to purchasers and manufacturers of lifts which are 
to be installed in public buildings and public areas such as local authority 
housing, shopping precincts and multi-storey car parks, and which are liable to 
attack by vandals. This standard recommends certain additional features that 
could, with advantage, be selected for incorporation into a lift installation over 
and above those specified by BS 5655-1 or BS 5655-2.
BS 5655 comprises the following Parts.

— Part 1: Safety rules for the construction and installation of electric lifts 
(implementing EN 81-1), together with PD 6500 “Explanatory supplement to 
BS 5655-1”;
— Part 2: Safety rules for the construction and installation of hydraulic lifts 
(implementing EN 81-2);
— Part 3: Specification for electric service lifts;
— Part 4: (reserved for future publication);
— Part 5: Specification for dimensions of standard lift arrangements 
(implementing ISO 4190-1 and ISO 4190-2);
— Part 6: Code of practice for selection and installation;
— Part 7: Specification for manual control devices, indicators and additional 
fittings (implementing ISO 4190-5);
— Part 8: Specification for eyebolts for lift suspension;
— Part 9: Specification for guide rails (implementing ISO 7465);
— Part 10: Specification for the testing and inspection of electric and hydraulic 
lifts;
— Part 11: Recommendations for the installation of new, and the modernization 
of, electric lifts in existing buildings;
— Part 12: Recommendations for the installation of new, and the modernization 
of, hydraulic lifts in existing buildings;
— Part 13: Recommendations for vandal resistant lifts;
— Part 14: Specification for hand-powered service lifts and platform hoists1).

This British Standard has been converted from DD 197:1990 Recommendations 
for vandal resistant lifts, which is now withdrawn. It is presented in the form of 
recommendations supported by commentaries intended to provide useful insight 
into the reasoning behind the recommendations.
This British Standard takes the form of guidance and recommendations. It 
should not be quoted if it were a specification and particular care should be taken 
to ensure that claims of compliance are not misleading.
Reference should also be made to the provisions for safe working recommended in 
BS 7255 Code of practice for safe working on lifts, which is recommended to all 
those who have duties under the Health and Safety at Work etc. Act, 1974 [1] and 
other health and safety legislation.

1) In preparation.
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
pages 1 to 8, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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