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National foreword

This revision of BS 5657 has been prepared under the direction of the Petroleum Standards Committee. It is identical
with 1SO 3830-1981 ‘Petroleum products — Gasoline — Determination of lead content — lodine monochloride method’
published by the International Organization for Standardization (1S0O). It has been prepared by Technical Committee 28,
Petroleum products and lubricants, with the active participation and approval of the UK. The previous edition of

ISO 3830 was published in 1977, and was implemented as the 1978 edition of BS 5657, which is now withdrawn.

The change effected by this revision was foreseen in the national foreword of the 1978 edition, where it was recommended
that bromothymol blue indicator solution be used in place of dimethyl yellow indicator solution, because a report had
been noted on the carcinogenic effect of dimethyl yellow.

The European Committee for Standardization (CEN) is in the course of adopting 1SO 3830-1981 as a European Standard
(EN 23830) and it is expected that this British Standard will become the UK version of EN 23830 when agreed.
This change will be announced by an amendment.

A volumetric chromate method for the determination of lead in gasoline has been published as EN 13 and was imple-
mented in 1976 as BS 5290. This method is obsolete, however, and BS 5290 will be withdrawn when CEN withdraws
EN 13. CEN has already decided to withdraw EN 13 on finalization of EN 23830.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

The symbol ‘I’ has been used to denote litre (and in its submultiples). In British Standards it is current practice to use
the symbol “L".

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the
baseline as the decimal marker.

Additional information. With reference to note 1 of 5.1, a suitable method for the determination of Reid vapour pressure
is described in BS 2000 ‘Methods of test for petroleum and its products’ Part 69 ‘Reid vapour pressure of petroleum
products’.

In clause 3, reference is made to distilled water or water of equivalent purity. Water complying with grade 3 of BS 3978
‘Specification for water for laboratory use’ is suitable.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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AMD 6512

Amendment No. 1
published and effective from 28 February 1991
to BS 5657 : 1988

— o

Method for determination of lead content of
gasoline by the iodine monochloride method

Revised text

AMD 6512 Front and back covers

February 1991 In the top right hand corner of the front cover and twice on the back cover, immediately

below 1SO 3830 : 1981 insert ‘EN 23 830 : 1989’.
Delete the existing UDC number on the front cover and substitute
‘'UDC 665.733.5 : 621.434 : 543.849 : 546.815'.

AMD 6512 National foreword
February 1991 Delete paragraph 3, and substitute the following.

‘In 1989 the European Committee for Standardization (CEN) accepted 1SO 3830 : 1981 as
European Standard EN 23 830 : 1989.’

Paragraph 4, delete final full-stop and substitute the following.
', which is likely to be when implementation by CEN members is complete.’

AMD 6512 New EN title page and brief history page

February 1991 Insert the attached new EN page and brief history page immediately before page 1 of

BS 5657 : 1988.
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