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National foreword

This British Standard has been prepared under the direction of the Chemicals Standards Committee in order to provide
“methods for the analysis of acid-grade fluorspar. For some years the United Kingdom has participated in the work of
preparing methods of test applicable to this material, organized by Subcommittee 10 (formerly WG 17), Fluorides and
related compounds, of Technical Committee 47, Chemistry, of the International Organization for Standardization

(1SO). As international agreement is reached on the methods, it is proposed to publish them as Parts of this British
Standard.

This Part is identical with 1SO 5439 ‘Acid-grade fluorspar — Determination of available fluorine content —
Potentiometric method after distillation’. ‘

Terminology and conventions. The text-of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

The comma has been used throughout as a decimal marker. In British Standards, it is current practice to use a full point
on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Cross-references
The following international standards are referred to in the text.

International standard Corresponding British Standard
ISO 565-1972 BS 410 : 1976 Specification for test sieves
(Related)
1SO 2362-1972 BS 4993 Methods of test for aluminium fluoride for industrial use
Part 1 : 1974 Determination of fluorine content
(Related)
1SO 4282-1977 BS 5659 Methods of test for acid-grade fluorspar
Part 2 : 1979 Determination of loss in mass at 105 °C
(Identical) .

The other international standards listed in the annex are for information only. Corresponding British Standards are listed
below.

International standard Corresponding British Standard

1ISO 3703-1978 BS 5659 Methods of test for acid-grade fluorspar
Part 1 : 1979 Determination of flotation agents
(ldentical)

1SO 4283-1978 BS 5659 Methods of test for acid-grade fluorspar
Part 4 : 1979 Determination of carbonate content
{1dentical)

1SO 4284-1978 BS 5659 Methods of test for acid-grade fluorspar
Part 3 : 1979 Determination of sulphide content
(Identical}

The following international standards referred to in the annex are to be published in due course and it is expected to issue

them as Parts of this British Standard:

I1ISO 5437, 1SO 5438.
Additional information
Ethanol. The ethanol used in this determination may be replaced for this purpose by industrial methylated spirits, 66
degrees O.P., complying with the requirements of BS 3591‘Industrial methylated spirits’. It should be noted that the ’
use of industrial methylated spirits is governed by the Methylated Spirits Regulations 1952 (S.1. 1952, No 2230). It is not

permissible to use duty-free ethanol, received under the provisions of the Customs and Excise Act 1952, Sec .
for purposes for which industrial methylated spirits is an acceptable alternative to ethanol. Db&u ments'



http://www.avadocuments.com/doc/bs-5659-5-1979
http://www.avadocuments.com/doc/bs-5659-5-1979

BSI BS*5kL51

PARTx5 79 M@ 1L24bbLk9 01L1002 T A

.BS 5659 : Partb: 1979

British Standard Methods of test for

Acid-grade fluorspar

Part 5. Determination of available fluorine content

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies a potentiometric
titration method, using an ion-selective electrode, after
distillation, for the determination of the available fluorine
content of acid-grade fluorspar.

The method is applicable to products having a calcium
fluoride (CaF,) content equal to or greater than 90 % (m/m).

2 REFERENCES

IS0 2362, Aluminium fluoride for industrial use — Determi-
nation of fluorine content — Modified Willard-Winter
method.

ISO 4282, Acid-grade fluorspar — Determination of loss in
mass at 105 °C.

3 TEST SAMPLE

Use the residue from the determination of the loss in ma.ss
at 105 °C (see 1SO 4282) to prepare the test sample.

4 PRINCIPLE

Separation of fluorine from a test portion by distillation in
the presence of perchloric acid using a temperature-
controlled distillation apparatus. Potentiometric titration of
the distillate with lanthanum nitrate solution using a
fluoride ion-selective electrode.

5 REAGENTS

During the analysis, use only reagents of recognized analyti-
cal grade and only distilled water, or water of equivalent
purity. Use carbon dioxide-free water for the preparation
of the lanthanum nitrate solution {5.7).

5.1 Potassium permanganate, crystalline.

5.2 Sodium fluoride, recrystallized as follows :

Dissolve about 5 g of sodium fluoride in 125 ml of water
and filter the solution under vacuum through a small
Buchner funnel. Evaporate the solution in a platinum dish
to approximately 60 ml. Cool to about 60 °C and separate

the recrystallized sodium fluoride by centrifuging. Wash the
crystals three times by centrifuging, with small quantities
of cold water. Transfer the product to a platinum dish and
dry in the electric oven (6.9), controiled at 105 + 2 °C.
Remove the dish from the oven, cool in a desiccator, grind
the product in an agate mortar, and then pass it through
a sieve with an aperture size of 355 pm (see 1SO 565).
Place the sieved sodium fluoride in a platinum dish, heat
for 2 h in an electric furnace controlled at approximately
600 °C and allow to cool in a desiccator.

5.3 Ethanol or propan-2-ol.

5.4 Perchloric acid, p approximately 1,54 g/ml, about
60 % (m/m) solution.

5.5 Perchioric acid, approximately 10 % {m/m) solution.
Dilute 16,5 ml of the perchloric acid solution {5.4) to
100 ml.

5.6 Sodium hydroxide, approximately 1 N solution.

Store the solution in a plastic bottle.

5.7 Lanthanum nitrate, approximately 0,01 M standard
volumetric solution.

5.7.1 Preparation of the solution

Dissolve 4,33g of lanthanum nitrate hexahydrate
[La(NO3)3.6H,0] in water. Add 10 ml of 0,001 N nitric
acid solution, transfer quantitatively to a 1000 ml one-
mark volumetric flask, dilute to the mark and mix.

5.7.2 Standardization of the solution

See 7.4.

5.8 Buffer solution, pH 6,5.

Dissolve 79 g of pyridine in about 800 mi of water and
neutralize with the perchloric acid solution (5.5) to
pH 6,5+ 0,2. Dilute to 1 000 mi with water and, if necess-
ary, readjust the pH to 6,5.

5.9 Phenolphthalein, 5 g/I solution in 95 % (V/V) ethanol.
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