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National foreword

This British Standard has been prepared under the direction
of the Mechanical Engineering Standards Committee.

This Part is identical with 1SO 5040 ‘Continuous mechanical
handling equipment for unit loads — Live roller conveyors
(with positive or friction drive) — Safety code’, developed
by Technical Committee 1ISO/TC 101, Continuous
mechanical handling equipment.

This Part, which forms one of a series, implements the
safety code and should be read in conjunction with
BS 5667 : Part 1.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology
and certain conventions are not identical with those used
in British Standards; attention is especially drawn to the
following.

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.
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Wherever the words ‘International Standard’ appear,
referring to this standard, they should be interpreted

as ‘British Standard’

Cross-references. The following international standards
are referred to in the text and for each there is a
corresponding British Standard; these are as listed below:

International standard

ISO 1819-1977

Corresponding British Standard

BS 5667 Specification for
continuous mechanical handling
equipment — Safety requirements
Part 1 : 1978 General
(Identical)

BS 3810 Glossary of terms used
in materials handling

Part 2 : 1965 Terms used in
connection with conveyors and
elevators (excluding pneumatic
and hydraulic handling)
(Technically equivalent)

I1ISO 2148-1974
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BS 5667 : Part 14 : 1979

1 SCOPE

This International Standard specifies, in addition to the
general safety rules set out in ISO 1819, the special safety
rules for the following continuous mechanical handling
equipment for unit loads : live roller conveyors (with
positive or friction drive).1)

2 FIELD OF APPLICATION

The safety rules laid down in this International Standard
apply regardless of the use for which the equipment is
intended. These safety rules limit the supplier’s responsi-
bility to continuous mechanical handling equipment
properly so called, excluding the structures to which such
equipment is fixed.

3 REFERENCES

ISO 1819, Continuous mechanical handling equipment —
Safety code — General rules.

ISO 2148, Continuous handling equipment — Nomencla-
ture.

4 SPECIAL SAFETY RULES

The design, construction and operation of live roller
conveyors (with positive or friction drive) shall meet

— the legal and local requirements relating to safety
in general (see appendix Z of ISO 1819);

— the principles laid down in clause 1 of 1ISO 1819;

1) See 2.21.15 of I1SO 2148.

— the general rules laid down in clause 2 of 1SO 1819:

— the following special rules.

4.1 In the construction stage (design and manufacture)
4.1.1 In addition to rule 2.1.7 of ISO 1819 :

— in the case of positive drive, the pinions and driving
chains shall be guarded if they are normally accessible:

— in the case of friction drive, the friction points shall
be guarded if they are accessible.

4.1.2 If there is a risk of goods transported by the
conveyor falling on persons, appropriate guarding devices,
for instance lateral guards, shall be provided.

4.1.3 In addition to the requirements of rule 2.1.6 or
ISO 1819, the loading and unloading operations shall be
carried out by means of a mechanical device when the

travelling speed of the loads exceeds 0,70 m/s and their
mass exceeds 10 kg.

4.1.4 Circuits on which unit loads travel at speeds
exceeding 1,5 m/s shall be installed outside working or
traffic areas or, alternatively, shall be provided with
adequate guard devices.

4.2 During the
maintenance)

4.2.1 Manual interference with the load shall be
prohibited when the speed of the loads exceeds 0,70 m/s
and their mass exceeds 10 kg.

utilization stage (operation and
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