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National foreword

This British Standard has been prepared under the direction
of the Mechanical Engineering Standards Committee.

It is identical with 1SO 2339 ‘Taper pins, unhardened —
Metric series’. The United Kingdom has taken an active
part in the work of Technical Committee ISO/TC 2,
Fasteners.

It is the intention that this publication will be followed by
standards specifying the dimensions and tolerances for
hardened taper pins, and the requirements concerning
materials and testing for both hardened and unhardened
taper pins, once the work in ISO/TC 2 has reached a
suitable stage.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication, without deviation, as a British Standard.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is especially
drawn to the following.

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be interpreted as
‘British Standard’.

*Now published as 1ISO 888 ‘Bolts, screws and studs — Nominal lengths, and thread lengths for general purpose bc!is’
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Cross references. There are no corresponding British
Standards for ISO/R 888" and ISO 1947. The committees
responsible for them having been consulted, it has been
decided to include the relevant portions of them as
national appendices to this standard. Insofar as they are
called up in the main body of this standard as requirements
to be complied with, they are to be regarded as mandatory
for the purposes of this standard.

The relevant requirements of ISO/R 888* are given in
national appendix A and of ISO 1947 in national
appendix B.

Additional information. For details of limits and fits,
reference may be made to ISO/R 286-1966 ‘ISO System
for limits and fits’ Part 1 ‘General, tolerances and
deviations’ which is technically equivalent to BS 4500
‘ISO limits and fits’ Part 1 : 1969 ‘General, tolerances and
deviations’.

For details of the method of indicating surface texture in
drawings, reference may be made to 1SO 1302-1974
‘Technical drawings — method of indicating surface
texture on drawings’ which is technically equivalent to
BS 308 ‘Engineering drawing practice’ Part 2 : 1972
‘Dimensioning and tolerancing of size’.
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BS 5681 : 1979

British Standard Specification for

Taper pins, unhardened —
Metric series

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the dimensions and tolerances for unhardened taper pins of the metric series, classified
as Type A ground and Type B turned.

2 REFERENCES
ISO/R 888, Nominal lengths for bolts, screws and studs — Thread lengths for general purpose bolts.

1SO 1947, System of cone tolerances for conical work pieces from C =1 : 3to 1: 500 and lengths from 6 to 630 mm.

*3 DIMENSIONS

Type A : ground, Type B : turned,
angle tolerance : AT 8 angle tolerance : AT 10
Taper 1: 50 Taper 1 : 50

B

N

Other shape possible by agreement
between the supplier and the customer

TABLE 1 — Dimensions (except length /; see table 2)

Values in millimetres

dh10 06 ({08 | 1 1.2 |15 2 25 3 4 5 6 8 10 |12 |16 |20 [ 25 | 30 | 40 | 50

ax 0,08 0,1 |0,12|0,16|0,2025|03 |04 |05/063| 08 1 12116 2 2,5 3 4 5 6,3

NOTE — Angle tolerances AT 8 and AT 10 only for taper pins with nominal lengths larger than 6 mm (see 1SO_1947).
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