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Cooperating organizations

The European Committee for Electrotechnical Standardization (CENELEC),
under whose supervision this European Standard was prepared, comprises the
National Committees of the following countries.

Austria Luxemburg
Belgium Netherlands
Denmark Norway
Finland Portugal
France Spain
Germany Sweden
Greece Switzerland
Ireland United Kingdom
Italy

This British Standard, having

been prepared under the

direction of the Power

Electrical Engineering

Standards Committee, was

published under the authority

of the Board of BSI and

comes into effect on

29 January 1988
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National foreword

This British Standard has been prepared under the direction of the Power
Electrical Engineering Standards Committee and is the English language version
of EN 50026:1987 “Low-voltage switchgear and controlgear for industrial use.
Inductive proximity switches. Form D, for direct current, 3 or 4 terminals”
published by the European Committee for Electrotechnical Standardization
(CENELEC).

This standard supersedes BS 5684:1979 which is withdrawn.

Terminology and conventions. The text of the European Standard may use
some terminology and conventions that differ from those commonly used in
British Standards.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
the EN title page, pages 2 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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