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National foreword

This Part of BS 5688 is identical with ISO 2214 “Boric acid, boric oxide and
disodium tetraborates for industrial use — Determination of manganese
content — Formaldehyde oxime photometric method” published by the
International Organization for Standardization (ISO).

Terminology and conventions. The text of the International Standard has
been approved as suitable for publication, without deviation, as a British
Standard. Some terminology and certain conventions are not identical with
those used in British Standards; attention is drawn to the following.

Where the words “International Standard” appear, referring to this standard,
they should be interpreted as “British Standard”.

Additional information

Water. Water complying with the requirements of clause 3 is specified in
BS 3978 “Water for laboratory use”.

Reagents. Unless otherwise stated, the reagents used in the determination
shall be of recognized analytical grade.

Hydrochloric acid, p approximately 1.18 g/ml, about 36 % (m/m) solution,
which is the corresponding reagent normally obtainable in the
United Kingdom, is suitable for use in place of the solution specified in 3.4.

WARNING NOTES. Hydroxylammonium chloride, the use of which is specified
in 5.3.2, is toxic.

Clause 5.4.1 requires the use of chloroform as an extractant. In view of its toxic
nature, breathing of the vapour and contact with the eyes should be avoided.

The evaporation of the chloroform extract in paragraph 5 should therefore be
carried out in a fume cupboard.

NOTE 1In 3.4 and 3.5, the symbol for concentration by mass should be sloping, i.e. “(m/m)”.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 3 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

This British Standard, having  t1¢ inside front cover.

been prepared under the
direction of the Chemicals
Standards Committee, was
published under the authority
of the Executive Board on Amendments issued since publication
28 February 1979
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The following BSI references
relate to the work on this
standard:

Committee reference CIC/16
Draft for comment 74/53496 DC
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