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National foreword

This British Standard has been prepared under the direction
of the Chemicals Standards Committee. It is identical with
1SO 6229-1980 ‘Sodium hexafluorosilicate for industrial
use—Determination of free silica content—Gravimetric
method’ published by the International Organization for
Standardization (1SO).

Terminology and conventions. The text of the international
standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology
and certain conventions are not identical with those used

in British Standards; attention is especially drawn to the
following.

The comma has been used throughout as a decimal marker.
In British Standards, it is current practice to use a full point
on the.baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Cross-reference

International standard Corresponding British Standard

BS 5705 Methods of test for
sodium hexafluorosilicate

for industrial use

Part 4 : 1979 Determination of
loss in mass at 105 °C
(ldentical)

ISO 5444-1978

British Standards Institution

The international standards that are listed in the annex for
reference purposes only have all been published, without
deviation, as Parts of this British Standard.

Additional information

Water. Water complying with the requirements of clause 4
is specified in BS 3978 ‘Water-for {aboratory use’.

WARNING NOTE

Hydrofluoric acid solution, specified in 4.1, is a highly
corrosive liquid which attacks glass; the vapour is irritant
and toxic. [ts action on the skin and eyes is strongly
corrosive, producing severe and painful burns which may
not be immediately evident and which respond slowly to
treatment.

Samples should be handled only inside a well-ventilated
fume cupboard. Rubber gloves, boots and gown of a suit-
able size to give adequate protection to the individual, and
full head and face protection have to be worn when
handling the material. :

In the event of contact or suspected contact, flood with
water and seek immediate medical attention. The
manufacturer’s literature should be consulted for further-
information.
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WARNING — Sodium hexafluorosilicate is poisonous if taken internally. Breathing of the dust should be avoided. Contact
with eyes and skin shall be prevented and operators should wash thoroughly after handling the material and should wear a

respirator and goggles when handling the powdered material.

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies a gravimetric method
for the determination of the free silica content of sodium
hexafluorosilicate for industrial use.

The method is applicable to products having free silica
contents, expressed as SiO,, equal to or greater than
0,06 % {(m/m).

2 REFERENCE

ISO 5444, Sodium hexafluorosilicate for industrial use —
Determination of loss in mass at 105 °C.

3 PRINCIPLE

Extraction from a test portion of compounds soluble in
acetic acid solution and weighing of the residue after
heating at 600 °C. Removal from the residue, of silica by
evaporation with hydrofluoric acid solution and of residual
fluorides by heating with ammonia solution, and reweighing
. of the residue after heating at 600 °C.

4 REAGENTS

During the analysis, use only reagents of recognized analytical
grade and only distilled water or water of equivalent purity.

4.1 Hydrofluoric acid, p approximately 1,14 g/ml, about
40 % (m/m) solution.

4.2 Acetic acid, glacial, p approximately 1,05 g/mi.

4.3 .- Ammonia solution, p approximately 0,88 g/ml, about
34 % (m/m) solution.

5 APPARATUS

Ordinary laboratory apparatus and

1) An International Standard concerning sampling of solid chemical products is in preparation.

5.1 Platinum crucible, capacity 35 to 50 ml.

5.2 Electric furnace, capable of being controlled at
600 + 10 °C.

6 SAMPLING!

Use the residue from the determination of loss in mass
at 105 °C (see 1SO 5444) to prepare the test sample.

7 PROCEDURE

7.1 Test portion

Weigh, to the nearest 0,000 1g, about 1g of the test
sample, finely ground and previously dried at 105 °C
(see clause 6).

7.2 Determination

Quantitatively transfer the test portion {7.1) to a 400 mi
beaker and add b ml of the acetic acid (4.2) and 200 ml
of water. Bring the contents of the beaker to the boil and
boil gently for 10 min with continuous stirring. Allow to
stand, maintaining the temperature for 10 min. Filter first
the decanted supernatant liquid and then the suspended
residue, ensuring that the residue is transferred quantitatively
on to the filter paper used for this purpose.? Wash the
residue four or five times with the hot water that was used
to rinse the beaker. Transfer the filter paper and residue to

the clean, dry platinum crucible (5.1), previously weighed -

to the nearest 0,000 1 g. Heat the crucible and contents
for 45 min in the furnace (5.2), controlled at 600 * 10 °C,
transfer to a desiccator, allow to cool, and weigh to the
nearest 0,000 1 g. Repeat the operations of heating (for
30 min), cooling and weighing until the difference between
two successive weighings does not exceed 0,000 2 g.

Then add 2 ml of the hydrofluoric acid solution (4.1) to
the crucible {5.1) and carefully evaporate the contents of

2) Whatman, Grade N© 44, Ashless or an equivalent grade, is suitable for this purpose.
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