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British Standard

Solutions of wood preservatives in organic solvents

Part 2. Specification for pentachlorophenol wood preservative solution for use on timber that is not

required to be painted

Solutions des produits de préservation du bois dans des solvants organiques
Partie 2. Spécification de la solution a pentachlorphénol de préservation du bois pour usage avec du

bois a ne pas étre peint

Holzschutzmitteliésungen in organischen Losungsmitteln
Teil 2. Spezifikation fiir Pentachlorphenol-Holzschutzmittelldsung zur. Verwendung mit nicht

anzustreichendem Holz

Foreword

This Part of BS 5707 specifies requirements for a solution
of pentachlorophenol in an organic solvent for treatment
of timber by a double-vacuum process. The solution is
suitable for pretreatment of timber before it is put into
service but is not suitable for over-painting.

The solution is flammable and the necessary fire
precautions should be observed when it is transported,
stored and used. It is also essential when handling the
solution to observe the recommendations of the Pesticides
Safety Precautions Scheme™.

Attention is drawn to Part 1 of this standard, which
specifies requirements for solutions of a number of wood
preservatives in a lower boiling point organic solvent and
which are suitable for over-painting.

Part 3t of this standard describes suitable processes for
treating timber with the solutions specified in Parts 1
and 2.

1. Scope

This Part of BS 5707 specifies requirements for a solution
of pentachlorophenol in an organic solvent intended for
application to timber to preserve it against attack in service
by fungi or insects.

2. References

The titles of the standards publications referred to in this
standard are listed in the inside back cover.

3. Composition

The solution shall contain not less than 5.0 % m/m of
pentachlorophenol, complying with the requirements of
BS 3175, dissolved in a solvent complying with the
requirements of clause 4. The concentration of
pentachlorophenol shall be determined by the method
described in BS 56661.

*This scheme is operated for wood preservatives by the Health and Safety Executive and information is also available from the Ministry of
Agriculture, Fisheries and Food. Attention is also drawn to ‘The safe use of wood preservatives in Great Britain’, an extract from BWPA
news sheet 105, December 1969, published by the British Wood Preserving Association.

tTIn course of preparation.
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The solution may contain a non-volatile solubilizing agent 6. Flash point

and other additives providing the solution meets all the The flash point of the solution shall be not lower than 70 °C
requirements of clausgs 5t09. when determined as described in BS 3442 : Part 2.

7. Water content

The water content of the solution, as supplied, shall be not
greater than 0.25 % v/v when determined as described in
BS 4385.

4. Solvent

The solvent shall be a petroleum distillate or a coal tar
distillate or a mixture of these. The distillation
characteristics of the solvent, when determined as described
in BS 4349, shall be as given in table 1. ..
' ! g 8. Crystallization

Table 1. Distillation characteristics of the solvent The solution shall not show any trace of crystalline deposit
after the temperature of the solution has been maintained

.Propsrty Requirement at0+1°C for24 h.
Initial boiling point 180 °C minimum 9. Viscosity
. o N
Fraction recovered below 260 OC 50 % (v/v) maximum The viscosity of the solution shall be not greater than
Fraction recovered below 360 C | 95 % (v/v) minimum 3.0 ¢St* at 38 °C when determined by the method

described in BS 4708.

5. Appearance

The solution shall be a clear mobile liquid, free from visible
extraneous matter. -
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