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Basic types of earth-moving machinery

[1SO title: Earth-moving machinery — Basic types — Vocabulary]

Glossaire des types principaux d’engins de terrassement

Worterverzeichnis der Grundausfiihrungen von Erdbaumaschinen

National foreword

This British Standard has been prepared under the direction
of the Road Engineering Standards Committee and is
identical with 1SO 6165 : 1978 Earth-moving machinery —
Basic types — Vocabulary. ISO 6165 was produced as a
result of international discussions in which the United
Kingdom took an active part.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication,

1 SCOPE AND FIELD OF APPLICATION

This International Standard establishes the terms and
definitions of the basic types of self-propelled earth-moving
machines designed to perform operations of excavating,
loading, transporting, spreading and compacting of earth
and other materials during works for road building, dams,
building sites, trenches, etc. )

NOTE — Terms and definitions relating to other basic types may be
added at a future date,

2 TERMS AND DEFINITIONS

2.1 tractor : A self-propelled crawler or wheeled machine
used to exert a push or pull force through a mounted
attachment or drawbar.

2.2 loader: A self-propelied crawler or wheeled machine
with an integral front-mounted bucket supporting structure
and linkage which loads or excavates through motion of the
machine, and lifts, transports and discharges material.
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without deviation, as a British Standard. Some terminology
and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the
following.

Where the words ‘International Standard’ appear, referring
to this standard, they should be interpreted as ‘British
Standard’.

2.3 dumper : A seif-propelled wheeled machine, having an
open body, which transports and dumps or spreads material.
Loading is performed by means external to the dumper.

2.4 tractor-scraper: A self-propelled wheeled machine,
having a cutting edge positioned between front and rear
axles, which cuts, loads, transports, discharges, and spreads
material through a forward motion of the machine.

2.5 excavator: A self-propelled machine with an upper
structure capable of a minimum of 360° rotation, which
excavates, elevates, swings, and dumps material by action
of a bucket fitted to the boom and arm or telescoping
boom, without moving the chassis or under-carriage during
any one cycle of the machine.

2.6 grader: A self-propelled machine having an adjustable
blade, positioned between front and rear axles, which cuts,
moves and spreads materials usuaily to grade requirements.
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This British Standard, having been prepared under the direction of
the Road Engineering Standards Committee, was published under
the authority of the Executive Board and comes into effect on

30 March 1979.
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Copyright

Users of British Standards are reminded that copyright subsists in
all BSI publications. No part of this publication may be reproduced
in any form without the prior permission in writing of BSI.

This does not preclude the free use, in the course of implementing
the standard, of necessary details such as symbois and size, type or
grade designations. Enquiries should be addressed to the
Publications Manager, 101 Pentonville Road, London N1 9ND
(Telephone 01-837 8801; Telex 23218).
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Contract requirements
Attention is drawn to the fact that this British Standard does not
purport to include all the necessary provisions of a contract.

Revision of British Standards

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possassion of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee reference RDB/21 Draft for comment 77/13391 DC

Cooperating organizations

The Road Engineering Standards Committee, under whose direction
this British Standard was prepared, consists of representatives from
the following Government departments and sclentific and industrial
organizations: . °

Asphalt and Coated Macadam Association
Association of Consulting Engineers
British Quarrying and Slag Federation
British Tar Industry Association
Cement and Concrete Association
Concrete Society Limited
*Contractors’ Plant Association
Convention of Scottish Local Authorities
County Surveyors’ Society
Department of the Environment {PSA)
Department of the Environment, Transport and Road Research
Laboratory
*Department of Transport
*Federation of Civil Engineering Contractors
*Federation of Manufacturers of Construction Equipment and
Cranes
Greater London Council
Institute of Petroleum

Amendments issued since publication

Institute of Quarrying
*Institution of Civil Engineers
*|nstitution of Highway Engineers
*[nstitution of Municipal Engineers
Institution of Structural Engineers
*Ministry of Defence
Refined Bitumen Association Ltd
Road Emulsion Association Ltd,
Road Surface Dressing Association
Sand and Gravel Association Limited
Society of Chemical Industry

The organizations marked with an asterisk in the above list, together
with the following, were directly represented on the committee
entrusted with the preparation of this British Standard:

Agricultural Engineers’ Association
Associated Offices Technical Committee
Department of Industry

Health and Safety Executive

National Coal Board

Trades Union Congress
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