BS 572:1985

UDC 542.231.7 : 666.285.6

This Standard is confirmed.
See the BSI Catalogue for details.
August 1997

Confirmed

- FEB 1991
British Standard Specification for
Interchangeable conical
ground glass joints
Assemblages coniques rodés interchangeables en verre — Spécifications
Austauschbare Kegelschliffverbindungen

Confirmed
November 2011

D iy

L Uoclimant Sharing Bl
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
E———————— BitiSh Standards

Full document details: BS 572:1985


http://www.avadocuments.com/doc/bs-572-1985
http://www.avadocuments.com/doc/bs-572-1985

Foreword

This British Standard has been prepared under the direction
of the Laboratory Apparatus Standards Committee. Itisa
revision of BS 572 : 1960, which is withdrawn.

The technical requirements are the same as those of

ISO 383-1976 ‘Laboratory glassware — Interchangeable
conical ground joints’ published by the International
Organization for Standardization (1SO}, but the text has
been editorially rearranged to improve clarity. However,

a marking clause similar to that in BS 572 : 1960 has been
retained in this revision.

The purpose of this standard is to ensure interchangeability
between standard conical ground glass joints, irrespective of
where they are manufactured. In order to achieve
interchangeability, it is necessary that each of the following
requirements be adequately specified, including appropriate
tolerances:

(a) taper;

(b) large end diameter;

(c) length of ground zone;
(d) surface finish.

The nominal dimensions listed in table 1 are based on the
series of joints already widely used in many countries;

in particular, the series of large end diameters represents the
nearest acceptable compromise to the R 40/3 series of
preferred numbers recommended in BS 2045.

From the practical point of view, and especially because of
the difficulty of carrying out precise measurements on the
ground portions of the finished joints, it is desirable to
apply a gauging system that allows rapid checking of the
essential dimensions. The definition of these dimensions in
clause 5 is an integral part of this standard, but the system
of gauging described in appendix A, while it has been
proved in practice to be fully satisfactory, is not the only
one that can be applied for the purpose.

The leakage test described in appendix B is that commonly
used for testing joints, but its inclusion in this standard is
not intended to preclude the use of other tests which may
be found more convenient for particular purposes. Attention
is specifically drawn to the method of pneumatic gauging™.

The principal differences from the 1960 edition of this
standard are:

(a) the elimination of the former BS designation,
permitted as an alternative;

(b) the inclusion of a further series of joints based on a
value of eight for the constant for the calculation of the
length of the ground zone {see clause 4);

(c) two sizes of joints have been deleted and five have
been added, in particular three larger sizes in the series
based on a value of six for the constant for the calculation
of the length of the ground zone;

(d) the gauging system (see appendix A) is now a
recommended procedure instead of the only one allowed.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

Documents

*This method is described by Smith, 1.C.P., Pneumatic gauging applied to standard ground glass joints, Laborato 4 1actice, Bg%,l}m%ht Sharing Hub
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AMD 5080

=)

Amendment No. 1
published and effective from 31 July 1986
to BS 572 :1985

Specification for interchangeable conical
ground glass joints

Correction
AMD 5080 Clause 8. Marking
July 1986 Delete item {a) and the associated footnote. Reletter items (b) and (c) as {a) and (b)
respectively.
8607—1.2k—B LBC/25
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