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This British Standard has been prepared under the direction of the Industrial-process Measurement and Control
Standards Committee. It is based on ISO 4064/I- 1977 ‘Measurement of water flow in closed conduits - Meters for
cold potable water - Part 1 : Specification’ published by the International Organization for Standardization (1S0).

It differs from 1SO 4064/1 in the overall dimensions of water meters included as alternatives. These alternatives to
the 1SO preferred lengths L, quoted in table 1 reflect the customs and practices now current in the United Kingdom.

The user of this standard is recommended to refer to Vocabulary of legal metrology published by Organization de la

Métrologie Légale (OIML).
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AMD 3247
Amendment Slip No. 1

published and effective from 30 April 1980
to BS 5728 : Part 1 : 1979

Measurement of water flow in closed conduits
Part 1. Specification for meters for cold
potable water

Revised text

AMD 3247 Title

April 1980 On the front cover and at the top of page 1 delete the generic title and the Part title
and substitute the following:

‘Measurement of flow of cold potable
water in closed conduits
Part 1. Specification for meters’

AMD 3247 Foreword
April 1980 In the last paragraph delete ‘Vocabulary of legal metrology published by Organization de
la Métrologie Légale (OIML)’ and substitute the following:

‘PD 6461 : 1971 ‘Vocabulary of legal metrology.
Fundamental terms’ and BS 5875 : 1980 ‘Glossary of
terms and symbols for measurement of fluid flow in
closed conduits’. It is also recommended that reference
should be made to EEC Directive 75/33/EEC dated
17th December 1974."

AMD 3247 Table 4. Verification scale interval

il . . .
April 1980 Below the heading of the right-hand column delete the asterisk after ‘m3’.

AMD 3247 Clause 4.6 Materials
April 1980 Delete the last paragraph and substitute the following:

‘If condensation is likely to occur on the underside of the
window of the water meter indicating device, means shall
be provided for its removal.’
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AMD 5129

—

Amendment No. 2
published and effective from 31 July 1986

to BS 5728 : Part 1 : 1979

Measurement of flow of cold potable water in closed conduits
Part 1. Specification for meters

—

Revised text

AMD 5129 Title
July 1986 On the front cover and at the top of page 1, delete the Part title and substitute the following:

‘Part 1. Specification for single meters’
On the front cover delete the existing French and German titles and substitute the following:

‘Mesurage de débit d’eau potable froide dans les conduites fermées
Partie 1. Compteurs individuels— Spécifications

Messung der DurchfluBmenge von kaltem Trinkwasser in geschlossenen Leitungen
Teil 1. Einfachzahler’

AMD 5129 Foreword
July 1986 After paragraph 1, insert the following new paragraph:

‘Small commercial and domestic sized water meters tend to under-register at the low-flow end of their flowrate range.

For revenue charging or other purposes, where it is felt desirable to reduce under-registration, an additional class of water
meter is specified in this standard. This additional class, class D, comprises water meters having nominal flowrates up to
15 m3/h and capable of smaller minimum flowrates than the existing preceding classes.’

AMD 5129 Clause 1. Scope and field of application

July 1986 Paragraph 1, delete sentence 2 entirely and substitute the following:

‘It will consist of six Parts.’
In paragraph 2, after ‘pressure loss’, insert ‘of single meters’.
Delete paragraph 3 entirely and substitute the following:

‘Part 2 deals with installation requirements for single meters,
and Part 3 with test methods and test equipment for
single meters.’

After paragraph 3, insert the following new paragraph:

‘Parts 4, 5 and 6 will cover the same topics as Parts 1,2 and 3
respectively, but as applied to combination meters rather
than to single meters.’

AMD 5129 Clause 3. Definitions
July 1986 In line 2 of 3.1 delete ‘bars’ and substitute ‘bar’.
At the end of clause 3 insert the following new definition:

‘3.10 starting flowrate, g,. The fiowrate at which a water
meter commences registration.’
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