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British Standard Specification for -

Apertures and mountings for controls for external equipments
in protective cabs on agricultural tractors

Part 2. Mountings

1. Scope

This British Standard specifies the requirements for the
mountings attached to agricultural tractors or protective
cabs to facilitate the installation, operation and
interchangeability of remote control mechanisms.

NOTE. The requirements for the control mechanisms are outside
the scope of this British Standard, but informaiion on existing
requirements and recommendations based on requirements which
are likely to be specified in other British Standards, implementing

international standards in course of preparation, is given in
appendix A,

2. Reference

The title of the standards publication referred to in this
standard is given on the inside back cover.

3. General

3.1 Subject to suitable locations for attaching the
mounting(s) to the cab or safety structure being specified
by the manufacturer:

{a) a mounting point shall be provided on the right-hand
side, such that the mounted controls are within reach of
the right hand of the seated operator;

(b) additional mounting points may be provided:

(1) on the left-hand side, such that the mounted
controls are within reach of the left hand of the
seated operator and, as near as possible, symmetrical
to the mounting point in (a}, and/or

(2) forward of and to the right of the steering wheel,
and/or

(3) forward of and to the left of the steering wheel.

3.2 Where attachment to the cab body or structure is
involved, any necessary holes shall have been present when
the tests for both structural strength and noise were carried
out.

NOTE. The holes may be suitably blanked off during the noise test.

4. Shape and size

4.1 The mounting shall be in the form of a tapered socket,
of the dimensions shown in figure 1, mounted so that it is
substantiaily vertical. Dimensions not shown in figure 1
{e.g. backing plate dimensions) are left to the discretion of
the manufacturer,

4.2 In order not to present a hazard to the operator, all
external surfaces of the socket and its backing plate shall be
smooth and the corners shall be rounded and/or padded.
4.3 To enable manufacturers of particular control
assemblies to use material of strength and dimensions
compatible with those assemblies, the dimensions of the

matching tongue to be fitted to the control are not
specified, but they shall be such as to ensure that it is a
firm fit in the socket.

NOTE. Any device required to secure a control in place to enable
it to be operated is regarded as part of the control/tongue assembly,

5. Location

5.1 Where the mounting point is on the right- or left-hand
side (see 3.1(a) and 3.1(b)(1}) the top surface of the socket
shall be not lower than the horizontal plane containing the
tractor seat reference point, determined, in accordance with
the requirements of BS 4063, with the seat adjusted to the
mid-point of its travel and in the mid-position of any
suspension travel range, and not more than 200 mm above
that plane.

NOTE. It is hoped that it will be possible to make this requirement
more precise in the light of experience.

b.2 The long face AB (see figure 1) of the socket shall be
parallel to the fongitudinal plane of the tractor and the line
AB shall be not less than 10 mm from the nearest cab
surface.

6. Clearance volume
It is recommended that the socket be positioned so as to

ensure, as far as is practicable, that the minimum cIearanCe
volume above its surface is as shown in figure 2,

7. Strength

When subjected to the following test or to an equivalent
test, the mounting shall not break or become detached and
the part of the cab or structure to which is attached shall
not distort or break.

Insert a device, as shown in figure 3, in the socket and,
at a point 300 mm above the top surface of the socket,
apply a force of 160 N once in each of the following
directions (see figure 3), not necessarily in the order
stated.

{a) Vertically downwards (F,).

{b) Horizontally, normal to the long face AB and
towards the cab surface (F, ).

{c) Horizontally, normal to the long face AB and
away from the cab surface (F3).

(d) Horizontally, parallel to the cab surface and to
the right (F4).

(e} Horizontally, paraile! to th%%meﬂn{s

the left (Fs).
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