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Foreword

This code of practice, which has been prepared under the direction of the 
Mechanical Engineering Standards Committee, deals with the various types of 
crane most commonly employed in industrial premises, and for the movement of 
goods and materials at docks or transport termini. The code covers 
overhead/underhung travelling and goliath cranes, high pedestal and portal jib 
dockside cranes, manually-operated and light cranes, container handling cranes 
and
rail-mounted low carriage cranes.The code is complementary to CP 3010 which 
deals with mobile cranes, tower cranes and derrick cranes.
Preparation of this code was prompted by concern at the continuing number of 
accidents involving these types of crane which, apart from the costly damage 
sustained, frequently result in serious personal injury or death.
Cranes are being employed in an ever wider variety of job applications and 
environmental conditions and, with the introduction of novel designs of crane 
offering greater technical sophistication, increased lifting capacities and new 
extremes of operating range, the accident rate will not be diminished unless 
positive measures are taken. The most significant cause of crane accidents lies in 
the misuse (maloperation) of the crane itself. This often derives from the lack of 
knowledge, understanding, skills or training of the driver/operator, together with 
the lack of knowledge and understanding of the supervisor/management. It is 
ignorance rather than intent or negligence that is the main contributory factor.
The aims of this code of practice are therefore:

a) to describe the principal characteristics of the cranes covered;
b) to draw attention to some of the more common hazards and potential 
dangers which may be encountered in their use;
c) to recommend general precautions to be taken and procedures to be followed 
to promote safety in the use of these cranes.

This code was prepared by a committee of representatives from different 
branches of industry associated with the use and manufacture of cranes. Their 
combined experience and specialist knowledge in the fields of crane design, 
manufacture, application and safety ensure that the content is well founded and 
practical. It was recognized by the committee that the safe use of a crane 
ultimately rests with the operating personnel and the committee were unanimous 
in their views that there is a need for the introduction of systems for ensuring that 
drivers operate only those types of cranes for which they have received training 
and have demonstrated their competence.
HOWEVER, MANAGEMENT HAVE THE OVERALL RESPONSIBILITY FOR 
SAFETY AND SUPERVISION AND IT IS TO MANAGEMENT THAT THIS 
CODE OF PRACTICE IS PRIMARILY DIRECTED. IT IS HOPED THAT THE 
CODE WILL BE USED BY MANAGEMENT BOTH AS A WORKING GUIDE 
AND IN THE TRAINING OF PERSONNEL, AND THAT APPROPRIATE 
INFORMATION AND RECOMMENDATIONS WILL BE INCORPORATED IN 
THEIR COMPANY STANDING INSTRUCTIONS FOR THE SAFE USE OF 
CRANES.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages 
This document comprises a front cover, an inside font cover, pages i to iv, 
pages 1 to 56, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Section 1. General

1 Scope
This code gives guidance for the safe use of 
overhead/underhung travelling and goliath cranes, 
high pedestal and portal jib dockside cranes, 
manually-operated and light cranes, container 
handling cranes and rail-mounted low carriage 
cranes. Subjects covered include general 
recommendations for selection, installation, testing, 
operation and maintenance of cranes and for the 
selection of drivers, slingers and signallers.
Reference is also made to relevant legislation and 
attention is drawn to statutory requirements for the 
testing and examination of cranes.
Section one contains guidance notes and general 
information pertaining to the safe use of cranes of 
the types covered in sections 2 to 6.

2 References
The titles of the publications referred to in this code 
are listed on the inside back cover.

3 Definitions
FOR THE PURPOSES OF THIS CODE THE 
FOLLOWING DEFINITIONS APPLY. Where 
appropriate, definitions from existing British 
Standards have been used. Where more than one 
term is shown for a definition, the first listed is the 
preferred term. The second term, shown in brackets, 
is an alternative in common use.

3.1 
automatic safe load indicator

a device fitted to a crane, or incorporated in its 
design, that automatically gives visual indication to 
the driver when the load being lifted or carried by 
the crane approaches the safe working load, and 
that also gives a continuous audible warning to the 
driver and other persons in the vicinity when the 
load being lifted or carried exceeds the safe working 
load (see definition of “safe working load”). Under 
certain statutory regulations the automatic safe 
load indicator must be of a type approved by HM 
Chief Inspector of Factories. See also “load radius 
indicator”

3.2 
competent person

for the purposes of this code, a person is deemed to 
be competent if he has such practical and theoretical 
knowledge and such experience of the crane, as is 
necessary for him to carry out the function to which 
the term relates in each particular context

3.3 
container (freight container)

an article of equipment having an overall volume 
greater than 1 m3, either rigid or collapsible, 
suitable for repeated use in the carriage of materials 
in bulk or package form, and capable of transfer 
between one or more forms of transport

3.4 
gantry

the structure for supporting the track of an 
overhead travelling crane

3.5 
limit switch

an automatically actuated device to stop a 
particular crane motion at its extremity(ies) or 
limit(s) of operation

3.6 
load radius indicator

a device fitted on a crane that shows the radius of 
the hook and the corresponding safe working load

3.7 
radius

the horizontal distance between the point at which 
the centre of rotation of the crane meets the ground, 
and the vertical centreline through the hook 
(see Figure 1)

3.8 
rail clamps

fittings that can be engaged with the rail to prevent 
a rail-mounted crane from being blown along the 
track; e.g. wedges, claws, railhead pads, inverted 
twistlocks and cam brakes which may be
hand-operated, gravity-operated or power-operated

3.9 
safe working load

the maximum load that can be safely handled by a 
crane at a specified position and under specified 
conditions

3.10 
service conditions

a) in-service .with the crane handling loads up 
to the safe working loads in permissible wind 
pressures specified in the appropriate British 
Standard (see 5.1).
b) out-of-service. with the crane either not 
required for use, or out of use when wind 
pressures exceed those permitted for in-service 
conditions, and without load on the hook.
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3.11 
spreader

a mechanism suspended from the hook of a 
container crane, that can be attached to, or detached 
from, containers, for lifting and handling. They may 
be either of fixed dimensions or adjustable to 
accommodate containers of different lengths

3.12 
travelling (long travel)

movement of a crane along the ground or track 
(see Figure 1)

3.13 
traversing (cross travel)

movement of a crab, trolley or load carriage along 
the bridge girders or running beam

4 Legislation
In addition to the general requirements of the 
Health and Safety at Work etc. Act 1974, the 
following legislation applies to cranes covered by 
this code, dependent upon the circumstances of use.

The Factories Act 1961
The Construction (General Provisions) 
Regulations 1961
The Construction (Lifting Operations) 
Regulations 1961
The Construction (Lifting Operations) 
Certificates Order 1962
The Construction (Lifting Operations) 
Prescribed Particulars Order 1962
The Construction (Lifting Operations) Reports 
Order 1962
The Construction (Working Places)
Regulations 1966
The Docks Regulations 1934
The Electricity (Factories Act) Special 
Regulations 1908 and 1944
The Shipbuilding and Ship Repairing 
Regulations 1960
The Shipbuilding and Ship Repairing 
Regulations (Northern Ireland) 1960
Mines and Quarries Act 1954 and General 
Regulations made thereunder
The Factories Act (Northern Ireland) 1965
The Construction (Lifting Operations) 
Regulations (Northern Ireland) 1963
The Docks Regulations (Northern Ireland) 1934

5 British Standards
The following British Standards relate to cranes 
referred to in this code of practice and to certain 
accessories and attachments used in lifting 
operations.

5.1 Cranes
BS 357, Power-driven travelling jib cranes 
(rail-mounted low carriage type).
BS 466, Electric overhead travelling cranes for 
general use in factories, workshops and warehouses.
BS 2452, High pedestal or portal jib cranes.
BS 2573, Permissible stresses in cranes and 
design rules.
BS 2573-1 Structures.
BS 25731)-2,Mechanisms.
BS 3243, Hand-operated chain pulley blocks.
BS 3579, Heavy duty electric overhead travelling 
and special cranes for use in steel works.
BS 3810, Glossary of terms used in materials 
handling.
BS 3810-4, Terms used in connection with cranes.

1) In course of preparation.
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5.2 Accessories and attachments

BS 302, Wire ropes for cranes, excavators and 
general engineering purposes.
BS 449, The use of structural steel in building.
BS 461, Bordeaux connections.
BS 462, Bulldog grips.
BS 463, Sockets for wire ropes.
BS 464, Thimbles for wire ropes.
BS 590, Mild steel chain Grade 30 short link and 
pitched or calibrated for lifting purposes.
BS 1290, Wire rope slings and sling legs.
BS 1663, Higher tensile steel chain Grade 40 (short 
link and pitched or calibrated) for lifting purposes.
BS 2902, Higher tensile steel chain slings and rings, 
links alternative to rings, egg links and intermediate 
links.
BS 2903, Higher tensile steel hooks.
BS 3017, Mild steel forged ramshorn hooks.
BS 3032, Higher tensile steel shackles.
BS 3037, Tyres for crane rail wheels.
BS 3037-1, Double-flanged parallel-tread tyres .
BS 3037-2, Forged or rolled steel
double-flanged rail wheels and tyres (metric units).
BS 3113, Alloy steel chain, Grade 60. Short link, for 
lifting purposes .
BS 3114, Alloy steel chain, Grade 80. Polished short 
link calibrated load chain for pulley blocks.
BS 3458, Alloy steel chain slings.
BS 3481, Flat lifting slings.
BS 3481-1, Wire coil flat slings.
BS 3481-2, Flat woven slings made of man-made 
fibre, for general service.
BS 3481-3, Disposable flat lifting slings.
BS 3551, Alloy steel shackles.
BS 4278, Eyebolts for lifting purposes.
BS 4942, Short link chain for lifting purposes.
BS 4942-1, General conditions of acceptance.
BS 4942-2, Grade M non-calibrated chain.
BS 4942-3, Grade M calibrated chain.
BS 5281, Ferrule secured eye terminations for wire 
ropes.

6 General considerations
Cranes are used under a wide variety of conditions 
but the following minimum requirements generally 
apply.

a) A crane should not be used unless it has the 
appropriate current test certificates. All test 
certificates or copies of certificates should be 
available for inspection.
b) Periodic examination and inspections, 
systematic maintenance, repairs, renewals and 
any heat treatment as applicable should be 
carried out and recorded. Records should be 
available for inspection.
c) Cranes and lifting attachments should be 
clearly marked with their safe working loads and 
identification as given on the current test 
certificates.

7 Recommended requirements for 
driver, slinger and signaller
7.1 General requirements. The safety of a lifting 
operation depends on many considerations, a major 
one being the efficient organization of the team 
comprising the crane driver, the slinger and the 
signaller. The proper training of drivers, slingers 
and signallers is essential to ensure good team-work 
in the working situation.
The slinger will usually be visible to the driver and 
a signaller will not be necessary. However, where a 
slinger will not be visible to the driver, or in the 
absence of a slinger, a signaller should be employed 
to direct the crane driver.
Where neither a slinger nor a signaller can be 
seen by the crane driver, additional means of 
communication, such as a telephone, radio or
closed-circuit television are necessary.
7.2 Requirements for driver. The crane driver 
should:

a) be not less than 18 years of age;
b) be medically fit, with particular regard to 
eyesight, hearing and reflexes;
c) have the stature to operate the crane safely;
d) have been adequately trained in the operation 
of the type of crane being driven and be able to 
judge distances, heights and clearances;
e) have sufficient knowledge of the working of the 
crane to carry out routing procedures as 
described in 11.2;
f) have been authorized to operate the crane; the 
authorization should take training and recent 
experience into account;
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g) understand fully the duties of the slinger and 
be familiar with the signal code shown in
Figure 2 in order to implement safely the 
instructions of the slinger or signaller;
h) be familiar with the fire appliances on the 
crane, and be trained in their use.

NOTE For manually-operated and light cranes, see the 
requirements for the operator given in clause 54.

7.3 Requirements for slinger. The slinger should:
a) be not less than 18 years of age;
b) be medically fit, with particular regard to 
eyesight, hearing and reflexes;
c) be agile and have the physique to handle lifting 
equipment and tackle;
d) have been trained in the general principles of 
slinging and be able to establish weights and 
judge distances, heights and clearances;
e) be capable of selecting tackle and lifting gear 
suitable for the loads to be lifted;
f) understand the signal code shown in Figure 2 
for the crane being operated and be able to give 
clear and precise signals;
g) be capable of directing the movement of the 
crane and load in such a manner as to ensure the 
safety of personnel and plant;
h) have been authorized to carry out slinging 
duties by the competent person in charge of the 
lifting operation;
i) be clearly identifiable by the crane driver.

7.4 Requirements for signaller. The signaller 
should:

a) be not less than 18 years of age;
b) be medically fit, with particular regard to 
eyesight, hearing and reflexes;
c) understand the signal code shown in Figure 2 
for the crane concerned and be able to transmit 
the instructions of the slinger to the crane driver 
in a clear and precise manner;
d) be capable of directing the movement of the 
crane and load in such a manner as to ensure the 
safety of personnel and plant;
e) have been authorized to carry out signalling 
duties by the competent person in charge of the 
lifting operation;
f) be clearly identifiable by the crane driver.

7.5 The driver, slinger and signaller should all be 
aware of each other’s respective responsibilities, 
which should be clearly defined by the competent 
person in charge of the lifting operation.

8 Description of types of crane
This code of practice covers the types of crane 
described below.
8.1 Overhead/underhung travelling cranes. 
This crane consists of a bridge girder or girders 
mounted on end carriages housing the long travel 
wheels which travel along a gantry track.
The girders support a crab fitted with hoisting 
machinery having a hook, magnet or grab, and 
traversing machinery. The crab may support a fixed 
or slewing underhung jib or mast.
The crane is normally operated from a cabin either 
suspended from the main girders or attached to the 
crab.
8.2 Goliath cranes. These cranes have the bridge 
girder or girders mounted on vertical legs. The crane 
may be fixed, rail-mounted or on steerable wheels.
The girders support a crab fitted with hoist and 
traverse motions.
The crane is normally operated from an elevated 
cabin.
8.3 High pedestal and portal jib dockside 
cranes. This type of crane is specifically designed 
for the rapid loading or unloading to or from ships, 
barges, etc., of general or break bulk cargo.
These cranes are usually mounted near a quay edge 
on rails or in a fixed position. The rails may be at 
quay level or be elevated to facilitate the movement 
of cargo and transport along the quay. The cranes 
are usually of the portal type, having a structure 
which allows transport to pass beneath. The 
elevated superstructure gives better visibility for 
the driver and improved clearance for the crane jib. 
The superstructure of the crane is capable of being 
slewed, and, although the jib may be of the fixed 
type, it is more usually of the luffing type with level 
luffing included in the design. Level luffing is an 
arrangement whereby the hook moves 
approximately horizontally when the jib is 
derricked or luffed.
Cranes of this type are characterized by their high 
hoisting, luffing and slewing speeds.
Cranes of this type range in size from those suitable 
for light cargo handling to very heavy lift types.
8.4 Manually-operated and light cranes. These 
include manually-operated and light cranes which 
can be either complete units or those from which the 
lifting appliance can be removed from its support. 
The jibs/runways/tripods/shear legs may be 
cantilevered, horizontal, movable or fixed and the 
hoisting mechanism may be operated manually, 
electrically, hydraulically or pneumatically.
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8.5 Container handling cranes. These cranes are 
specifically designed for the purpose of handling 
containers and incorporate a purpose-built spreader 
in their construction.
8.6 Rail-mounted low carriage cranes. These 
cranes are usually equipped, in basic form, with a 
derricking jib, and may or may not be capable of 
travelling under their own power with a suspended 
load (see Figure 1). They are suitable for use at such 
locations as docks, shipyards, sidings, factories, etc. 
where railway tracks are readily available. Cranes 
designed specifically for railway breakdown or track 
laying/maintenance purposes are not covered by 
this code.

8.7 General considerations for selection

8.7.1 The above types of crane are available with a 
number of different characteristics. The various 
cranes available should be considered against the 
job requirements when selecting the type, number 
and size of crane(s) to be used for a particular 
application. 
Points to be considered in making the selection 
include:

a) weights, dimensions and types of loads;
b) heights of lift and distance/areas of movement 
of loads;
c) number, frequency and types of lifting 
operations;
d) length of time for which the crane will be 
required;
e) site and environmental conditions, space 
available for crane access, erection, operation and 
dismantling;
f) any special operational requirements or 
limitations imposed.

8.7.2 Reference should be made to the relevant 
clauses of the appropriate section of this code for 
details of the different types of crane and their 
operational characteristics.
8.7.3 Having decided upon the type of crane to be 
used on a site and knowing the overall requirements 
for the intended use, a crane having a working 
margin with respect to load, radius and height of lift 
should be selected.

9 Siting of cranes
In siting a crane for operation, particular attention 
should be given to the following factors:

a) the crane foundation or support conditions;
b) the presence of proximity hazards.

9.1 Support conditions

9.1.1 Crane foundation. The ground or foundations, 
supporting structure and anchorages for cranes 
should be of sufficient strength to withstand the 
maximum loadings imposed under in-service and 
out-of-service conditions without failure, 
settlements or deflections which might endanger 
the stability or safety of the crane. The siting of the 
crane, the assessment of maximum loads and the 
design of foundations, supporting structures and 
ancillary details should be approved by a competent 
engineer or authority experienced in crane design or 
construction. Particular care should be taken to 
ensure that the imposed loadings are not 
underestimated, and also a careful estimate of 
probable wind pressures should be made, taking 
into account the degree of exposure of the site and 
any other special factors. Crane manufacturers’ 
data relating to the dead weight of the crane and the 
dynamic forces which can occur during operation of 
the crane should always be obtained.
Under working (in-service) conditions, the loads 
imposed on the crane foundation or support are 
usually due to the combined effects of:

a) the dead weight of the crane (including any 
counter-weight and/or ballasting);
b) the weight of the load and any lifting 
attachments;
c) dynamic forces caused by movement of the 
crane and load during operations;
d) wind loadings, resulting from operation in 
wind speeds up to the maximum permitted for
in-service conditions, acting in any direction on 
the crane and load.

When the crane is not being used (out-of-service) the 
loads imposed on the crane foundation or support 
are usually due to the combined effects of:

a) the dead weight of the crane (including any 
counter-weight and/or ballasting);
b) wind loadings, acting in any direction, due to 
the maximum wind pressures. These can be 
calculated by a competent engineer and guidance 
may be found in BS 2573-1.

Particular care should be taken to estimate dynamic 
forces arising during operation, for which data 
should be obtained from the crane manufacturer. A 
generous margin should be allowed for 
unpredictable effects. When cranes are mounted on 
temporary elevated structures, it is essential that 
due account be taken of torsional reactions arising 
from slewing of the crane with load.
The overall stability and safety of a crane should be 
carefully checked in relation to local conditions.
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The analysis of the forces imposed by a crane on its 
foundation or support is a vitally important matter 
which should always be checked by a competent 
engineer. The vertical and horizontal forces imposed 
are not uniformly distributed; their magnitude may 
be much greater than the loadings that cause them 
and will vary according to the position and 
movement of the crane load and direction and speed 
of the wind. Although crane manufacturers’ 
instructions may specify maximum wind speeds for 
service conditions, they cannot give 
recommendations for survival wind conditions on a 
particular site. On tall cranes wind forces will have 
a considerable influence on the strength 
requirements of the foundations and supports and 
adequate allowance must be made in the fitting-up 
and fixing of any holding-down devices, rail clamps, 
temporary connections or anchorages.
9.1.2 Crane tracks. The track on which any crane is 
used should be level to tolerances agreed by the 
manufacturer and have an even running surface, be 
sufficiently and adequately supported and be of 
adequate section. Railway track should be securely 
fastened to sleepers or bearers or a continuous 
supporting structure, with properly made joints as 
necessary, such that no undue movement of the rails 
occurs. Holes in rails should be drilled; on no 
account should they be flame-cut since this may 
cause failure. Special precautions are necessary 
when welding rails.
The track should be laid so that at all times the 
crane can be moved freely without danger of 
derailment. Stops or buffers should be installed at 
the ends of every track.
9.2 Proximity hazards, etc. Consideration should 
be given to the presence of proximity hazards such 
as overhead electric lines or conductors, nearby 
structures, cranes, vehicles being loaded or 
unloaded, stacked goods, public access areas 
including highways, railways and rivers, etc. The 
danger to or from underground services, such as gas 
mains or electric cables, should not be overlooked. 
Precautions should be taken to ensure that the 
crane foundation is clear of any underground 
services or, where this is not possible, that the 
services are adequately protected to safeguard 
against damage being caused.
Where the whole of the crane or its load cannot be 
kept clear of passenger railway lines, highways or 
rivers, the appropriate authority should be 
consulted.

At any place where a crane passes fixed obstacles, 
stacked goods or vehicles being loaded or unloaded, 
the following points should be observed.

a) The crane path should be clearly defined by 
marking to ensure that it is kept free from 
obstruction. Where practicable a clearance of not 
less than 900 mm should be arranged between 
the crane and any obstacle. Where it is not 
reasonably practicable to achieve this clearance, 
effective precautions should be taken to prevent 
access to any trapping hazards.
b) Where goods are regularly stacked near a 
crane, boundary lines for the stacking of goods 
should be permanently marked on the ground.

9.2.1 Electric lines and cables. Many fatal accidents 
have occurred owing to part of a crane or its load 
touching, or even coming near to, electric lines or 
cables. When a crane is installed in the vicinity of, 
or can travel under, overhead lines or cables, the 
District Engineer of the local Electricity Board or 
Generating Board, or the responsible engineer of the 
works or authority concerned should be consulted 
well in advance. He will advise on safety 
precautions to be taken and these should be 
incorporated in an overall safe system of work.
Devices are available which are designed to be fitted 
on cranes to give warning when the crane comes 
within a predetermined distance of the power line. 
Such devices have limitations and should not be 
considered as a substitute for a safe system of work.
9.2.2 Visibility. When visibility is restricted due to 
manufacturing processes, consideration should be 
given to fitting a proximity device to reduce the 
possibility of accidents.

10 Installation
10.1 Manufacturer’s instructions. It is essential 
that the crane manufacturer’s instruction book is 
available and is strictly adhered to. Any departures 
from the specified procedures may impose excessive 
loadings on structural and mechanical parts and 
should be checked by the manufacturer.
Only correct parts and components should be used.
10.2 Ropes. General comments on the installation, 
use and maintenance of ropes are given in clause 14.
10.3 Electrical supply. The following points 
should be noted.

a) Supply voltage. Before connecting the crane to 
an electrical supply it should be ensured that the 
characteristics of the power supply and of the 
crane equipment are compatible.
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b) Connections. Where practicable the power 
supply to a travelling crane should be through a 
cable-winding drum, a catenary system or a 
properly installed, insulated and protected 
collector system. The use of uninsulated collector 
systems is not recommended.
If a trailing cable is used it should be 
mechanically protected, e.g. with wire armour, 
and it should incorporate an earthing core and be 
suitably terminated at each end. Care should be 
taken to ensure that the trailing cable is not 
damaged during operational movement or when 
travelling the crane. The distance travelled 
should be well within the length of the trailing 
cable.
c) Isolation. In addition to any isolator within the 
crane, capable of cutting off the electrical supply 
to the crane motions, there should be an 
identified isolator remote from the crane which 
can be used to cut off the electrical supply to the 
crane itself. All isolators should be capable of 
being locked in the “off” position where possible 
and should be identifiable with the crane power 
supplies they control.

11 Procedures and precautions
11.1 Leaving the crane unattended. Precautions 
are necessary when a crane is left unattended. For 
details of methods to safeguard particular types of 
crane, reference should be made to the appropriate 
section of this code, and the crane manufacturer’s 
instruction book.
11.2 Routine procedures. At the beginning of 
each working day, the driver, or other competent 
person, should carry out the routine procedures for 
the crane which, if applicable, should include the 
following.

a) Look at the structure for damage.
b) Observe the ropes, the rope terminal fittings 
and anchorages for obvious damage and wear.
c) Ensure, by visual inspection, that no electrical 
equipment is exposed to contamination by oil, 
grease, water or dirt.
d) Confirm that the oil level(s), fuel level and 
lubrication are satisfactory.
e) In the interests of safety and fire prevention, 
ensure that the crane is in a tidy condition and 
free from tins of grease and oil, rags, tools, or 
materials other than those for which storage 
provision is made.
f) Drain any water from air or oil receivers.
g) Ensure that no maintenance or other 
personnel are on or in the immediate vicinity of 
the crane.

h) Ensure that the operating pressures in the air 
and/or hydraulic system(s) are adequate.
i) Ensure the satisfactory operation of the crane 
through all motions, with particular attention to 
brakes to ensure that these are operating 
effectively.
j) Ensure as far as possible that the automatic 
safe load indicator and load radius indicator are 
functioning correctly.
NOTE It should be noted that the test button provided on 
certain automatic safe load indicators only confirms that the 
electrical circuit and power supply are satisfactory. Such test 
buttons cannot confirm the correct functioning of the indicator 
mechanism which can only be effectively checked by lifting a 
known load at the appropriate radius.

k) Confirm the operation of all limit switches or 
cutouts and the dead man’s handle or lever, using 
caution in making the checks in case of
non-operation.

These procedures are intended to determine 
whether any part of the crane or the gear has any 
visible defect likely to affect the continued safety of 
the crane. The extent to which these procedures are 
applicable will depend on the frequency of planned 
preventative maintenance.
11.3 Reporting of defects. Should the driver or 
maintenance staff find any defect or abnormality in 
the crane or in the operation of the crane, or should 
the crane be damaged, this should be reported 
immediately to the person responsible for the safe 
use of the crane. The crane should be taken out of 
service until the faults have been corrected and/or 
clearance is given by the responsible person. 
A notice should be attached to the crane stating 
that the crane must not be used.
11.4 Safe system of work. Before any repairs, 
adjustments or examinations are carried out on a 
crane, a safe system of work should be established to 
protect the personnel carrying out the task against 
the crane being moved or its power system being 
activated.
Reliance on verbal instructions alone is not enough 
to ensure a safe system of work. A formal system 
should be devised to ensure effective communication 
between all parties concerned, e.g. drivers, 
maintenance staff and/or contractors.
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A means of achieving this may be by the provision of 
a permit to work system. Under such a system, a 
nominated person, having isolated and locked off 
the electrical supply or other power sources, issues 
the person who is to undertake or supervise the 
work a certificate to the effect that it is safe to work 
on that crane. On completion, the person who has 
carried out the work signs that he has removed all 
tools, etc., and warned any person who is under his 
charge that it is no longer safe to work on that crane. 
On receipt of this declaration, the nominated person 
can restore the crane to service.
The essential details of a permit to work system are 
as follows:

a) that isolation is adequate for the work being 
undertaken;
b) that isolation remains secure whilst the permit 
to work is in force;
c) that the crane is clearly identified;
d) that no work other than that specified is 
carried out;
e) that the safe working area is clearly defined;
f) any special precautions should be stated;
g) the system should be monitored.

11.5 Safe means of access. There are statutory 
requirements that safe means of access shall be 
provided:

a) to the driving position of the crane;
b) to enable inspections and maintenance work to 
be carried out.

Personnel should be instructed to use only the 
proper means of access provided.
No person should be permitted to board a crane 
without the driver’s permission. Where the point of 
access is out of sight of the driver, special 
precautions need to be taken.
Precautions also need to be taken when boarding or 
leaving a crane with pendant or radio control.

a) In the case of a crane with pendant control, a 
second person should be made responsible for 
protecting the person boarding the crane.
b) When only one person is to board a
radio-controlled crane, this person should switch 
the radio transmitter off, remove the key from its 
keylock switch and retain possession of the 
transmitter when boarding the crane.
When more than one person is to board the 
crane, the person in charge of the radio 
transmitter should be made responsible for all 
persons on the crane.

It is essential that provision is made for means of 
escape in an emergency.

12 Safe working loads and operational 
conditions
12.1 Safe working loads. The safe working load of 
a crane is the maximum load UNDER SPECIFIED 
CONDITIONS for which the crane should be used 
and, if exceeded, could lead to structural failure or 
in certain cases, to overturning. The difference 
between the safe working load and the load that 
would cause failure or overturning allows for 
various forces which act on the crane in operation. 
These include allowance for wind loading and 
dynamic forces set up by movements of the crane 
and load. It is essential, and in most cases a 
statutory requirement, that the safe working load is 
clearly marked in a prominent position on the crane.
Care should also be taken to prevent pendulum 
swinging of the load, by careful control of the 
operating motions to match the swing of the load 
and to keep it under control at all times as shown 
in Figure 3.
Safe working loads apply only to freely-suspended 
loads. It is expressly forbidden to use the crane hook 
or slewing, traversing or travelling motions of a 
crane to drag any load along the ground. Also, before 
lifting a load, the hoist line should be plumb 
(see Figure 4). Failure to observe these points may 
hazard the stability of the crane or introduce 
loadings (stresses) into the crane for which it has 
not been designed, and, even with an automatic safe 
load indicator fitted, a structural failure may result 
without any warning being given.
Crane manufacturers’ safe working loads are based 
on and apply only to cranes in good condition. It 
should be ensured that the structure is not 
damaged, with structural members bent or kinked 
or with welding defective or cracked. If the structure 
is damaged or should become damaged in service, 
such as might occur if the load strikes the structure, 
the driver should report this at once to the person 
responsible for the safety of the crane.
Reference should be made to the crane 
manufacturer’s handbook or the appropriate 
machine specification to ensure the restrictions, 
limitations or special conditions applicable to a 
particular crane are known and taken into account 
during the operation of the crane.
Further reference should be made to the sections of 
this code that contain safe working loads for 
different types of crane and the factors affecting the 
safe working loads.
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12.2 Mode of operation and control

12.2.1 Identification of controls and direction of 
movement. To ensure safe use of the crane, each 
control should be identifiable with the motion it 
controls and with the direction of motion that 
results from operation of the control.
On no account should the driver tamper with any 
controls, mechanisms or equipment either to enable 
the crane to function outside the operational range 
or loads specified by the crane manufacturer or 
other competent person, or to attempt to correct any 
suspected defect.
Before starting any lifting operation with a crane 
the following should be observed.

a) The driver should be familiar with the controls 
and their layout.
b) The driver should have a clear and 
unrestricted view of the load and operational 
area. If not, the driver should act under the 
directions of the slinger or an authorized 
signaller who is positioned to have a clear and 
uninterrupted view; in some circumstances this 
may be a legal requirement. It is particularly 
important that the driver should ensure that lifts 
can be carried out without causing damage to 
cargo or property; the driver should therefore 
ensure that loads and crane hoist ropes are well 
clear of obstructions, i.e. walls and roofs of 
buildings, hatchway coamings, masts, rigging 
and structure of ships, etc.
c) Where telephone, radio or closed-circuit 
television communications are being used, the 
driver should ensure that the calling signal is 
functioning and that verbal messages can be 
clearly heard.
d) Where air or hydraulic systems are used the 
driver should ensure that the gauges are 
functioning.
e) Where air or hydraulic systems are used the 
driver should ensure that the system(s) is/are at 
the correct operating pressure(s).

It is essential to ensure that the hoist rope, or if 
applicable the hoist chain, is vertical at the 
commencement of, and throughout, the hoisting 
operation. The load should initially be lifted just 
clear of the supporting surface and be brought to 
rest while the slings, balance of the load, etc. are 
checked, before proceeding. Proper care should be 
exercised by the driver at all times to avoid shock or 
side loadings on the jib or structure. Care should 
also be taken to avoid the hook coming into contact 
with the structure.

If it is necessary during normal operations to hold a 
load suspended for any period of time, the driver 
should remain at the controls so that the crane is 
fully operational to meet any emergency arising.
It is undesirable, where motion motors are to be 
reversed, to put the controller over to the reverse 
position before the motor has come to rest, unless 
the control gear is specifically designed to allow this 
to be done.
It is undesirable, for safety reasons, to subject the 
crane motion safety devices to continual operation. 
Care should therefore be taken when approaching 
the motion limits to avoid their frequent operation.
In areas which are not adequately illuminated, all 
travelling cranes which move close to where 
personnel have to pass or work should be 
distinguished at the leading end of the crane by a 
suitable warning lamp.
Before any crane is moved along its track, a warning 
should be given by the person in charge of the lifting 
operation to all personnel whose safety is likely to be 
endangered. A warning bell or klaxon may be fitted 
for this purpose.
12.2.2 Radio-controlled cranes. It is essential that 
the radio-controlled crane incorporates a controlled 
range feature which enables the operating range to 
be positively limited to a safe distance determined 
by the competent person responsible for safety. The 
practical effect of this is that if the driver tries to 
send the crane beyond the controlled range, the 
main contactor of the crane will open automatically 
and the crane should come to rest under the action 
of its automatically operated progressive form of 
long travel brake.
It is important that the controlled range feature 
should be tested at suitable intervals and it is 
necessary that at the beginning of each shift, or 
where there is a change in driver, the controlled 
range should be checked to ensure that it is in 
accordance with the limits specified for its 
operation.
To prevent unauthorized use, the driver of a
radio-controlled crane should:

a) retain the transmitter in his physical 
possession;
b) remove the key from its keylock switch and, for 
short periods, retain the key in his possession;
c) for longer periods, or when the crane is not in 
use, deposit the transmitter in safe storage.

NOTE Provision should be made for the security of the 
transmitter when the crane is not in use.

When the radio transmitter is fitted with a bolt or 
harness, the driver should be wearing the harness 
before switching on the transmitter so that 
accidental operation of the crane is prevented.
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The transmitter should only be switched on when 
operating the crane and should be switched off 
before removing the harness.

12.3 Handling of loads near persons and 
carrying of persons

12.3.1 Handling of loads near persons. When loads 
have to be handled in the vicinity of persons, 
extreme care should be exercised and adequate 
clearances allowed. Drivers and signallers should 
pay particular attention to possible dangers of 
persons working out of sight, e.g. working in holds 
or cargo spaces of ships.
All persons should stand clear of the load being 
lifted. When lifting from a heap, all persons should 
stand away from the heap in case other adjacent 
material or objects are displaced.
Lifting of loads over highways, railways, rivers or 
other places to which the public have access should 
be avoided. If this is not possible, permission should 
be obtained from the appropriate authority and the 
area kept clear of traffic and persons.
12.3.2 Carrying of persons by cranes. The carrying of 
persons by crane is subject to certain statutory 
regulations. (See Regulation 47 of the Construction 
(Lifting Operations) Regulations 1961.) 
Requirements include provision of a properly 
designed safety chair or suitable skip or cradle. 
Skips which can tip should not be used.

12.4 Tandem lifting

12.4.1 General considerations. Lifting a load with 
two cranes can be a potentially dangerous operation 
because of the effects of the relative motions 
between the two cranes, the load, and any lifting 
gear used and the consequent difficulty in 
monitoring and evaluating these relative motions 
during a lifting operation. Tandem lifts should 
therefore be considered only where the physical 
dimensions, characteristics, weight or required 
manipulative movement of the load prevent the 
operation being carried out by a single crane.
A tandem lift requires to be planned with extreme 
care by a competent person, and should include an 
accurate assessment of the portion of the load to be 
carried by each crane. It is essential that the reason 
for and the extent to which the hoist rope(s) may 
come out of plumb should be evaluated. Neither 
crane should be subjected to forces in excess of those 
which occur when it is handling its safe working 
load. Additional forces would cause a prima facie 
breach of statutory safety regulations and, 
depending on the size of the additional forces, may 
affect the stability or structural strength of the 
crane(s), either immediately or in the longer term.

12.4.2 Factors to be considered in planning the 
lifting operation. If all the factors governing the 
distribution of the load between the two cranes can 
be accurately determined, it is theoretically possible 
to use each crane up to its safe working load. In 
practice it is unlikely that factors can be evaluated 
with precision and, therefore, it is essential to 
assess the possible inaccuracies, consider their 
effect on the distribution of the loadings on the 
cranes, and make such reduction in the acceptable 
load on each crane as may be appropriate to the 
particular operation and conditions. The principal 
factors to be considered are as follows.

a) Weight of the load. The total weight and its 
distribution should be either known or 
calculated. Where the information is taken from 
a drawing, due allowances should be made for 
casting and rolling margins and manufacturing 
tolerances.
b) Position of the centre of gravity. Owing to the 
variable effect of manufacturing tolerances and 
rolling margins, quantity of weld metal, etc., the 
position of the centre of gravity of the load must 
lie within a spheroid of uncertainty and in 
consequence the proportion of the whole load 
being carried by each crane is subject to error.
c) Weight of the lifting gear. The weight of the 
lifting gear is part of the calculated load on the 
cranes. When handling heavy or awkwardly 
shaped loads, the deduction from the safe 
working load(s) of the cranes to allow for the 
weight of the lifting gear may well be significant. 
The weight of the lifting gear and its distribution 
should therefore be accurately known.
In cases where the crane ropes are reeved round 
pulleys that are part of a specially designed piece 
of lifting gear, e.g. a lifting beam, it is acceptable 
to take the weight of the removed hook block and 
hook into consideration when determining the 
net weight of the lifting gear.
d) Capacity of the lifting gear. The distribution 
within the lifting gear of the forces which will 
arise during the lifting operation should be 
established. The lifting gear used should, unless 
specially designed for the particular lifting 
operation, have a capacity margin in excess of 
that needed for its proportioned load. Special 
lifting gear may be necessary to suit the 
maximum variation in distribution and direction 
of application of loads or forces which can occur 
during tandem lifting.
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e) Synchronization of crane motions. If the 
variation in the direction and magnitude of the 
forces acting on the crane during the tandem lift 
are to be kept to a minimum, it is essential that 
the crane motions are synchronous in their effect. 
Thus, whenever possible, cranes of equal capacity 
and similar characteristics should be used. In 
practice there will always be some variation due 
to differences in response to the activation of the 
motion controller and the setting and efficiency of 
the braking system.
The safe working load of a crane is based on the 
premise that the load will be raised and lowered 
in a vertical plane. The crane structure will have 
been designed to withstand any lateral loads 
imposed by accelerations in the various crane 
motions, but it is unsafe to rely on this lateral 
strength to withstand horizontal components of 
out-of-plumb lifts. Since it is unlikely, 
particularly if the cranes have dissimilar 
characteristics, that the motions of the two 
cranes will be accurately synchronized, an 
assessment should be made of the effect of 
variation in plumb of the hoist ropes, which may 
arise from inequalities of speed, together with a 
determination of the means for keeping such 
inequalities to a minimum.

12.4.3 Recommended margins on the safe working 
load. The conclusion to be drawn from a) to e) 
of 12.4.2 is that although the effects of the various 
factors can be assessed and controlled to a certain 
extent they cannot be eliminated. It is therefore 
necessary that each crane should have a reserve of 
capacity over and above its calculated share of the 
load. The following recommendations are made.

a) In the case of rail-mounted low carriage cranes, 
or others if the crane stability is the significant 
criterion for safety, the safe working load of each 
crane for the required jib length and operating 
radius should be at least 25 % in excess of the 
calculated share of the load to be handled by each 
crane during the tandem lift.
b) In the case of other cranes covered by this code 
the safe working load of each crane should be at 
least 10 % in excess of the calculated share of the 
load to be handled by each crane during the 
tandem lift.

These percentages should only be reduced if the 
person planning the tandem lift can establish 
without any doubt that the variable factors do not 
warrant such percentages.

12.4.4 Control and supervision. The procedure for a 
tandem lift should be prepared by a specially 
appointed person, who should ensure that all 
personnel involved in the operation, including 
supervisors, crane drivers, and slingers are 
acquainted with and understand the procedure to be 
followed. The procedure should be well rehearsed to 
ensure that the personnel involved appreciate their 
role in the operation. The code of signals to be used 
throughout the operation should be understood by 
all persons involved.
12.5 Special duties. In all cases involving special 
duties, manufacturer’s guidance should be obtained.
The weight of any special lifting attachments should 
always be included as part of the load to be lifted. 
Attachments should be tested, certified and plainly 
marked with the safe working load and weight of the 
attachment. They should only be used for the 
purpose for which they were designed.

12.5.1 Grabbing and magnet crane service

12.5.1.1 General considerations. When using cranes 
for special duties such as grabbing or magnet crane 
service, allowance should be made not only for the 
weight of the grab, magnet or other attachments, 
together with load, but also for additional loadings 
imposed on the crane resulting from fast slewing, 
grab suction effects, impacts, etc. Consequently the 
weight of the grab and contents, or the weights of 
the magnet and load, will be less than the 
corresponding safe working load for normal crane 
duty. Reference should be made to the crane 
manufacturer for details of special duty ratings.
12.5.1.2 Grabbing service. In the case of grabbing 
cranes, the load lifted is the weight of the grab and 
its contents; the latter weight depends on the 
density of the material handled. It is essential that 
any grab used is of appropriate capacity for the 
material, having regard to the safe working load of 
the crane. A weight check should always be made in 
case of doubt.
12.5.1.3 Magnet service. It should be appreciated 
that a load supported by a magnet is not as secure 
as a load supported by a hook. Precautions are 
therefore necessary to ensure that there is no 
hazard to personnel caused by unexpected release of 
the load.
The magnetic device should be marked with the safe 
working load as determined by tests using weights 
of the same characteristics as the load for which the 
device is intended to be used.
The power to the magnet should not be switched on 
until after the magnet has been lowered on to the 
load to be lifted.
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The device should be carefully lowered on to the load 
and not dropped and should not be allowed to strike 
a solid obstacle whilst in use.
The device should not be used on hot metal unless 
specifically designed for this duty.
When not in use, the power should be switched off to 
avoid the magnets becoming too hot.
When not in use, the device should not be deposited 
on the ground. It should be left suspended or, if 
detached from the crane, it should be rested on a 
wooden platform.
12.5.2 Vacuum lifting devices. Vacuum lifting 
attachments should be regularly inspected to 
ensure that adequate suction is maintained over the 
required period.
Every vacuum lifting device should be fitted with a 
device that gives a visual indication to the driver of 
the crane of the state of the vacuum at any time and 
an audible warning to the driver and any person 
working in the vicinity at ground level when the 
vacuum is 80 % or less of the designed working 
vacuum and/or in the event of the vacuum inducing 
pump ceasing to operate.
12.5.2.1 Every vacuum lifting device should:

a) be fitted with means that, in the event of 
failure of the vacuum inducing pump, will 
maintain sufficient vacuum to continue to 
support the load suspended for a sufficient time, 
together with a safety margin, for that load to be 
safely deposited from the maximum height of lift 
of the crane to ground level;
b) be fitted with a suitable vacuum gauge.

1) The gauge should be of sufficient size and 
situated in a position where the gauge reading 
may be easily read at the attachment and 
release position of the load.
2) The gauge should be distinctively marked 
with a red mark to indicate the lowest vacuum 
below which the appliance should not be used.

A vacuum lifting device should only be used to lift 
loads that have a surface suitable for vacuum lifting 
pads.
12.5.2.2 The vacuum device should be used in such 
a way that:

a) each pad supports as far as is practicable an 
equal part of the load;
b) the contact surface of the load is suspended 
horizontally as far as this is possible;
c) the surface of the load to be handled is clear of 
any loose material that would prevent any 
vacuum pad from making an effective contact 
with the surface.

12.5.2.3 It is recommended that the vacuum device 
should:

a) be tested by a competent person before being 
taken into use for the first time or after any 
substantial repair, by application of a test load. 
The test load surface should, as far as is 
practicable, be similar to the worst type of surface 
on which the device is intended to be used;
b) be inspected, particularly the hoses and 
vacuum pads, before use at the beginning of every 
shift or day, and the warning device should be 
tested at the beginning of each week.

12.6 Weather conditions

12.6.1 Wind. Cranes intended for use in positions 
exposed to wind are designed to operate in “steady 
wind conditions”. Gusting wind conditions may have 
an adverse effect on safe handling of the load and 
the stability of the crane. Even in relatively light 
wind conditions it is prudent to avoid handling loads 
presenting large wind-catching surfaces which 
might result in loss of control of the load or 
overturning of the crane despite the dead weight of 
the load being within the normal working capacity 
of the crane.
Instructions issued by the crane manufacturer 
advising of conditions under which a crane should 
be taken out of service and recommending the 
conditions in which it should be secured, should be 
strictly followed. In addition, written instructions 
regarding local conditions should be issued which 
should state the maximum operating wind speed 
above which the crane should be taken out of 
service. Further reference is made in 44.5 and 75.4 
to instructions for taking a crane out of service and 
securing during adverse weather conditions.
An anemometer should be available to indicate wind 
speeds in the vicinity of the crane. In the case of high 
cranes the anemometer should be mounted at the 
highest point of the crane structure. 
The anemometer should be checked at regular 
intervals to ensure not only that it is working but 
also that it is giving an accurate indication.
A conversion chart covering wind speeds and 
pressures is shown in Figure 5.
12.6.2 Rain, snow and fog. If the visibility or range 
of sight of the driver is impaired by snow, fog or 
other adverse weather conditions, suitable means of 
communication should be provided for the safe 
operation of the crane; alternatively, crane 
operations should be temporarily suspended.
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Brake or clutch units on all cranes should be 
protected against rain or other adverse weather 
conditions. Following shut down periods and before 
starting lifting operations, all friction brakes and 
clutches should be cautiously tested for efficiency to 
ensure freedom from moisture.

13 Testing and examination
Various tests and a thorough examination are 
required to ensure that a crane can be safely used. 
Table 1 gives the legal requirements under certain 
statutory regulations for the testing and thorough 
examination of cranes. Additional tests and 
thorough examination may be necessary following 
any substantial alteration or repair to the crane. 
The requirements detailed in Table 1 apply to all 
cranes unless otherwise stated. However, the 
schedule does not give requirements for lifting gear 
and tackle.
13.1 Thorough examination. A thorough 
examination should be understood to mean the 
following.

a) A detailed visual examination carried out as 
carefully as the conditions permit, in order to 
arrive at a reliable conclusion as to the safety of 
the appliance examined.
b) Whenever considered necessary by the 
competent person, the visual examination can be 
supplemented by methods of non-destructive 
testing that determine the condition of any part 
of the crane without causing any detrimental 
change in the material.
c) Where the competent person considers it 
necessary, parts of the lifting appliance should be 
dismantled by a skilled person, to the extent 
required by the competent person.

13.2 Ballasting and anchorage test. Cranes that 
depend on adequate anchorage and/or ballast for 
safe operation should be tested after erection or any 
alteration likely to affect the adequacy of the 
anchorage and/or ballast.
13.3 Overload test. An overload test generally 
requires the crane to be operated through all 
motions with an applied load in excess of the 
intended safe working load. In certain 
circumstances the statutory requirements prescribe 
the value of the load to be applied, e.g. the Docks 
Regulations 1934 and the Shipbuilding and Ship 
Repairing Regulations 1960.
In other circumstances the value of the test load will 
be prescribed by the competent person conducting 
the test.

Before any overload test is carried out, it should be 
established by reference to a person or authority 
experienced in crane design and construction that 
the design of the crane allows for the imposition of 
an overload of a decided value and for the position at 
which the overload may be handled. It should be 
noted that the maximum load may be limited by the 
structural strength of the crane and not by the 
stability of the crane, in which case a structural 
failure may occur, e.g. the structure might buckle or 
collapse, without warning, before the crane starts to 
tip.
During each test each motion in turn should be 
manoeuvered in both directions and the crane 
should sustain full control of the load. The crane 
should show itself capable of dealing with the 
overload without difficulty but it will not be 
necessary for the crane motions to achieve speeds 
specified for the safe working load.
The competent person conducting the test will take 
due account of the actual condition of the crane, this 
being particularly important when retesting a used 
crane. It should be noted that an overload test is not 
the sole criterion for assessing the safe working load 
of the crane.
The results of the overload test may make it 
necessary to reduce the safe working load.
When the overload may cause damage to the 
automatic safe load indicator, the indicator should 
be disconnected during the period that the test 
overload is being applied to the crane. On 
completion of the test, the indicator should be 
reconnected and carefully checked to ensure correct 
functioning, following which the appropriate 
certificate should be issued.
13.4 Automatic safe load indicator test. 
Automatic safe load indicators should be tested, 
using known weights, after erection, installation or 
removal likely to have affected the operation of the 
indicator. In certain circumstances this is a legal 
requirement.
It should be noted that the test button provided on 
certain indicators only confirms that the electrical 
circuit and power supply are satisfactory. Such test 
buttons cannot confirm the correct functioning of 
the indicator mechanism which can only be 
effectively checked by lifting a known load at the 
appropriate radius.
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14 Ropes
14.1 Selection. Many factors influence selection of 
a wire rope for a particular application on a crane. 
The strength of a rope, although of major 
importance, is only one of these factors; it is 
essential, therefore, to use only ropes of the correct 
size, type and construction as specified by the crane 
manufacturer, competent engineer or authority 
experienced in rope selection and usage.
14.2 Rope lengths. It should be ensured that the 
correct length of rope is fitted for the intended 
application and duty of the crane and it is essential 
to ensure that at least 2.5 dead turns of rope remain 
on the drum when the rope is paid out to its 
maximum working length.
Particular care should be exercised on cranes with 
variable jib lengths, as it may be necessary to 
change the rope and to fit a specific length of rope for 
a particular jib length and rope reeving 
combination. Too short a rope could result in the 
rope completely paying out and all the load would be 
taken by the anchorage. An extremely dangerous 
situation could arise following a rope or jib length 
change if the first lift is from an elevated position to 
ground level, e.g. in a dismantling operation. Too 
long a rope may exceed the drum spooling capacity 
and result in the rope riding over the flanges and 
becoming trapped in the machinery causing severe 
damage and possibly premature failure.
After changing the length of jib, or the length and/or 
number of falls of the hoist rope, it is good practice 
to check the adequacy of the rope length before 
making the first operational lift. This is particularly 
important where abnormal conditions occur, such as 
when a load is to be lowered to below ground level. 
Before lifting operations commence, the jib should 
be raised to its maximum working angle and the 
hook lowered to ground level or a lower point, if 
required, to ensure that at least 2.5 dead turns 
remain on the drum; the hook should then be raised 
to the highest point to check that the drum capacity 
is not exceeded.
14.3 Rope handling and installation. Careless 
handling of a new rope can lead to damage, short life 
and unsatisfactory performance in service. Rope 
manufacturers’ recommendations on rope handling 
and installation should be followed. When installing 
a rope on a crane drum, care should be taken to 
avoid kinking or twisting of the rope as this will 
damage the rope and adversely affect spooling and 
may cause the vertical falls of the hoist rope to twist 
together during operation. Also, to ensure correct 
initial spooling, a tension should be applied to the 
rope as it is guided onto the crane drum.

If the rope is supplied in a coil, this should be 
uncoiled by rolling along the ground in the same 
way that a fireman runs out a hose. Alternatively, a 
rope supplied on a reel should be uncoiled either by 
rolling the reel along the ground or by rotating the 
reel, mounted on a support axle. In no 
circumstances should the rope be pulled from a coil 
or reel lying flat on the ground (see Figure 6).
When it is necessary to lay a rope out on the ground, 
care should be taken to ensure that the surface is 
free from any matter likely to be injurious to the 
rope.
14.4 Rope spooling. If at any time during crane 
operation the hoist rope is relieved of tension by 
over-lowering and the rope on the drum becomes 
slack and cross-coiled or trapped in part of the crane 
machinery, no further lifting operations should be 
undertaken until the rope has been paid out, 
examined for possible damage by a responsible 
person and replaced or re-spooled correctly.
14.5 Rope guards. Where rope guards are fitted to 
pulleys or drums it is essential that these remain in 
their correct positions and are removed only for the 
purposes of maintenance, inspection, examination 
or adjustment. This is of particular importance 
where, in certain circumstances, the rope system 
may be relieved of tension. Failure to observe this 
procedure may allow a rope to run off the pulley or 
drum and become trapped.
14.6 Guide rollers and guide pulleys. Rollers or 
guide pulleys are sometimes fitted on the jib to 
ensure that the rope does not rub against the jib 
structure. Where these are fitted it is essential to 
check frequently that they are free to rotate. A 
seized roller or pulley will cause serious damage to 
a rope, leading to its premature failure.
14.7 Rope drums and pulleys. Where drums or 
laggings are replaceable it should always be 
ensured that the correct drum or lagging is fitted for 
the size of rope used and the duty requirements.
Rope drums and pulleys should be examined at 
regular intervals, for if they are badly worn this will 
have an adverse affect on rope life. Where 
replacement is necessary, only items supplied or 
approved by the crane manufacturer should be 
fitted. Some designs may allow for drum and pulley 
grooves to be re-machined, but this operation should 
only be undertaken in accordance with the 
manufacturer’s instructions. There is a limit to the 
amount of metal that can be removed before the 
strength of the component will be affected.
Pulleys should revolve freely on their supporting 
shafts and particular attention should be paid to 
lubrication.
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