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This Part of BS 5750, having been prepared under the direction of the Quality, Management and Statistics Standards
Committee, supersedes BS 56750 : Part 3 : 1979, which is withdrawn. It is identical with 1SO 9003-1987 ‘Quality systems ’
— Model for quality assurance in final inspection and test’, published by the International Organization for Standardization

{1SO).

The requirements of this standard are very similar to those of BS 5750 : Part 3 : 1979, but a small number of additional
quality system elements have been included, and other elements enhanced. This was mainly because the UK had proposed
them in the light of the UK user experience with BS 5750 : Part 3 : 1979. Consequently, it was agreed that this revision of
BS 5750 : Part 3 should be identical with 1SO 8003 in the interests of international harmonization and international trade.

Guidance on implementation is given in BS 5750 : Part 6.*

In 1987 the European Committee for Standardization (CEN) accepted 1SO 9003-1987 as European standard

EN 29003-1987.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British

Standards; attention is drawn especially to the following.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Part of BS 5750".

Cross-references

International standard Corresponding British Standard

ISO 8402-1986 BS 4778 Quality vocabulary
Part 1 : 1987 International terms
{Identical)

BS 5750 Quality systems

Part O Principal concepts and applications

[SO 9000-1987 Section 0.1 : 1987 Guide to selection and use
(Identical)

1SO 9001-1987 Part 1 : 1987 Specification for design/development, production, installation and
servicing
{1dentical)

1SO 9002-1987 Part 2 : 1987 Specification for production and installation
(Identical)
Part O Principal concepts and applications

T1SO 9004-1987 Section 0.2 : 1987 Guide to quality management and quality system elements

{Identical}

Compliance with a British Standard does not of itself confer immunity from legal obligations.

*BS 5750 ‘Quality systems' Part 6 : 1981 ‘Guide to the use of BS 5750 : Part 3 Specification for final inspection and test’ is currently
being revised to reflect the changes brought about by adoption of the 1SO 9000 series. There is no 1SO equivalent to this guide either

existing or envisaged.

Documents

tThis standard is not referred to in 1SO 9003-1987, but is included here for completeness.
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British Standard

Quality systems

Part 3. Specification for final inspection and test

0 Introduction

This International Standard is one of a series of three Inter-
national Standards dealing with quality systems that can be
used for external quality assurance purposes. The alternative
quality assurance models, set out in the three International
Standards listed below, represent three distinct forms of
“functional or organizational capability’ suitable for two-party
contractual purposes :

— IS0 9001, Quality systems -— Model for quality
assurance in design/development, production, installation
and servicing.

For use when conformance to specified requirements is to
be assured by the supplier during several stages which may
include design/development, production, installation and
servicing.

— 180 9002, Quality systems — Model for quality
assurance in production and installation.

For use when conformance to specified requirements is to
be assured by the supplier during production and installa-
tion.

— . IS0 9003, Quality systems — Model for quality
assurance in final inspection and test.

For use when conformance to specified requirements is to
be assured by the supplier solely at final inspection and test.

It is emphasized that the quality system requirements specified
in this International Standard, 1SO 9001 and ISO 9002 are com-
plementary (not alternative) to the technical (product/service)
specified requirements.

it is intended that these International Standards will normally
be adopted in their present form, but on occasions they may
need to be tailored for specific contractual situations. 1ISO 8000
provided guidance on such tailoring as well as selection of the
appropriate quality assurance model, viz ISO 9001, 1ISO 9002 or
1SO 8003.

1 Scope and field of application

1.1 Scope

This International Standard specifies quality system require-
ments for use where a contract between two parties requires

demonstration of a supplier's capability to detect and control
the disposition of any product nonconformity during final in-
spection and test.

1.2 Field of application

This International Standard is applicable in contractual situa-
tions when the conformance of the product to specified re-
quirements can be shown with adequate confidence providing
that certain supplier's capabilities for inspection and tests con-

ducted on the product supplied can be satisfactorily
demonstrated on completion.

2 References
ISO 8402, Quality — Vocabulary.

ISO 9000, Quality management and quality assurance stan-
dards — Guidelines for selection and use.

3 Definitions

For the purposes of this International Standard, the definitions
given in ISO 8402 apply.

NOTE — For the purposes of this International Standard, the term
“product” is also used to denote “‘service”, as appropriate.

4 AQuality system requirements
4.1 Management responsibility

4.1.1 AQuality policy

The supplier's management shall define its policy and objec-
tives for, and commitment to, quality.

4.1.2 Organization

4.1.2.1 Responsibility and authority

The responsibility, authority and the interrelation of all person-
nel engaged in final inspection and/or tests shall be defined.
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