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National foreword
This Part of this British Standard implements an agreement, in which the United Kingdom has taken part, reached in .

Subcommittee 15, Coffee, of Technical Committee 34, Agricultural food products, of the International Organization for
Standardization (1SO). This Part is identical with 1SO 4150-1980 ‘Green coffee—Size analysis—Manual sieving’.

BS 5752 will consist of Parts corresponding to international standards as they are published. Subject to UK acceptance of
the international standards, the Parts of BS 5752 will be identical with the corresponding ISO texts.

Only Parts 1 and 4 of this British Standard have been published prior to the issue of this Part 5. See the national foreword
to Part 1 for details of the other Parts in course of preparation.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is especially drawn to the following.

The comma has been used throughout as a decimal marker. In British Standards it is current practice to use a full point on
the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
Cross-references

International standard Corresponding British Standard
ISO 3-1973 BS 2045 : 1965 Preferred numbers
(Technically equivalent)
ISO 3509-1976 BS 5456 : 1977 Glossary of terms relating to coffee and its products é
(ldentical}
1SO 4072* *BS. ... Methods of sampling coffee and coffee products
Part 1 Green coffee in bags
(1dentical)
1SO 4149-1980 BS 5752 Methods of test for coffee and coffee products

Part 4 : 1980 Green coffee: olfactory and visual examination and determination of foreign
matter and defects
{Identical}

NOTE. Until ISO 4072 is published, users of this standard should ensure that the sampling procedures employed result in a representative
sample.

There are no corresponding British Standards for the following international standards referred to in the text:
1SO 2395-1972, 1SO 2591-1973 and 1SO 3312/2-1975. The technical committee has reviewed the provisions of these
international standards and has decided that they are acceptable for use in conjunction with this standard.

Related British Standards for 1SO 2591-1973 and 1SO 3310/2-1975 are BS 1796 : 1976 ‘Method for test sieving’ and
BS 410 : 1976 ‘Specification for test sieves’ respectively. The vocabulary of 1SO 2395 has been included as an appendix
in BS 1796.
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BS 6752 : Part 5 : 1981

British Standard Methods of test for
Coffee and coffee products

Part 5. Green coffee: size analysis by manual sieving

1 Scope and field of application

This International Standard specifies a routine method for
carrying out size analysis of whole green coffee by manual siev-
ing using laboratory test sieves.

2 References

1SO 3, Preferred numbers — Series of preferred numbers.
ISO 2395, Test sieves and test sieving — Vocabulary.

IS0 2591, Test sieving.

1SO 3310/2, Test sieves — Technical requirements and testing
— Part 2 : Metal perforated plate.

1SO 3509, Coffee and its products — Vocabulary.

ISO 4072, Green coffee in bags — Sampling.!

1SO 4149, Green coffee — Olfactory and visual examination
and determination of foreign matter and defects.

3 Definitions

For definitions of the terms used in this International Standard,
see 1SO 2395 for test sieves and |SO 3509 for coffee.

4 Principle

Separation of a test portion into fractions according to size by

manual sieving, and expression of results as percentages by
mass.

b Apparatus

5.1 Balance, capable of weighing to the nearest 0,1 g.

At present at the stage of draft.

5.2 Nest of test sieves, as follows :

5.2.1 Dimensions and sieving medium

The test sieves shall have a sieve surface area between 550 and
1 000 cm2. Suitable test sieves, for example, are square sieves
of 300 mm side and complying with the requirements of
ISO 2591 except that the approximate depth of the sieve may

- be reduced to 25 mm.

The perforated plate used as the sieving medium shall be of
metal of suitable strength, such as stainless steel, ordinary steel
or zinc, 0,8 to 1,0 mm thick. Each plate shall be perforated in
accordance with the dimensional requirements given in an-
nex A or annex B of this International Standard.

" The test sieves shall be marked by means of a label attached to

the sieve giving the following details :
a) nominal aperture size or the dimensions of slotted aper-
tures (see annex A or B), or, failing this, the traditional
numbering;2}

b) reference to the standard(s) with which the sieve is
claimed to comply;

c) the material of the sieving medium and that of the
frame;

d) the name of the firm (manufacturer or vendor) taking
responsibility for the sieve;

e) an identification number.

5.2.2 Cdnstruction

The test sieve frames shall nest snugly with each other and with
the lid and receiver.

The frame shall be smooth and the seal of the sieve so con-
structed as to prevent lodging of the coffee beans to be sieved.

2) The traditional numbering is given for purposes of information. it corresponds to the number of 64ths of an inch, ip.the nominal aperturg size of
round apertures or the width of slotted apertures, closest to the metric dimension adopted. ’ b
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