BS 5752 : Part 9: 1986
ISO 7534 -1985

UDC [633.73+663.93] :620.113

British Standard Methods of test for

Coffee and coffee products

Part 9. Instant coffee: determination of
insoluble matter content

Méthodes d’essai du café et des produits du café
Partie 9. Café soluble: détermination des matiéres insolubles

Prifverfahren fiir Kaffee und Kaffee-Erzeugnisse
Teil 9. Loslicher Kaffee; Bestimmung des Gehalts an I6slichen Bestandteilen

o
‘
Lo Xy

L Uoclimant Sharing Bl
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
E———————— BitiSh Standards

Full document details: BS 5752-9:1986


http://www.avadocuments.com/doc/bs-5752-9-1986
http://www.avadocuments.com/doc/bs-5752-9-1986

BS 5752 : Part 9 : 1986

Contents

Page
National foreword 'nside front cover
Committees responsible Back cover
Method

1 Scope and field of application
2 Reference

3 Definition

4 Principle

_

National foreword

5 Apparatus and materials
6 Sampling

7 Procedure

8 Expression of results

9 Test report

Figure
Filtration apparatus

Page

NN = e

This Part of BS 5752 has been prepared under the direction of the Food and Agriculture Standards Committee. It is
identical with ISO 7534-1985 ‘Instant coffee — Determination of insoluble matter content’ published by the International

Organization for Standardization (1SQ).

This Part embodies an agreement, to which the UK was a party, reached in Subcommittee 15, Coffee, of Technical

Committee 34, Agricultural food products, of I1SO.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British

Standards; attention is drawn especially to the following.

The comma has been used throughout as a decimal marker. In British Standards it is current practice to use a full point on

the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

In British Standards it is current practice to use the symbol ‘L’ for litre (and its submultiples) rather than ‘I'.

Cross-reference
International standard Corresponding British Standard

1SO 6670-1983 BS 6379 Sampling of coffee and coffee products

Part 2 : 1984 Methods of sampling instant coffee in cases with liners

(Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 5752 : Part 9 : 1986

British Standard Methods of test for

Coffee and coffee products

Part 9. Instant coffee: determination of insoluble matter content

1 Scope and field of application

This International Standard specifies a method for the determi-
nation of the insoluble matter content of instant coffee.

The method is most suitable for use for insoluble matter con-
tents of the order of, or above, 500 mg/kg.

2 Reference

ISO 6670, /nstant coffee in cases with liners — Sampling.

3 Definition

insoluble matter (in instant coffee) : Matter present in a sol-
ution prepared according to this International Standard, the
particles of which are retained on a filtering disc having 100 um
square openings.

NOTE — This size of openings is a compromise between that used in
coffee machines and the need to avoid the retention, with the insoluble
matter, of substances having a desirable effect on the mouth-feel of
the beverage.

4 Principle

Dissolution of instant coffee in water, filtration through a fil-
tering disc having 100 um square openings, and gravimetric
determination of the matter retained.

5 Apparatus and materials

Ordinary laboratory apparatus, and in particular :

5.1 Filtration apparatus, according to the figure, consisting
of the following parts.

5.1.1 Metal filtering disc, comprising a high precision sieve
of diameter 29 mm, of nickel, electroformed, having 100 um
square openings, mounted on a supporting grid with round
holes, having a solid rim about 3 mm wide and 70 um thick.
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5.1.2 Cup, of borosilicate glass, with screw joint.
5.1.3 Tulip, of borosilicate glass, with screw joint.
5.1.4 Flange, for heading joint.

5.1.5 Sealing rings.

5.2 Tweezers.

5.3 Electric oven, capable of being maintained at
103 + 2 °C.

5.4 Filter flask and device for the application of a partial
vacuum (for example a vacuum pump).

5.5 Glass beads, of diameter about 4 mm.
5.6 Petri dish, of diameter about 60 mm.
5.7 Beaker, of capacity 800 ml.

5.8 Glass rod, with rounded ends.

5.9 Analytical balance.

6 Sampling

See ISO 6670.

7 Procedure

7.1 Preparation of the filtration apparatus

Spread the glass beads (5.5) over the bottom of the Petri dish
(5.6). Place the clean filtering disc (5.1.1) in the Petri dish and
dry for 30 min in the oven (5.3) at 103 + 2 °C. Cool to room
temperature in a desiccator and weigh the disc to the nearest
0,1 mg.
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