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Foreword

This revision of BS 5754 has been prepared under the direction of the Mining and 
Quarrying Requisites Standards Committee. It supersedes BS 5754:1980 which 
is withdrawn.
In this revision the opportunity has been taken to review the text in the light of 
experience. Terms such as “data transmission outstation” which in 1980 
described the usual destination for analogue signals has been replaced by “signal 
measuring circuit” which is a better description of current and future practice.
The rapid growth of control and monitoring of activities below ground in coal 
mines has stimulated the development of many new types of apparatus giving 
intrinsically safe outputs in the form of electrical analogue or state signals. These 
outputs may be used for local indication/control or connected into other 
intrinsically safe apparatus. The design of the interconnected apparatus calls for 
a range of expertise that can only be supplied by a number of different 
manufacturers, each of whose apparatus has to be able to work effectively as part 
of a complete system for a mine. The purpose of this specification is to promote 
compatibility between interconnected apparatus of different manufacture.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations. Attention is drawn to the Health and Safety at Work 
etc. Act 1974, the Factories Act 1961, the Mines and Quarries Act 1954, the 
Regulations made under these Acts, and also any other appropriate statutory 
requirements or byelaws. These place responsibility for complying with certain 
specific safety requirements on the manufacturer and the user. The address of the 
recognized certification authority in the UK for Group I (coal mining) apparatus 
for intrinsic safety purposes is as follows:

Health and Safety Executive
HSE (M) Certification Support Unit
Harpur Hill
Buxton
Derbyshire SK17 9JN

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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