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National foreword

Ever since the publication in 1934 of BS 560 ‘Engineering
symbols and abbreviations’, BSI has provided guidance to
practising scientists, engineers and technologists on the
choice of letter symbols for physical quantities and for
their units. Material from several publications (including
BS 813 ‘Chemical symbols and abbreviations’) was drawn
together in the first (1954) edition of BS 1991 ‘Letter.
symbols, signs and abbreviations’, so that a wide range of
industrial technologies could be covered by a single
document. Subsequent editions of BS 1991 widened the
area covered and included more detailed recommendations,
but the most fundamental trend was the increasing
alignment . of the guidance with that given by the
International Organization for Standardization (ISO) and
_by the General Conference of Weights and Measures
(CGPM). In recent years, divergences caused by the variety

of unit systems and diversities in international unit practice

have largely disappeared, following the worldwide adoption
of the International System of Units (S). Although the
situation with quantity symbols is more complex, if only
because of the vast number required to cover the whole
range of science‘and technology, increasing communication
across national barriers has emphasized the need for
international standardization and has encouraged the
adoption of uniform symbol practice.
It was with these considerations in mind that the
committee responsible decided that the time was ripe for
the adoption, without deviation, of the International
Standards developed by ISO Technical Committee 12
‘Quantities, units, symbols, conversion factors and
conversion tables’. This new British Standard includes a
number of Parts, each identical with the corresponding
Part of the international standard 1SO 31, as follows:

Part 0 [1SO 31/0] General principles

Part 1 [I1SO 31/1] Space and time

Part 2 [1SO 31/2] Periodic and related phenomena

Part 3 [1SO 31/3] Mechanics

Part 4 [1SO 31/4] Heat

" confer immunity from legal obligations.

Page
3.1 Symbols for quantities 5
3.2 Names and symbols for units 6
3.3 Numbers 7
3.4 Symbols for chemical elements and nuclides 7
3.5 Mathematical signs and symbols 8
3.6 Greek alphabet {upright and sloping types) 8
Annexes
A Guide for terms used in names for physical

quantities

B Guide for the rounding of numbers 12

Part 5 [1SO 31/5]
Part 6 [1SO 31/6]

Electricity and magnetism
Light and related electromagnetic

radiations

Part 7 [1SO 31/7] Acoustics

Part 8 [ISO 31/8] Physical chemistry and molecular
physics

Part 9 [1SO 31/9] Atomic and nuclear physics

Part 10 [I1SO 31/10] Nuclear reactions and ionizing

radiations

Mathematical signs and symbols
for use in the physical sciences
and technology

Part 11 {I1SO 31/11]

Part 12 [ISO 31/12] Dimensionless parameters
Part 13 [ISO 31/13] Solid state physics

* Amendment 1 to 1SO 31 has been implemented in
those Parts to which it is applicable.
'BS 6775 supersedes BS @1 which is now withdrawn,
Attention is drawn to |EC Publication 27 published by the
International Electrotechnical Commission (IEC), which
gives more detailed recommendations for electrotechnology,
and to 1SO 3898, which includes recommendations for
construction engineering.
Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.
Some terminology and certain conventions are not identical
with those used in British Standards; attention is especially
drawn to the following.
The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Cross-reference

International
standard

ISO 1000-198t

Corresponding British Standard

BS b555 : 1981 Sl units and
recommendations for the use of their
multiples and of certain other units
{ldentical)

Compliance with a British Standard does not of itself

A\
A\
®
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British Standard Speciﬂcation for
Quantities, units and symbols

Part 0. General principles

0 Introduction

The scope of Technical Committee I1ISO/TC 12, Quantities,
units, symbols, conversion factors and conversion tables, is
standardization of units and symbols for quantities and units
{and mathematical symbols} used within the different fields of
science and technology, giving, where necessary, definitions of
these quantities and units. In fulfilment of this responsibility,
ISO/TC 12 has prepared 1SO 31, which contains the following
parts : -

Part O : General principles concerning quantities, units and
symbols. :

Part 1 : Quantities and units of space and time.

Part 2: Quantities and units of periodic and related
phenomena.

Part 3 : Quantities and units of mechanics.
Part 4 : Quantities and units of heat.
Part 6 : Quantities and units of electricity and magnetism.

Part 6 : Quantities and units of light and-related electro-
magnetic radiations.

Part 7 : Quantities and units of acoustics.

Part 8 : Quantities and units of physical chemistry and
molecular physics.

Part 9 : Quantities and units of atomic and nuclear physics.

Part 10 ; Quantities and units of huclear feactions and ioniz-
ing radiations.

Part 11 : Mathematical signs and symbols for use in
physical sciences and technology.

Part 12 : Dimensionless barameters.

Part 13 : Quantities and units of solid state physics.

1 Scope and field of application

The purpose of this International Standard is to give general in-
formation about principles concerning physical quantities,
equations, quantity and unit symbols, and coherent unit
systems, especially the International System of Units, Si.

The principles laid down in this International Standard are in-
tended for general use within the various fields of scierice and
technology and as a general introduction to the other Interna-
tional Standards in the ISO 31 series.

2 Quantities and units

2.1 Physical quantity, unit and numerical value

Physical quantities are used for the quantitative description of
physical phenomena. Quantities may be grouped together into
categories of quantities which are mutually comparable.
Lengths, diameters, distances, heights, wavelengths and so on
would constitute such a category.

If a particular example of a quantity out of such a category is
chosen as a reference quantity called the unit, then any other
quantity from this category can be expressed in terms of this
unit, as a product of this unit and a numher. This number is
called the numerical value of the quantity expressed in this unit.

Example ; The wavelength of one of the sodium Iineé is
A =586 x 107m
Here 4 is the symbol for the physical quantity : wavelength; m

is the symbol for the unit of length : metre; and 5,896 x 10-7is
the numerical value of the wavelength expressed in metres.

In formal treatments of quantities and units, this relationship
may be expressed in the form_

A = {4}.[4]

where A is the symbol for the physical quantity, [A4] the symbol
for the-unit and {4} symbolizes the numerica! value of the
quantity A expressed in the unit [4], For vectors and tensors
the components are quantities which may be expressed as
described. above.
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If a quantity is expressed in another unit, which is & times
smaller, then the new numerical value becomes k times larger :
the product of the numerical value and the unit is independent
of the unit.

Example : Changing the unit for the wavelength from the metre
to the nanometre, which is 109 times smaller, leads to a
numerical value which is 109 times larger.

Thus,
A =5,806 x 107m = 5,898 x 107 x 10%nm = 589,6 nm
Remark on notation for numerical values

It is essential to distinguish between the quantity itself and the
numerical value of the quantity expressed in a particular unit.
The numerical value of a quantity expressed in a particular unit
could be indicated by placing curly brackets around the guan-
tity symbol and using the unit symbol as a subscript. It is,
however, preferable to indicate the numerical value explicitly as
the ratio of the quantity to the unit.

Example : A/nm = 689,6 or {A},, = 589,6

2.2 AQuantities and equations
2,21 Mathematical operations with quantities

Two or more physical quantities cannot be added or subtracted
unless they belong to the same category of mutually com-
parable quantities.

Physical quantities are multiplied or divided by one another ac-
cording to the rules of algebra; the product of two quantities,
A and B, satisfies the relation

AB = {A} {B}.[4] (B]

Thus, the product {4} {B} is the numerical value {4B} of the
quantity AB, and the product [4] [B] is the unit [4B] of the
quantity AB.

Example : The velocity v of a particle in uniform motion is
v=It
where / is the distance travelled in the time-interval ¢.

Thus, if the particle traverses a distance / = 6 m in the time in-
terval + = 2 s, the velocity v is equal to

The arguments of exponential, logarithmic and trigonometric
functions, etc., are numbers, numerical values or dimen-
sionless combinations of quantities (see 2.2.6).

Examples : exp{W/kT), In(p/kPa), sin{wt)

2.2,2 Equations between quantities and equations
between numerical values

Two types of equations are used in science and technology :
equations between quantities in which a letter symbol denotes

the totality of the physical guantity (i.e. numerical value
X unit), and equations between numerical values. The equa-
tions between numerical values depend on the choice of the
units, whereas the equations between quantities have the ad-
vantage of being independent of this choice. Therefore the use
of equations between quantities should normally be preferred.

Example : A simple equation between quantities is
v =1/t
as given in 2.2.1.

Using, for example, kilometres per hour, metres and seconds
as units for velocity, length and time, respectively, we may
derive the following equation between numerical values

{Vimn = 3.6{}m/{t}s

The number 3,6 which occurs in this equation results from the
particular units chosen; with other choices it would generally
be different.

If in this equation the subscripts, indicating the unit symbols,
are omitted, one obtains

{v} = 3.6(}/{s.

an equation between numerical values which is no longer in-
dependent of the choice of the units and is therefore not
recommended for use.

In equations between numerical values, the units used should
always be indicated.

2.2.3 Empirical constants

An empirical relation is often expressed in the form of an equa-
tion between the numerical values of certain physical quan-
tities. Such a relation depends on the units in which the various
physical quantities are expressed.

An empirical relation between numerical values can be
transformed into an equation between physical quantities, con-
taining one or more empirical constants. Such an equation bet-
ween physical quantities has the advantage that the form of the
equation is independent of the choice of the units. The
numerical values of the empirical constants occurring in such
an equation depend, however, on the units in which they are
expressed, as is the case with other physical quantities.

Example : The results of measuring the length / and the
periodic time T at a certain station, for each of several pen-
dulums, can be represented by one quantity equation

T =0C .[1/2
where the empirical constant C is found to be

C = 2,006 s/m1/2

{Theory shows that C = 2ng-1/2, where g is the local accelera-
tion of free fall.)
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2.2.4 Numerical factors in quantity equations

The equations between quantities sometimes contain
numerical factors. The numerical factors depend on the defini-
tions chosen for the quantities occurring in the equations.

Examples :

1 The kinetic energy of a particle of mass m and velocity v is

1
E, =—mv2
kT2

2 The capacitance of a sphere with radius r in a medium of
permittivity ¢ is

C = 4mer

225 Systems of quantities and equations between
quantities; base quantities and derived quantities

Physical quantities are related to one another through equa-
tions that express laws of hature and/or define new quantities.

For the purpose of defining unit systems and introducing the
concept of dimensions, it is convenient {o consider some quan-
tities as mutually independent, i.e. to regard these as base
quantities, in terms of which the other quantities can be de-
fined or expressed by means of equations; the latter quantities
are called derived quantities.

It is a matter of choice how many and which quantities are con-
sidered to be base quantities.

The whole set of physical quantities included in 1SO 31, parts 1
to 13 may be considered as being founded on seven base quan-
tities : length, mass, time, electric current, temperature,
amount of substance and luminous intensity. '

In the field of mechanics a system of quantities and equations
founded on three base quantities is generally used. [n ISO 31,
part 3, the base quantities used are length, mass and time.

In the field of electricity and magnetism a system of quantities
and equations founded on four base quantities is generally
used. In ISO 31, part 5, the base quantities used are length,
mass, time and electric current.

In the same field, however, systems founded on only three
base quantities, length, mass and time, have been widely used.
Of these the so-called " Gaussian” or symmetric system is still in
use. It is described in [SO 31, part 5, annex A.

2.2.6 Dimension of a quantity

Any guantity Q can be expressed in terms of other quantities by

means of an equation. The expression may consist of a sum of
terms. Each of these terms can be expressed as a product of
powers of base quantities A, B, C,..., from a chosen set,
sometimes multiplied by a numerical factor ¢, i.e.

EA® BB Cr..., where the set of exponents (e, 8, 7,..
same for each term.

) is the
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The dimension of the quantlty Q is then expressed by the
dimensional product

dim Q = A®BBCY...

where A, B, C,...
A, B, C,...
ponents.

, denote the dimensions of the base quantities
-and where a, 8, ¥,..., are called the dimensional ex-

A quantity all of whose dimensional exponents are equal to
zero is called a dimensionless quantity. Its dlmensmnal product
or dimension is 49 B0 C0 = 1,

Example : When the dimensions of the three base quantities
length, mass and time are denoted by L, M and T respectively,

. the dimension of the quantity work is expressed by dim

W = L2MT-2, and the dimensional exponents are 2, 1 and — 2.

In the system founded on the seven base quantities length,
mass, time, electric current, temperature, amount of substance
and luminous intensity, the base dimensions may be denoted
byL, M, T, 1, ® N and J respectively and the dimension of a -
quantity Q becomes in general

dim Q = Le MB Ty 19 @& N¢ Jn

Examples :
Quantity Dimension
velocity LT
angular velocity : T1
force LMT=2
energy L2MT-2
entropy L2ZMT-201
electric potential L2MT-31-1
permittivity L-3M-1T412
magnetic flux L2ZMT-2I1
illuminance L-2J
molar entropy L2MT-20-1N"1
Faraday constant TIN-
relative density 1

In ISO 31, the dimensions of the quantities are not explicitly
stated, except when the quantity is dimensionless.

2.3 Units

"~ 2.3.1 Coherent unit systems

Units might be chosen arbitrarily, but making an independent
choice of a unit for each quantity would lead to the appearance
of additional numerical factors in the equations between the
numerical values.

It is possible, however, and- in practice more convenient, to
choose a system of units in such a way that the equations be-
tween numerical values have exactly the same form {including
the numerical factors), as the corresponding equations be-
tween the quantities. A unit system defined in this way is called
coherent with respect to the system of quantities and equations
in question. The Sl is such a system.

For a particular system of quantities and equations, a coherent
system of units is obtained by first defining units for the base
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quantities, the base units. Then for each derived quantity, the
definition of the corresponding derived unit in terms of the base
units is given by an algebraic expression obtained from the
dimensional product (see 2.2.6), by replacing the symbols for
the base dimensions by those of the base units. In such a
coherent unit system no numerical factor other than the
number 1 ever occurs in the expressions for the derived units in
terms of the base units.

Examples :

Quantity  Equation Dimension  Symbol
for derived
unit

velocity v = dl/d¢ LT m/s

force F = md2l/de2 MLT-2 kg-m/s2

kinetic 1

energy  Ey = -i—mv2 ML2T-2 kg-m2/s2

potential

energy E, = mgh ML2T-2 kg-m2/s2

ML2T-2 kg-m2/s2

energy E = -;—mv2
+ mgh

2.3.2 Sl units and their decimal mulitiples and
submultiples

The name Systtme International d'Unités (International
System of Units), with the international abbreviation S| was
adopted by the 11th Conférence Générale des Poids et Mesures
{CGPM) in 1960.

This system includes three classes of units :

base units
supplementary units
derived units

which together form the coherent system of S/ units.

BASE UNITS

Quantity Name of Unit
base unit . symbol

length metre m

mass kilogram kg

time second s

electric current ampere A

thermodynamic

temperature kelvin K

amount of substance mole mot

luminous intensity candela cd

SUPPLEMENTARY UNITS

Quantity Name of Unit
supplementary ~ symbol
unit

plane angie radian rad

solid angle steradian st

6c Bl 1b2ubb9 011949 T A

The CGPM has classified the Si units, radian and steradian, as
"supplementary units”, leaving open the question of whether
they are base units or derived units, and consequently the
question of whether plane angie and solid angle are to be con-
sidered as base quantities or derived quantities.()

In ISO 31, plane angle and solid angle are treated as derived
quantities, defined as ratios of two lengths and of two areas
respectively, and consequently are treated as dimensionless
quantities. Although in this treatment the coherent unit for
both quantities is the number 1, it is convenient to use the
special names radian and steradian instead of the number 1 in
many practical cases.

If plane angle and solid angle were treated as base quantities,
the units radian and steradian would be base units and could
not be considered as special names for the number 1. Such a
treatment would require extensive changes in ISO 31.

DERIVED UNITS

The expressions for the coherent derived units in terms of the
base units can be obtained from the dimensional products by
using the following formal substitutions :

L—m I—-A

M-—rkg 0—-K

T—s N—mol
J—cd

Since in 1SO 31 plane angle and solid angle are treated as de-
rived quantities, the supplementary units radian and steradian
will not occur in the expressions for the coherent derived units.
Nevertheless, as indicated in the examples below, they may be
introduced for convenience. This is particularly relevant in
photometry (see 1SO 31, part 6).

Examples :

Quantity Symbol for S! unit expressed in
terms of the 7 base units
{and the supplementary units
in some cases)

velocity m/s

angular velocity s ! or rad/s

force kg-m/s2

energy kg-m2/s2

entropy kg-m2/(s2.K)

electric potential kg-m2/(s3.A)

permittivity A2.54/(kg.-m3)

magnetic flux kg-m2/(s2.A)

illuminance cd.sr/m2

molar entropy kg-m2/(s2.K.mol)

Faraday constant A.s/mol

relative density 1

For some of the derived units, special names and symbols have
been adopted by the CGPM, e.g. joule (J) and volt (V) for the
Sl units for energy and electric potential respectively. ltis often
of advantage to use these special names and symbols. (For a
complete list of special names for derived Sl units, see

SO 1000.)

(1) However, in October 1980 the International Committee of Weights and Measures decided to interpret the class of suoplpmentD@@iume nts

ternational System as a class of dimensionless derived units for which the General Conference of Weights and Measure le2ves npen the possibility of
using these or notin expressnons of derived units of the International System.
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