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National foreword

This Part of BS 5775 has been prepared under the direction of the Systems 
Department Steering Committee. It is identical with ISO 31-5:1992 Quantities 
and units — Part 5: Electricity and magnetism, published by the International 
Organization for Standardization (ISO). ISO 31-5 was prepared by Technical 
Committee ISO/TC 12 “Quantities, units, symbols, conversion factors” with the 
active participation and approval of the UK.
This Part of BS 5775 supersedes BS 5775-5:1980, which is withdrawn.The 
principal changes made in this revised version are as follows:

a) the decision by the International Committee for Weights and Measures 
(Comité International des Poids et Mesures, CIPM) in 1980 concerning the 
status of supplementary units has been incorporated;
c) a number of new items have been added, e.g. active energy.

BS 5775 comprises the following Parts, each of which is identical with the 
corresponding Part of ISO 31.

— Part 0: General principles;
— Part 1: Space and time;
— Part 2: Periodic and related phenomena;
— Part 3: Mechanics;
— Part 4: Heat;
— Part 5: Electricity and magnetism;
— Part 6: Light and related electromagnetic radiations;
— Part 7: Acoustics;
— Part 8: Physical chemistry and molecular physics;
— Part 9: Atomic and nuclear physics;
— Part 10: Nuclear reactions and ionizing radiations;
— Part 11: Mathematical signs and symbols for use in the physical sciences and 
technology;
— Part 12: Characteristic numbers;
— Part 13: Solid state physics.

Cross-reference

The Technical Committee has reviewed the provisions of IEC 27-1:1971, to which 
normative reference is made in the text and has decided that they are acceptable 
for use in conjunction with this standard.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages 
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 28, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Introduction
0.1 Arrangement of the tables

The tables of quantities and units in ISO 31 are 
arranged so that the quantities are presented on the 
left-hand pages and the units on the corresponding 
right-hand pages.
All units between two full lines belong to the 
quantities between the corresponding full lines on 
the left-hand pages.
Where the numbering of an item has been changed 
in the revision of a part of ISO 31, the number in the 
preceding edition is shown in parentheses on the 
left-hand page under the new number for the 
quantity; a dash is used to indicate that the item in 
question did not appear in the preceding edition.

0.2 Tables of quantities

The most important quantities within the field of 
this document are given together with their symbols 
and, in most cases, definitions. These definitions are 
given merely for identification; they are not 
intended to be complete.
The vectorial character of some quantities is pointed 
out, especially when this is needed for the 
definitions, but no attempt is made to be complete or 
consistent.
In most cases only one name and only one symbol for 
the quantity are given; where two or more names or 
two or more symbols are given for one quantity and 
no special distinction is made, they are on an equal 
footing. When two types of italic (sloping) letter 
exist (for example as with Ü, Ú; Î, Ì; g, g) only one of 
these is given. This does not mean that the other is 
not equally acceptable. In general it is 
recommended that such variants should not be 
given different meanings. A symbol within 
parentheses implies that it is a “reserve symbol”, to 
be used when, in a particular context, the main 
symbol is in use with a different meaning.

0.3 Tables of units

0.3.1 General

Units for the corresponding quantities are given 
together with the inter-national symbols and the 
definitions. For further information, see ISO 31-0.
The units are arranged in the following way:

a) The names of the SI units are given in large 
print (larger than text size). The SI units have 
been adopted by the General Conference on 
Weights and Measures (Conference Générale des 
Poids et Mesures, CGPM).

The SI units and their decimal multiples and 
sub-multiples are recommended, although the 
decimal multiples and sub-multiples are not 
explicitly mentioned.
b) The names of non-SI units which may be used 
together with SI units because of their practical 
importance or because of their use in specialized 
fields are given in normal print (text size).
These units are separated by a broken line from 
the SI units for the quantities concerned.
c) The names of non-SI units which may be used 
temporarily together with SI units are given in 
small print (smaller than text size) in the 
“Conversion factors and remarks” column.
d) The names of non-SI units which should not be 
combined with SI units are given only in annexes 
in some parts of ISO 31. These annexes are 
informative and not integral parts of the 
standard. They are arranged in three groups:

1) special names of units in the CGS system;
2) names of units based on the foot, pound and 
second and some other related units;
3) names of other units.

0.3.2 Remark on units for quantities of 
dimension one

The coherent unit for any quantity of dimension one 
is the number one (1). When the value of such a 
quantity is expressed, the unit 1 is generally not 
written out explicitly. Prefixes shall not be used to 
form multiples or sub-multiples of this unit. Instead 
of prefixes, powers of 10 may be used.
EXAMPLES
Refractive index n = 1,53 × 1 = 1,53
Reynolds number Re = 1,32 × 103

Considering that plane angle is generally expressed 
as the ratio between two lengths, and solid angle as 
the ratio between an area and the square of a 
length, the CIPM specified in 1980 that, in the 
International System of Units, the radian and 
steradian are dimensionless derived units. This 
implies that the quantities plane angle and solid 
angle are considered as dimensionless derived 
quantities. The units radian and steradian may be 
used in expressions for derived units to facilitate 
distinction between quantities of different nature 
but having the same dimension.

0.4 Numerical statements

All numbers in the “Definition” column are exact.
When numbers in the “Conversion factors and 
remarks” column are exact, the word “exactly” is 
added in parentheses after the number.
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0.5 Special remarks

The items given in this part of ISO 31 are in general 
conformity with the recommendations in IEC 27-1. 
If a name or a symbol in a table is not in accordance 
with what is given by the IEC, this is indicated in 
the “Conversion factors and remarks” column.

0.5.1 Equations and quantities

For electricity and magnetism, different systems of 
equations have been developed depending on the 
number and the particular choice of base quantities 
on which the system of equations is based. For the 
purpose of explaining this document, only the 
following systems need be mentioned.

0.5.1.1 System of equations with four base quantities

In the four-dimensional system of equations with 
four base quantities, one electrical quantity is 
included in the base set. The base quantities are 
chosen to be: length, time, mass and electric current. 
In this system the permittivity and the permeability 
appear as dimensional quantities in the relevant 
equations.
The equations are always written in a form which is 
called rationalized, because in the equations 
factors 4; and 2; appear only in cases involving 
spherical or circular symmetry respectively.
This rationalized system of equations based on four 
base quantities is the one most commonly used in 
practical calculations in the physical sciences and in 
technology. Therefore, it has been strictly adhered 
to in this part of ISO 31.

0.5.1.2 System of equations with three base 
quantities

This system is presented for information in Annex A 
and Annex B, which are informative and not 
integral parts of this part of ISO 31. It is not given in
IEC 27-1.

0.5.2 Units

The quantities which belong to the
four-dimensional system (see 0.5.1.1) should be 
expressed in units of the sub-system of the 
International System of Units with the four base 
units:

metre, kilogram, second and ampere.

0.5.3 Alternating-current technology

For quantities used in electrotechnology which vary 
with time, and for complex representation of 
quantities, the IEC has standardized the use of 
upper-case and lower-case letters and additional 
marks to such letters. These are given in IEC 27-1.
Thus, for example, the sinusoidal variation with 
time of an electric current (item 5-1) can be 
expressed in real representation as

where (Êt – Î) is the phase, i the instantaneous 
value of the current,  its peak value, and I its
root-mean-square (r.m.s.) value.

1 Scope
This part of ISO 31 gives names and symbols for 
quantities and units of electricity and magnetism. 
Where appropriate, conversion factors are also 
given.

2 Normative reference
The following standard contains provisions which, 
through reference in this text, constitute provisions 
of this part of ISO 31. At the time of publication, the 
edition indicated was valid. All standards are 
subject to revision, and parties to agreements based 
on this part of ISO 31 are encouraged to investigate 
the possibility of applying the most recent edition of 
the standard indicated below. Members of IEC and 
ISO maintain registers of currently valid 
International Standards.
IEC 27-1:1992, Letter symbols to be used in 
electrical technology — Part 1: General. 

3 Names and symbols
The names and symbols for quantities and units of 
electricity and magnetism are given on the following 
pages.

i î cos Êt Î–( ) 2I Êt Î–( )cos= =

î
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ELECTRICITY AND MAGNETISM Quantities

Item 
No.

N
u

m
b

er
 i

n
 

IE
C

27
-1

:1
97

1

Quantity Symbol Definition Remarks

5-1 67 electric current I Electric current is one of the base 
quantities on which the SI is 
based.

For alternating current see the 
introduction, subclause 0.5.3.

5-2 52 electric charge, 
quantity of 
electricity

Q Integral of electric 
current over time

For alternating current see the 
introduction, subclause 0.5.3.

5-3 54 volumic charge, 
volume density of 
charge, 
charge density

A, (½) Charge divided by 
volume

IEC does not give “charge 
density” or “volumic charge”.

5-4 53 areic charge, 
surface density of 
charge

Ö Charge divided by 
surface area

IEC does not give “areic charge”.

5-5 55 electric field strength E Force, exerted by 
electric field on an 
electric point charge, 
divided by the electric 
charge

For alternating current see the 
introduction, subclause 0.5.3.
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Units ELECTRICITY AND MAGNETISM

Item No. Name of unit International 
symbol for unit Definition Conversion factors and 

remarks

5-1.a ampere A The ampere is that constant 
electric current which, if 
maintained in two straight parallel 
conductors of infinite length, of 
negligible circular cross-section, 
and placed 1 metre apart in 
vacuum, would produce between 
these conductors a force equal
to 2 × 10–7 newton per metre of 
length

5-2.a coulomb C 1 C = 1 A · s The unit ampere hour, 
1 A · h = 3,6 kC 
(exactly), is used for 
storage batteries.

5-3.a coulomb per 
cubic metre

C/m3

5-4.a coulomb per 
square metre

C/m2

5-5.a volt per metre V/m 1 V/m = 1 N/C

Full document details: BS 5775-5:1993

http://www.avadocuments.com/doc/bs-5775-5-1993
http://www.avadocuments.com/doc/bs-5775-5-1993


ISO 31-5:1992(E)

© BSI 06-1999 5

ELECTRICITY AND MAGNETISM Quantities

Item 
No.

N
u

m
b

er
 i

n
IE

C
 2

7-
1:

19
71

Quantity Symbol Definition Remarks

5-6.1 56 electric potential V, Î For electrostatic fields, a scalar 
quantity, the gradient of which, 
with reversed sign, is equal to 
the electric field strength.

IEC gives Î as reserve 
symbol

E = – grad V

5-6.2 57 potential difference, 
tension

U, (V) For electrostatic fields, the 
potential difference between 
point 1 and point 2 is the line 
integral from 1 to 2 of the 
electric field strength.

IEC also gives 
“voltage”. For 
alternating current 
see the introduction, 
subclause 0.5.3.

U = Î1 – Î2 = 

5-6.3 58 electromotive force E Energy supplied by a source 
divided by the electric charge 
transported through the source

5-7 60 electric flux density D Vector quantity, the divergence 
of which is equal to the volumic 
charge.

See 5-10.1.
Displacement is also 
used.

div D = A

5-8 59 electric flux Ó Across a surface element, the 
scalar product of the electric 
flux density and the surface 
element.

Flux of displacement is 
also used.

Ó = \ D · en dA

5-9 61 capacitance C Charge divided by potential 
difference

5-10.1 62 permittivity ¼ D = ¼E IEC also gives “absolute 
permittivity, 
(capacitivity)” for ¼.

5-10.2 206 electric constant, 
permittivity of 
vaccum

¼0 = 

(exactly) = 
8,854 188 × 10–12F/m

E  dr⋅
r1

r2

∫

¼0 1 È0c2
0 

 ⁄=

107

4; 299 792 4582
×

-------------------------------------------------------- F m⁄
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Units ELECTRICITY AND MAGNETISM

Item 
No. Name of unit International 

symbol for unit Definition Conversion factors and remarks

5-6.a volt V 1 V = 1 W/A

5-7.a coulomb per 
square metre

C/m2

5-8.a coulomb C

5-9.a farad F 1 F = 1 C/V

5-10.a farad per metre F/m
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ELECTRICITY AND MAGNETISM Quantities

Item 
No.

N
u

m
b

er
 i

n
IE

C
 2

7-
1:

19
71

Quantity Symbol Definition Remarks

5-11 63 relative permittivity ¼r ¼r = ¼/¼0 IEC also gives “(relative 
capacitivity)”.

5-12 63a electric susceptibility ·, ·e · = ¼r – 1

5-13 65 electric polarization P P = D – ¼0E IEC gives Di as reserve 
symbol.

5-14 66 electric dipole moment p, (pe) Vector quantity, the 
vector product of which 
with the electric field 
strength of a homogenous 
field is equal to the 
torque.

p × E = T

5-15 68 areic electric current, 
electric current density

J, (S) Vector quantity, the 
integral of which over a 
given surface is equal to 
the electric current 
flowing through that 
surface.

j is also used. IEC does not 
give “areic electric 
current”.

I = \ J · en dA

5-16 69 lineic electric current, 
linear electric current 

density

A, (µ) Electric current in a 
conducting sheet divided 
by the width of the sheet 

IEC does not give “lineic 
electric current”.

5-17 70 magnetic field strength H Vector quantity, the 
rotation (curl) of which is 
equal to the sum of the 
electric current density 
and the time derivative of 
the electric flux density

rot H = J + ∂D
 ∂t
--------
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