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National foreword

This British Standard has been prepared under the direction of the Mechanical 
Engineering Standards Committee. It is identical with ISO 5766:1978 “Pallet 
stackers and high lift platform trucks — Stability tests”, prepared by Technical 
Committee ISO/TC 110, Industrial trucks, of the International Organization for 
Standardization (ISO).
Terminology and conventions. The text of the International Standard has 
been approved as suitable for publication, without deviation, as a 
British Standard. Some terminology and certain conventions are not identical 
with those used in British Standards; attention is especially drawn to the 
following:
The comma has been used for metric values as a decimal marker. In British 
Standards it is current practice to use a full point on the baseline as the decimal 
marker.
Wherever the words “International Standard” appear, referring to this standard, 
they should be read as “British Standard”. 

Additional information
Clause 3.2.3. Location of truck on the test platform
In the second paragraph it is to be understood that wedging the wheels against 
the truck frame is carried out in such a way that articulation is not affected.
Clause 3.2.4. Verification of the vertical position of the mast
In the first paragraph the vertical position of the mast can be verified by means 
of a plumb line or other suitable equipment.
Figure 20 — Test No. 6
It should be understood that trucks operating on intermediate gradients should 
be tested at a tilt angle calculated by the appropriate formula.
The above clarifications are subject to consideration within ISO/TC 110 as 
amendments to ISO 5766.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-reference

International Standard Corresponding British Standard

ISO 5767:1978 BS 5778:1979 Methods of test for verification of stability 
of industrial trucks operating in special condition of 
stacking with mast tilted forward
(Identical)

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 8, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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1 Scope and field of application
This International Standard specifies tests for verification of the stability of pedestrian and rider controlled 
pallet stackers and high lift platform trucks of rated capacity up to and including 5 000 kg (10 000 lb), with 
tilting or non-tilting masts.

2 Conditions of validity
2.1 Normal operating conditions

The tests specified in this International Standard ensure that the type of truck under consideration has 
satisfactory stability for operation under general operating conditions:

a) operating on substantially level surfaces,
b) travelling with the load in the lowered position,
c) stacking with the mast substantially vertical.

2.2 Other conditions

When the operating conditions differ from the conditions defined in 2.1, it is necessary to use either
a) a truck with a higher rated capacity, or
b) a truck having design modifications which are agreed upon between the interested parties, or
c) a truck complying with any existing International Standard(s) covering the different 
conditions (for example ISO 5767, when forward tilt is required during stacking with full load at full 
elevation.)

2.3 Complementary tests

In the case where tests other than the six tests as specified would be necessary, the details should be agreed 
between the interested parties.

3 Stability tests for pedestrian and rider controlled pallet stackers and high lift 
platform trucks
3.1 Specification of tests

The stability of these trucks shall be verified by means of the tests described below, using a test platform 
which can be tilted about one side.
The tests shall be carried out on an operational truck but without the operator.
For rider controlled trucks, the operator shall be represented by an object of corresponding mass, if the 
stability during a test is thereby decreased. For this purpose a unit mass of 90 kg (200 lb) shall be provided, 
and it shall be secured and centred 250 mm (10 in) above the operator’s seat on sit-on trucks, 
and 1 000 mm (40 in) above the foot plate on stand-on trucks.
A truck being tested for stability is placed on the test platform, which is initially horizontal, in the 
conditions specified in 3.2, and, successively, in each of the positions described in the table of tests.
In each of these tests, the test platform shall be tilted slowly to the slope indicated in the table. The truck 
is considered stable if it passes all tests without overturning.
In the case of tests Nos. 3 and 4, it is permissible for one wheel to rise from the test platform and for the 
outer edges of the truck to come into contact with the test platform, provided that the truck does not 
overturn under the prescribed test platform inclination.

3.2 Conditions for carrying out the tests

3.2.1 Position of truck on test platform

For tests Nos. 1 and 2, the truck shall be placed on the test platform with the drive (steer) axle and the axle 
of the outrigger wheels parallel to the tilt axis, XY, of the test platform, the side nearest this axis being the 
one of the mast (see Figure 4 and Figure 5).
For tests Nos. 3 and 4, the truck shall be placed on the test platform with line MN parallel to the tilt axis, 
XY, of the test platform (see Figure 8 to Figure 13 inclusive).
In the case of Figure 10, the steerable wheel nearest to the tilt axis shall be parallel with it. Positions of 
steerable wheels on other designs are shown in Figure 8, Figure 9, Figure 11, Figure 12 and Figure 13.

Full document details: BS 5777:1979

http://www.avadocuments.com/doc/bs-5777-1979
http://www.avadocuments.com/doc/bs-5777-1979

