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The establishment of a reputation for quality products and
services depends upon the ability to demonstrate conformity

to specified requirements. The control of manufacturing
processes and the assessment of product quality and
conformance almost invariably involves measurement of
some kind. The integrity of all such measurement work is

founded on the selection and correct use of suitable measur-

ing equipment and its validation by a-system of control

and calibration. Therefore, any organization working to the

requirements of BS 5750 or any other formal series of

quality system standards, has to be able to demonstrate the

ability to measure adequately and to certify that the
results obtained can be relied upon.

This British Standard is based on UK Defence Standard

05—26, published June 1976, ‘Measurement and calibration
system requirements for industry”. It specifies requirements

for a calibration system that can be used in the fulfilment
of the requirements of BS 56750, or for the supply of
calibration services.
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Guidance on the use of this standard is given in BS 5781 :
Part 2.
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Invalidation of calibration
Sub-contractors

Evaluation of calibration system
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This standard can be used for the following purposes.

{(a) As a basis for evaluating the capability of a supplier’s
calibration system, either by a potential purchaser or by
a third party, in order to provide assurance to interested
parties. This may be prior to the establishment of a
contract.

{b) Where invoked in a contract, to specify the calibra-
tion requirements appropriate to the particular materiel
or service.

NOTE. It may be necessary for the contract to be supplemented
by additional quality assurance documents that define how the
requirements of this standard will be met,

{c) In other documents {e.g. product standards or process
specifications) where reference to a calibration system is
appropriate.
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