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National foreword

This Part of this British Standard is identical with IEC Publication 626-1 ‘Specification for combined flexible materials
for electrical insulation. Part 1 : Definitions and general requirements’, published in 1979, by the International
Electrotechnical Commission (IEC). This British Standard is published under the direction of the General Electrotechnical
Engineering Standards Committee.

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

Where, in the introduction, the words ‘standard is one of a series which’ appear, they should be read as ‘Part of the British
Standard’. In the fourth sentence of the introduction, the words ‘series’ should be read as ‘British Standard’.

NOTE. Part 3 of this standard is in course of preparation.

Cross-reference

International standard* Corresponding British Standard

IEC 626-2 : 1978 BS 5785 Combined flexible materials for electrical insulation
Part 2 : 1979 Methods of test
(Identical)

NOTE. Reference is made, in table 1, to asbestos as a component in the production of combined materials. The Asbestos Regulations 1969,
apply to every process involving asbestos or any article composed wholly or partly of asbestos in which asbestos dust, as defined in the
Regulations, is given off, in any factory and in certain other premises to which the Factory Act applies. The attention of the user of this
standard is drawn to the statutory duty imposed under the 1969 Regulations and to the assistance provided by DD 62 : 1979 ‘Guide to use
of asbestos-based electrical insulating materials’.
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British Standard
Combined flexible materials for electrical insulation

Part 1. Definitions and general requirements

INTRODUCTION

This standard is one of a series which deals with combined flexible materials consisting of two or more
different insulating materials laminated together. The components of the combined materials are plastic
films and/or fibrous materials such as papers, woven or non-woven fabrics, impregnated or not impreg-
nated. This standard does not include materials based on mica paper.

The series has three parts describing:
Part 1: Definitions and general requirements.
Part 2: Methods of test.

Part 3: Specifications for individual materials.

1. Scope

This part of the standard contains the definitions related to and the general requirements to be
fulfilled by combined flexible materials for electrical insulation.

N

Designation

Particular types of combined flexible insulating materials may be designated by using the relevant
combinations of code letters for the form and nature of the main components.

The more commonly used materials are listed in Table 1.

Specific characteristics of a particular combined material (duplex or triplex, particular charac-
teristics of the basic materials, impregnating material, bonding agent, etc.) are described by addi-
tional data following the designation in Table I.

Examples for designation:
P-C/F-PETP or
P-A/C-G

In some cases, the identification of specific characteristics such as the following may be useful:

Absorbent — porous Calendered type
Lengthwise oriented Lengthwise reinforced
Creped Embossed

Varnished Impregnated

Note. — This list of materials is for guidance only and is not limiting. Code designations are in accordance with I1SO
standards.
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