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Foreword

The earlier editions of this British Standard, dealing with
PVC coated woven fabrics for upholstered furniture were
published as BS 2601. In similar fashion BS 4216 dealt
with PVC coated knitted fabrics for upholstery. These two
standards are now rationalized as Part 2 and Part 1
respectively of this new British Standard.

Since the publication of the 1973 edition of BS 2601,
which is now withdrawn, the number of grades specified
has been reviewed and reduced from a total of four to two
and an additional method of test to assess the resistance
to wear of applied surface finishes has been introduced.
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in the absence of an alternative British Standard method
of test for determination of the flammability character-
istics of upholstery materials, the levels of flammability
performance have, as an interim measure, been maintained
as specified in the amendment to the 1973 edition of this
standard. The attention of the industry is however drawn
to DD 58 and to the fact that for Government and local
authority requirements the DOE/PSA FRS No. 3 {Fire
barrier standards for upholstery) may apply.
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AMD 3778

=

Amendment Slip No. 1

published and effective from 30 October 1981
to BS 5790 : Part 2 : 1979

Coated fabrics for upholstery
Part 2. Specification for PVC coated woven fabrics

—

Revised text

AMD 3778 Foreword

October 1981 Delete the existing final paragraph and substitute the following:

‘The levels of flammability performance have been
maintained as specified in the amendment to the 1973
edition of this standard as a convenient means of quality
control in the manufacturing industry. Attention is how-
ever drawn to the requirements of the Uphoistered
Furniture (Safety) Regulations 1980 (S| 1980/725).

AMD 3778 Clause 6.6 Flammability

October 1981 Delete the existing note and substitute the following:

‘NOTE. Test method 17 of BS 3424 is a small scale flammability test
and as such does not purport to represent conditions under which a
coated fabric would be exposed to flame in any particular end use.
Assessment of flammability in relation to a specific end use should
be carried out in accordance with the requirements of the
Uphoilstered Furniture (Safety) Regulations 1980 (S1 1980/725) or
other such United Kingdom Government Regulations from time to
time in force.’
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