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National foreword

This Part of BS 5793 has been prepared under the direction of the Industrial-process Measurement and Control Standards
Committee. It is identical with |EC Publication 534-3-2 : 1984 ‘Industrial-process control valves. Part 3 Dimensions.
Section two Face-to-face dimensions for flangeless control valves except wafer butterfly valves’ published by the Inter-
national Electrotechnical Commission (IEC).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards.

Wherever page numbers are quoted, they are |EC page numbers indicated in square brackets at the foot of each page.

Cross-reference. The Technical Committee has reviewed the provisions of 1SO Draft international Standard 1SO/DIS 7005
published by the International Organization for Standardization, to which reference is made in the footnote to clause 1,
and has decided they are acceptable for use in conjunction with this standard.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 5793 : Part 3 : Section 3.2 : 1985

1. Scope

This standard includes the following flangeless control valves:
1.1 Types: segmental ball, eccentric rotary plug, and barstock globe.
1.2* Nominal sizes: DN20 up to and including DN400.

1.3* Ratings: PN10, PN16, PN20, PN25, PN40, PN50 and PN100.

Note. — PN20 covers Classes 125 and 150 in the ANSI System.
PNS0 covers Classes 250 and 300 in the ANSI System.
PN100 covers Class 600 in the ANSI System.

1.4 Specifically excluded from this standard are wafer butterfly valves, full bore ball valves utilizing
a full ball, and all flangeless valves having welded or threaded end connections.

2. Definitions

The nomenclature and definitions in other parts and sections of 1 EC Publication 534:
Industrial-process Control Valves, shall apply with the addition of the following:
2.1 Flangeless control valve

A flangeless control valve has no line flanges but is intended to be installed by clamping
between pipe flanges.

It may have either rotary or straight line stem motion.

3. Dimensions

Dimensions given in Table I are the overall lengths of the listed valves.

They do not include any allowances for gaskets to seal the joints between the valve ends
and the pipeline flanges.

* See 1SO/DIS 7005. Documents
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