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Foreword
This British Standard has been produced in paralle!l with an amendment to this standard. .
BS 1781 on linen sheets and towels, and includes those No account has been taken of static electricity generation
items specified in two Public Authority Standards at a low relative humidity but if current investigations
PAS 17 ‘Sheeting, sheets and pillow slips’ and PAS 19 demonstrate the need for a requirement, an amendment
Towels and napkins’. No requirements for flammability to this standard may be prepared.
have been included in th,'s st.an.dard at the present time. Particulars of resinated sheets have not been included in
However, a research project is in hand Jfo dgvelop a this specification because of lack of experience in use.
standard tgst procequre for the determmat.lon of the . Resination imparts enhanced easy care properties but
flammability of horizontally oriented textiles and textile lowers tear and tensile strength.
assemblies and performance fevels may be published as
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British Standard Specrflcatlon for

public sector

Cotton and man-made fibre blend sheetlng, sheets,
pillowslips, towels and napkrns for use in the

a
1. Scope .
This British Standard specifies requirements for the
materials, manufacture, make-up and testing of fabrics for
the following articles: sheeting, sheets, pillowslips, terry
towels and babies’ napkins. The dimensions of these
articles are also specified. -

This standard does not apply to resinated sh_eets.

While the articles included in this standard are suitable for
use in the majority of locations, it must be-pointed out that
certain of the fabrics specified may be unsuitable for some
locations in health care premises. :

2. References

The titles of the standards publications referred to in this
standard are listed on the inside back cover.

3. Definition

For the purposes of this British Standard the followmg '
definition applies. ’

3.1 tubular fibre. A fibre havung a contlnuous hole along
its longitudinal axis.

4. Information to be supplfed by the purchaéer'

The following-information shouId be supplled by the
purchaser,

(a) Finished dlmensrons and artlcle reference as given
in table 1, )

{b) Fibre composition and blend. -
{c) Dyed shade and any special flmshlng requrrements
{d)- Details of marking and packaging. -

(e} Scale of sampling for testing and mspectlon», e
(f) Details of any additional reqmrements

5. Standard patterns

Standard patterns obtainable as lndlcated by the purchasing
authorities’ contract shall constitute the standard for
partrculars or propertles not defined in this standard.

6. Sheetmg

6.1 Fibre type The sheetlng shall be manufactured from
fibres or blends of fibres as indicated i in table 2. Blends shall
be intimately mixed, -

6,2 Yarn. The yarn shall be of a quality at least equal to
that used in the standard pattern and shall be evenly spun.
6.3 'Weave, The fabric shall be uniformly woven and, with
the exception of ST6, in a plain weave. ST6 shall be woven
ina2x2 twill,

6.4 Selvedges. The selvedges shall be firm and straight.

6.5 Fabric properties. The fabric shall comply with the
requirements of table 2.

6.6 Dyeing. With the exception-of ST6 the sheeting shall
be bleached or dyed as specified by the purchaser,
ST6 shall be in a clean loom state,

6.7 Colour fastness. Where coloured sheeting is required
the colour fastness rating shall be as specified in table 3.

7. Sheets

7.1 Fabric. All sheets shall be made from sheeting as
specified in clause 6.

7.2 Sewing thread. The sewing thread shall be polyester/
cotton, CF polyester core, cotton sheath in accordance
with table 4. Ticket no. 75 shall be used for cellulosic
fibre fabrics and ticket no. 120 for cellulosic/polyester
blend fabrics. In the case of dyed sheets the thread shall
be of.a similar shade.

7.3 Hems. All sheets shall have a 2 cm hem, Hem type
EFb-1 in BS-3870 shall be used. A minimum of 0.5 cm
of the raw edge shall be turned in.

7.4 Side edges. With the exception of SH10 each sheet
shall have selvedges on the two edges.

7.5 Sewing. The sewing shall be of even tension
throughout and the ends shall be finished securely and
neatly. Stitch types 301-as described in BS 3870 shall
be used and the number of stltches shall be not less
than 4.5 stitches per cm. ’

7.6 Dimensions. The finished dimensions shall be as
specified in table 1 when determined by the methods of
test described in BS 1930 and BS 1931,

8. Pillowslips

8.1 Fabric. All pillowslips shall be made from sheeting as
specified in clause 6.

8.2 Sewing thread. The sewing thread shall be
polyester/cotton, CF polyester core, cotton sheath
complying with the requirements of table 4. Ticket no. 75
shall be used for cellulosic fibre fabrics and ticket no. 120
for cellulosic/polyester blend fabrics. In the case of dyed
pillowslips the thread shall be of a similar shade.

8.3 Pattern. The pillowslips shall be made to the house-
wife pattern with a flap of approximately 20 cm, and
shall have the selvedges at the end of the flap and the
opening. s

8.4 Sewing. The flap edges shall be inserted between the
long side seams which shall be joined using seam type
SSa-2 with stitch type 801 (type 401 at 1 ¢cm from the

edge and type 503 extending appro%MMe nts
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