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National foreword

This Part of BS 5817 has been prepared under the direction of the Electronic 
Equipment Standards Policy Committee and is identical with IEC 574-18:1987 
“Audiovisual, video and television equipment and systems” — Part 18 “Connectors 
for automatic slide projectors with built-in triacs for audiovisual application”, 
published by the International Electrotechnical Commission (IEC). This British 
Standard is also in agreement with Harmonization Document HD 369.18 S1, 
published by the European Committee for Electrotechnical Standardization 
(CENELEC).
BS 5817 consists of the following Parts:

— Part 1: General;
— Part 2: Definitions;
— Part 3: Specification for connectors for the interconnection of equipment in 
audiovisual systems;
— Part 4: Specification for matching values for the interconnection of 
equipment in a system;
— Part 5: Control, synchronization and address codes;
— Section 5.1: Synchronized tape/visual operating practice;
— Section 5.2: Method of operation for pulsed cue tone control systems for two 
still projectors;
— Part 6: (not allocated);
— Part 7: Guide for safe handling and operation of audiovisual equipment;
— Part 8: Symbols and identification;
— Part 9: (not allocated);
— Part 10: Specification for audio cassette systems;
— Part 11: Methods for operating video recording systems to facilitate 
browsing;
— Part 12: Projectors and colour cameras1);
— Part 13: Specification for a digital counter for audio cassette systems;
— Part 14: Specification for audio striped card system;
— Part 15: Specification for audio pages;
— Part 16: Specification for labelling for educational audio cassettes;
— Part 17: Methods for specifying and measuring the performance 
characteristics of audio-learning systems;
— Part 18: Specification for connectors for automatic slide projectors with
built-in triacs for audiovisual application;
— Part 19: (not allocated);
— Part 20: Methods of measuring and reporting the performance of 16 mm 
sound film projectors.

1) In preparation.
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