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1. Scope 1
2. Object 1

National foreword

This British Standard has been prepared under the direction of the Electronic Equipment Standards Committee.
It implements CENELEC Harmonization Document HD 387 and is identical with IEC Publication 608 : 1977
‘Interconnections between video-tape recorders and television receivers for 50 Hz, 625 lines systems’

published by the International Electrotechnical Commission (IEC).

Terminology and conventions. The text of the international standard has been approved as suitable for
publication, without deviation, as a British Standard.

Some terminology and certain conventions are not identical with those used in British Standards.
Where page numbers are quoted in the text, they refer to IEC page numbers.

Cross-references

Related British Standards for IEC 1309 : 1971 are BS 9520 : 1974 “Electrical connectors of assessed quality for
frequencies below 3 MH : generic data and methods of test’ and BS 9522 : 1976 ‘Rules for the preparation of
detail specifications for circular electrical connectors of assessed quality for frequencies below 3 MH. Full and
basic assessment levels’.

A related British Standard for IEC 65 : 1976 is BS 415 : 1979 ‘Specification for safety for mains-operated electronic
and related apparatus for household and similar general use’.
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BS 5819 : 1980

British Standard Specification for

Interconnections between video-tape recorders and
television receivers for 50 Hz, 625 lines systems

1. Scope
This standard applies to the interconnection between video-tape recorders and television receivers.

Interconnection between a video-tape recorder and a television monitor may also be covered
by this standard.

The scope is restricted to 625 lines, 50 Hz systems only.

2. Object

2.1 This standard provides for the contact arrangement and contact destination of the circular connectors
as well as the cabling used for the multi-wire interconnection (cordset) between video-tape recorder
and television receiver.

Notes 1. — Since this interconnection covers both the television receiver and the video-tape recorder, the connector
on the television receiver is also specified.

2. — For applications other than those given in this standard, reference is made to the other I EC Publications
dealing with connectors.

2.2 The same cordset can be used for the interconnection of two video-tape recorders for copy purposes.

3. Safety requirements

The video-tape recorder shall be fed from an isolating transformer, and the video-tape recorder
input/output on the television receiver shall be isolated from the mains supply. The overall system
shall meet the safety requirements of IEC Publication 65, Safety Requirements for Mains Operated
Electronic and Related Apparatus for Household and Similar General Use.

4. General requirements

This connection shall in no way interfere with the usual connections (aerial, mains) on the tele-
vision receiver. The video and audio output signals from the television receiver to the video-tape
recorder shall not be affected by the contrast-, the brightness-, the volume- and the tone-controls
of the television receiver.

5. Connector

Although this connection is suitable up to 6 MHz for video and up to 15 kHz for audio, the
connectors as such shall comply with the electrical and mechanical requirements given in IEC
Publication 130-9, Connectors for Frequencies below 3 MHz, Part 9: Circular Connectors for Radio
and Associated Sound Equipment.

Contact numbers IEC type s
(as seen on the mating face of the socket connector) designation Application
3 Pin connector Free 130-9 IEC-16 Cordset
o
20 o4
o6 Socket connector Fixed 130-9 IEC-17 Video-tape recorder
10 o5
Television receiver
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Both for video and audio signals, a single cordset terminated with two male plugs is used.
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