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Foreword C

This Part of BS 5892 was prepared under the direction of
the lron and Steel Standards Committee and forms Part 2
of a new British Standard for railway rolling stock material,
which is published in the six following Parts:

Part 1 Specification for axles for traction and trailing
stock

Part 2 Specification for forged and rolled wheel centres

Part 3 Specification for monobloc wheels for traction
and trailing stock

Part 4 Specification for tyres

Part b Specification for steel bars for retaining rings for
tyred wheels

Part 6 Specification for wheelsets for traction and
trailing stock

This standard replaces the existing British Standards for ‘
railway rolling stock material, and this particular Part is
essentially a revision of BS 468, which is withdrawn,

In addition to changes of a technical nature, the standard is
expressed in metric units. Provisions for the application of a
quality assurance system have also been introduced.

Purchasers ordering to this standard are advised to specify
in their purchasing contract that the supplier operate a
guality system in compliance with BS 5750 : Parts 1,2 and 3
to ensure to their satisfaction that products claimed to
comply with BS 5892 consistently achieve the required
level of quality.

Further account has been taken of similar work within the
International Organization for Standardization (1SO) but it
has not been possible to achieve equivalence with this work
in this edition of this Part of BS 5892,

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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