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Foreword

The several parts of BS 5911 specify requirements for various types of precast
concrete pipe and ancillary concrete products such as manholes, inspection
chambers and street gullies.

has been prepared under the_direction of Technical Committee B/505.
It is a revision of part of the content of BS 5911-10d and [BS 5911-12d. [BS 5911-1]
was prepared to complement, and to be used in conjunction with, BS EN 1914. In
order not to create any barrier to trade, products under the scope of this British
Standard are specified as conforming to ‘ and BS 5911-1 or
equivalent”.

BS 5911-1:2002+A2:2010 supersedes BS 5911-1:2002+A1:2004, which is withdrawn.

BS EN 1916:2002 does not contain all the requirements of the existing national
specifications of CEN members because complete agreement could not be achieved.
contains requirements from BS 5911-10ﬁ and BS 5911-12d that could
not be agreed upon for inclusion in [EN 1914

The requirements for cementitious content and cement groupings have been
aligned with the provisions of |BS 8500-1:2006 and BRE Special Digest 1 [1] insofar
as they relate to precast concrete pipeline systems.

The start and finish of text introduced or altered by Amendments No. 1 and No. 2
is indicated in the text by tags and [& (. Minor editorial changes are not
tagged.

Amendment A2 introduces the following principal changes:
+ all references to other standards have been updated;

+ Table 2 and Table 3 have been replaced to align with .

For an enquiry or order to be fully understood it is essential that the manufacturer
be given the information set out in Annex A of this part of .

Product certification. Users of this part of are advised to consider the
desirability of third party certification of product conformity with this British

Standard. Appropriate conformity attestation arrangements are described in
Users seeking assistance in identifying appropriate conformity
assessment bodies or schemes may ask BSI to forward their enquiries to the
relevant association.

BSI Committee B/505, whose constitution is shown in this British Standard, takes
collective responsibility for its preparation under the authority of the Standards
Policy and Strategy Committee. The committee wishes to acknowledge the
contribution of the following organizations:

The Concrete Society;
The Institution of Highways and Transportation;
The Pipe Jacking Association.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from legal
obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and i1, pages
1 to 21 and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.
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1 Scope

specifies requirements and describes test methods for precast concrete pipes and fittings,
unreinforced, steel fibre and reinforced, with flexible joints and nominal sizes not exceeding DN 1750

or WN/HN 1200/1800, for which the main intended use is the conveyance of sewage, rainwater and surface
water under gravity or occasionally at low head of pressure in pipelines that are generally buried. The scope
includes pipes (collectively referred to as “jacking pipes”) intended to be installed by pipe jacking,
microtunnelling or other trenchless technology.

This part of specifies complementary requirements to those in for unreinforced and
reinforced concrete pipes and fittings, as provided for in that European Standard, with nominal sizes not
exceeding DN 1500 for circular pipes with base and WN/HN 800/1200 for egg-shaped pipes. Full
requirements for reinforced concrete circular trench and jacking pipes with nominal sizes greater than
DN 1750, but not exceeding DN 3000, are also specified.

In addition to pipes and fittings having a circular cross-section, [BS EN 1916 also covers circular pipes with
base and egg-shaped pipes, neither of which are within the scope of BS 5911-100. However, these products
are now manufactured in the United Kingdom and so they have been included in this part of BS 5911|.

Steel fibre concrete jacking pipes are not manufactured in the United Kingdom and so are excluded from
this part of BS 5911 [® BS EN 759 ¢, BS EN 1295-1 and BS EN 1610 deal with the planning,

design, installation and testing of drains and sewers. The Pipe Jacking Association’s “Guide to best practice
for the installation of pipe jacks and microtunnels” [3] is a source of advice on the use of jacking pipes.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

Text deleted.

Text deleted.

, Specification for spring calipers and spring dividers.
Text deleted.

B , Specification for sulfate-resisting Portland cement.

B 8, Specification for linear measuring instruments for use on building and civil engineering
constructional works — Steel measuring tapes, steel bands and retractable steel pocket rules.

B 9, Steel for the reinforcement of concrete — Weldable reinforcing steel — Bar, coil and
decoiled product — Specification.

BS 4482, Steel wire for the reinforcement of concrete products — Specification.

P2BS 4483, Steel fabric for the reinforcement of concrete — Specification.

BS 4484-1l, Specification for measuring instruments for constructional works — Part 1: Metric graduation
and figuring of instruments for linear measurement.

, Specification for sherardized coatings on iron or steel.

Text deleted.

BS 5204-1], Specification for straightedges — Part 1: Cast iron straightedges (bow shaped and I-section).
, Specification for straightedges — Part 2: Steel or granite straightedges of rectangular section.
Text deleted.

Text deleted.

, Specification for limestone fines for use with Portland cement.

BS 8500-2:2006, Concrete — Complementary British Standard to — Part 2: Specification

for constituent materials and concrete.
BS EN 197-1|, Cement — Part 1: Composition, specifications and conformity criteria for common cements.

BS EN 197-4, Cement — Part 4: Composition, specifications and conformity criteria for low early
strength blastfurnace cements. DOCU ments
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BS EN 450-1|, Fly ash for concrete — Part 1: Definition, specifications and conformity criteria.

BS EN 681-1|, Elastomeric seals — Material requirements for pipe joint seals used in water and drainage
applications — Part 1: Vulcanized rubber.

BS EN 934-2, Admixtures for concrete, mortar and grout — Part 2: Concrete admixtures — Definitions,
requirements, conformity, marking and labelling.

BS EN 1008, Mixing water for concrete — Specification for sampling, testing and assessing the
suitability of water, including water recovered from processes in the concrete industry, as mixing water for
concrete.

BS EN 1011-2, Welding — Recommendations for welding of metallic materials — Part 2: Arc welding of
ferritic steels.

BS EN 1011-3, Welding — Recommendations for welding of metallic materials — Part 3: Arc welding of
stainless steels.

BS EN 1794, Plastics piping systems for water supply with or without pressure — Glass-reinforced
thermosetting plastics (GRP) based on unsaturated polyester resin (UP).

BS EN 1916:2009, Concrete pipes and fittings, unreinforced, steel fibre and reinforced.

BS EN 10025-1, Hot rolled products of structural steels — Part 1: General technical delivery
conditions.

BS EN 10025-2:2004, Hot rolled products of structural steels — Part 2: Technical delivery conditions for
non-alloy structural steels.

BS EN 10088-2:2008, Stainless steels — Part 2: Technical delivery conditions for sheet/plate and strip of
corrosion resisting steels for general purposes.

BS EN 12620, Aggregates for concrete.
BS EN 13121-3, GRP tanks and vessels for use above ground — Part 3: Design and workmanship.

BS EN 13923, Filament-wound FRP pressure vessels — Materials, design, manufacturing and
testing.

BS EN 14214, Cement — Composition, specifications and conformity criteria for very low heat special
cements.

BS EN 14364, Plastics piping systems for drainage and sewerage with or without pressure — Glass-
reinforced thermosetting plastics (GRP) based on unsaturated polyester resin (UP) — Specifications for
pipes, fittings and joints.

BS EN 15167-1, Ground granulated blast furnace slag for use in concrete, mortar and grout — Part 1:
Definitions, specifications and conformity criteria.

BS EN ISO 1461, Hot dip galvanized coatings on fabricated iron and steel articles — Specifications and test
methods.

3 Terms and definitions

For the purposes of this part of , the terms and definitions given in [BS EN 1914 and the following

apply.

3.1
cementitious content
amount of cement plus any pozzolanic or latent hydraulic addition in the concrete mix

3.2
circular unit
circular pipe (including a jacking pipe) or fitting for use with such a pipe

3.3
circular pipe with base
circular pipe strengthened on the outside at the base

Documents

Document Sharing Hub
2 © BSI 2010

Full document details: BS 5911-1:2002+A2:2010


http://dx.doi.org/10.3403/03270526U
http://dx.doi.org/10.3403/02610873U
http://dx.doi.org/10.3403/01304877U
http://dx.doi.org/10.3403/02609198U
http://dx.doi.org/10.3403/02065964U
http://dx.doi.org/10.3403/02152098U
http://dx.doi.org/10.3403/30095759U
http://dx.doi.org/10.3403/02694590
http://dx.doi.org/10.3403/03152972U
http://dx.doi.org/10.3403/03152996
http://dx.doi.org/10.3403/03289691
http://dx.doi.org/10.3403/02661981U
http://dx.doi.org/10.3403/30154316U
http://dx.doi.org/10.3403/30040465U
http://dx.doi.org/10.3403/03054726U
http://dx.doi.org/10.3403/30080208U
http://dx.doi.org/10.3403/30130594U
http://dx.doi.org/10.3403/01584472U
http://dx.doi.org/10.3403/BS5911
http://dx.doi.org/10.3403/02694590U
http://www.avadocuments.com/doc/bs-5911-1-2002-a2-2010
http://www.avadocuments.com/doc/bs-5911-1-2002-a2-2010

BS 5911-1:2002+A2:2010

3.4
egg-shaped
geometric form as typically shown in Figure 1

|

HN=15WN

[—

0.25WN
Figure 1 — Typical geometric form for an egg-shaped bore

3.5
lifting anchorage
device cast within the wall of a unit to facilitate lifting

3.6
manufacturing diameter
diameter of a circular unit that a manufacturer seeks to achieve

4 Symbols

The meanings of symbols used in this part of shall be as given in Table 1 below, together with those
in Table 2 of BS EN 1916:2002.

Table 1 — Symbols

Symbol Meaning Unit Reference
Psp Deviation of spigot end mm D.5.1.3
DPso Deviation of socket end mm D.5.1.3
hg Height of studs on straightness gauge mm D.4.2
14 Internal barrel length minus 0.1 m m D.4.2
Iy, Ly Opposite measured internal barrel lengths mm D.5.1.3
Cx, Cy Opposite measured internal diagonals mm D.5.1.3

5 General requirements
NOTE The numbers in brackets after subclause headings are the corresponding subclause numbers in BS EN 1916:2009.

5.1 Application

For pipes and fittings with nominal sizes not exceeding DN 1750 or WN/HN 800/1200 the requirements of
this part of shall be in addition to those specified in BS EN 1914 and for the purposes of the latter
the reference specifications shall be those listed in Annex B of this Standard. For reinforced concrete
circular trench and jacking pipes with nominal sizes greater than DN 1750 the requirements

of shall also apply, except as otherwise required by, or stated in, this part of .
5.2 Concrete (4.2)

5.2.1 Composition

5.2.1.1 Types of cement

The cement used shall conform to Table 2.
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5.2.1.2 Cementitious content

The fully compacted concrete shall have a minimum cementitious content of not less than the relevant
amount shown in Table 2. The composition/specification of cement groups shall be as shown in Table 3.

Table 2 — Limiting values of composition and properties for concrete where a DC-class is

4

Full document details: BS 5911-1:2002+A2:2010

specified
DC-class Max. Min. cement or combination Cement and combination types?® Grouping
(design water content in kg/m?® for max. used in BRE
chemical content aggregate sizes (mm) of: SD1:2005
class) ratio
>40 20 14 10
DC-1° — — — — — All in Table 3 AtoG
0.55 300 320 340 360 IIB-V+SR, ITITA+SR, ITIB+SR, D, EF
IVB-V
DC-2 0.50 320 340 360 380 CEM I, SRPC, ITA-D, ITIA-S, A G
IIA-V, IIB-S, IIB-V, IIIA, IIIB
0.45 340 360 380 380 IIA-L or LL > class 42,5 B
0.40 360 380 380 380 ITIA-L or LL class 32,5 C
DC-2z 0.55 300 320 340 360 All in Table 3 AtoG
0.50 320 340 360 380 IIIB+SR F
DC-3 0.45 340 360 380 380 IVB-V E
0.40 360 380 380 380 IIB-V+SR, ITIA+SR, SRPC D, G
DC-3z 0.50 320 340 360 380 All in Table 3 AtoG
0.45 340 360 380 380 IIIB+SR F
DC-4 0.40 360 380 380 380 IVB-V E
0.35 380 380 380 380 IIB-V+SR, ITITA+SR, SRPC D, G
DC-4z 0.45 340 360 380 380 All in Table 3 AtoG
DC-4m 0.45 340 360 380 380 IIIB+SR F
2 For the sulfate-resisting characteristics of other cements and combinations, see BRE SD1 [1] and IP 17/05 [2].
b If the concrete is reinforced or contains embedded metal, the minimum concrete quality for 20 mm maximum aggregate size is
C25/30, 0.65, 260 or designated concrete RC25/30.
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