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Part 2. Specification for the transport, laying
and compaction of rolled asphalt :

Revétements & gravillons enrobés de bitume pour chaussées et autres surfaces pavées
Partie 2. Transport, dépot et composition du revétement bitumineux — Spécifications

Walzasphalt fiir StraBen und andere befestigte Verkehrsflichen
Teil 2. Transport, Verlegen und Zusammensetzung von Walzasphalt
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Foreword o

This British Standard has been prepared under the direction
of the Road Engineering Standards Committee. It is a
complete revision of the 1973 edition, which is withdrawn,

The standard now comprises two Parts:

Part 1 Specification for constituent materials and
asphalt mixtures

Part 2 Specification for the transport, laying and
compaction of rolled asphalt

In this revision the design method for wearing course
mixtures has been developed to cover the complete mixture
and is now given equal status with the traditional recipe
method.

The requirements and recommendations for transporting
asphalt mixtures and for site work, included in the 1973
edition, have been updated and are covered by this Part .
of BS 594.

Part 1 is a specification for the mixed materials and for
coated chippings that are normally rolled into the surface
of asphalt wearing courses. The specification for the
aggregate composition of the asphalt is now expressed in
terms of the percentage, by mass, of the total aggregate
passing the appropriate BS test sieve. This method is as
used in BS 4987 and obviates the need for separate gradings
for coarse and fine aggregates.

The requirements for the composition of all mixtures are
based on the testing of the constituents and of the mixture
by methods specified in BS 598 and other British Standards.
Methods of test have been included in BS 598 : Part 3 to
determine the condition of the binder on coated chippings
and their rate of spread, the texture of finished surfaces
and the density of cores drilled from asphalt surfacing,
Also included for the first time is a method for assessing
the compaction performance of a new roller by comparison
with the performance of a conventional 8 t dead weight

roller, .
It has been assumed in the drafting of this Part of BS 594 y
that the execution of its provisions is entrusted to appro-

priately qualified and experienced people.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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