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National foreword

This Part of BS 5948 has been prepared under the direction of the Textiles and Clothing Standards Committee. It is
identical with ISO 4818 ‘Household sewing machines — Determination of creep of one ply of material over another’
which was published in 1984 by the International Organization for Standardization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication
as a British Standard without deviation. Some terminology and certain conventions are not identical with those used
in British Standards; attention is especially drawn to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the
baseline as the decimal marker.
Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
Cross-references
International standard Corresponding British Standard
1ISO 2947-1973 BS 4985 : 1973 Conversion table for replacing traditional yarn numbers by rounded

values in the Tex System

(Technically equivalent)

The Technical Committee has reviewed the provisions of the following international standards to which reference is
made in the text and has decided that they are acceptable for use in conjunction with this standard.

1SO 2-1973 which is related to BS 946 : 1970 ‘Method for the designation of yarns’.

1ISO 139-1973 which is related to BS 1051 : 1981 ‘Glossary of terms relating to the conditioning,
testing and mass determination of textiles’.

1SO 1139-1973 which is related to BS 946 : 1970 ‘Method for the designation of yarns’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard
Household sewing machines

Part 3. Method for determination of creep of one ply of material over another

1 Scope and field of application

This International Standard specifies a method for the deter-
mination of the amount of creep of one ply of material over
another.

The method is applicable to motor-operated household sewing
machines, but it may also be possible to apply it to hand- or
treadle-operated machines.

2 References

ISO 2, Textiles — Designation of the direction of twist in yarns
and related products.

ISO 139, Textiles — Standard atmospheres for conditioning
and testing.

ISO 2947, Textiles — Integrated conversion table for replacing
traditional yarn numbers by rounded numbers in the Tex
System.

ISO 2959, Textiles — Woven fabric descriptions.

3 Definition

For the purpose of this International Standard, the following
definition applies:

creep: A length L by which one fabric ply apparently becomes
shorter during sewing, compared to the other ply to which it is
being sewn.

4 Principle

Sewing together, at a given speed, two plies of the same
material after having made two marking nicks in the long side
of the sample. Calculation of the average value P of the results
obtained for the three tests carried out. This average value cor-
responds to the amount of creep of the machine.

5 Material and apparatus?

5.1 Cotton fabric, as specified in the annex : Six pieces, not
creased and not washed, 90 mm x 600 mm. One of the
coloured threads shall be in the middle of the cotton fabric
piece and parallel to its long side. The long side shall follow the
warp thread.

5.2 Threefold cotton thread, as specified in the annex.

5.3 Sewing machine needle Nm 80, as specified in the
annex. The needle system shall be in accordance with the
specifications of the sewing machine manufacturer.

6 Preparation of the sewing machine

6.1 Fit the machine with the needle plate and presser foot
supplied with the machine, as specified in the manufacturer’s
manual.

6.2 Adjust the force of the presser foot as specified in the
manufacturer’s instruction manual.

If no instructions are specified in the manual, and if the force is
adjustable by means of a setting device accessible to the user,
the force shall be adjusted to 18 + 1 N, measured with the
presser foot in the down position.

If no force-regulating device is provided for the presser foot, or
if it is not accessible to the user, the test shall be carried out
with the force as set by the manufacturer.

6.3 Open out the working surface of the machine in the
direction of feed, as the whole sample shall rest straight and
completely flat for the duration of the test, behind and in front
of the needle.

6.4 Set the stitch length regulator to a position correspond-
ing to a stitch length of 2,6 mm + 10 %.

1) Materials other than those specified in the annex may be used, but, if so, this shall be stated in the test report.

Full document details: BS 5948-3:1985

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-5948-3-1985
http://www.avadocuments.com/doc/bs-5948-3-1985

