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Foreword

This British Standard has been prepared under the direction of the Elements and
Components (of Diverse Materials) for Building Standards Committee and covers
the design and use of all types of lintel (up to 4.5 m in span) in masonry. This Part
describes a method for assessing the load carried by lintels.

— Part 2: of this standard is a specification for prefabricated lintels. |

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 8, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover.
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1 Scope

This Part of BS 5977 describes a method for
assessing the load carried by lintels in masonry:

a) where lintels span up to 4.5 m in single storey
buildings and up to 3.6 m in two or three storey
buildings in normal domestic use; and

b) where no openings are wholly or partly within
the load triangle (see 3.2).

Appendix A gives guidance on the use of assessed
loads for design or selection of lintels, but does not
cover assessment of the overall stability of the
structure or the design of adjacent masonry.

NOTE It has been assumed in the drafting of this Part that the
assessment of load on a lintel is entrusted to chartered structural
or civil engineers or other appropriately qualified persons, for
whose guidance it has been prepared.

The responsibility for providing adequate support for lintels and
for compatibility between lintels and other parts of the
supporting structure rests with the designer responsible for the
overall stability of the building. For guidance, see BS 5628-1.

2 References

The titles of the standards publications referred to
in this standard are listed on the inside back cover.

3 Definitions

For the purposes of this British Standard, the
following definitions apply.

3.1
lintel

a beam spanning an opening in a wall

3.2
load triangle

a 45° triangle having 1.1 times the clear span of the
lintel as its base (see Figure 1)

3.3
interaction zone

a zone outside the load triangle but within a 60°
triangle having 1.1 times the clear span of the lintel
as its base (see Figure 1)

34
application level

the top surface of the lintel under consideration
(see Figure 1)

3.5
application length

the length over which a load is distributed at the
application level (see Figure 2 and Figure 3)

3.6
equivalent uniformly distributed load (UDL)

that uniformly distributed load which gives the
same bending moment at the centre of the span as
the maximum bending moment anywhere in the
span given by the actual loads

4 Basic principles

4.1 General. Experience has shown that, subject to
the conditions given in 4.2, it is safe to design a
lintel to carry less than the sum of the applied loads
and the weight of masonry immediately above the
lintel. The remainder is dispersed through the
masonry on either side of the lintel.

Lintel

\_ Clear span

Interaction zone

Application level

I

1.1x clear span

Figure 1 — Load triangle and interaction zone
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