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Sampling and examination of bituminous
mixtures for roads and other paved areas

Part 106. Method for the determination of the stability index
of pitch-bitumen binders

Echantillonnage et contrdle des mélanges bitumineux pour chaussées et autres surfaces pavées -
Partie 106. Méthode de détermination de I’indice de stabilité des liants brai-bitume

Probenahme und Untersuchung von bituminésen Mischgut fur StraBen und andere befestigte

Verkehrsflachen
Teil 106. Bestimmung der Lagerbesténdigkeit von Bindemittel auf der Basis von Bitumenpech
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Foreword

This Part of BS 598 has been prepared under the direction
of the Road Engineering Standards Policy Committee. It
is a revision of clause 3 of BS 598 : Part 3 : 1985, which is
deleted from that Part by amendment. .
As BS 598 is revised each of the tests or collection of
related tests will be issued as a separate Part of this
standard, The complete revision will eventually comprise
the following Parts:
Part 100 Methods for sampling for analysis
Part 101 Preparatory treatment of samples for analysis
Part 102 Analytical test methods
Part 103 Method for the recovery of soluble bitumen
for examination
Part 104 Methods of test for the determination of
density and compaction
Part 105 Methods of test for the determination of
texture depth
Part 106 Methods of test for the determination of the
stability index of pitch bitumen binders
Part 107 Method of test for the determination of the
composition of design wearing course rolled asphalt
Part 108 Methods of test for the determination of the
conditions of the binder on coated chippings and the
rate of spread of coated chippings
Part 109 Method for the assessment of the compaction
performance of a roller and recommended procedures
for the measurement of the temperature of bituminous
mixtures,
It has been assumed in the drafting of this British Standard
that the execution of its provisions is entrusied- to appro-
priately gualified and experienced people.
Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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