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This Part of this British Standard has been prepared under the direction of the Mechanical Engineering Standards
Committee and forms part of a series implementing corresponding international standards in the development of which

the United Kingdom has played an active part.

This Part of BS 6010 is identical with (SO 3228-1977 ‘Rolling bearings — Bearings with spherical outside surface and
extended inner ring width — Cast and pressed housings’ prepared by Technical Committee ISO/TC 4, Rolling bearings,
of the International Organization for Standardization (ISO).

It should be noted that this Part of this standard includes cast plummet block housings suntable for bearings with

spherical outside surface and extended inner ring width. For other plummer block housings, reference should be made

to BS 5646 ‘Rolling bearings — Accessories’ Part 4 ‘Specification for plummer block housings’.

Terminology and conventions. The text of the international standard has been approved as sultable for pubhcatlon,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

The comma has been used throughout as a decimal marker. In British Standards it is current practice to use a full point

on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British

Standard'.
Cross-reference

International standard

IS0 2264-1972

Corresponding British Standard

width

Part 1 : 1980 Specification for characteristics, dimensions and bore tolerances

(Identical)

BS 6010 Rolling bearings— Bearings with sphencal outside surface and extended inner ring
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British Standard

Rolling bearings — Bearings with spherical
outside surface and extended inner ring width

Part 3. Specification for dimensions of cast and pressed housings

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies boundary dimensions -

for cast and pressed housings for rolling bearings with
spherical outside surface and extended inner ring width
for which boundary dimensions are given in 1SO 2264,
Rolling bearings — Bearings with spherical outside surface
and extended inner ring width. For the cast housings,
tolerances are also given, .

It deals with plummer block housings, flanged housings and
take-up housings. The inclusion of relubrication features is
optional, but when provided they should intersect the zone
specified in 1SO 2264 in such a way that lubricant will
satisfactorily feed from the housing through this zone. The
exact design of the relubrication features is not otherwise
controlled by this International Standard.

2 SYMBOLS AND DIMENSIONS

The symbols shown in the figures and given in the tables
denote nominal dimensions.

Where “max.” is shown in the tables, this indicates that the
value is both the largest nominal and the largest actual value
permitted. . .

Where “min.” is shown in the tables, this indicates that the
value is both the smallest nominal and the smallest actual
value permitted.
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