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British Standard Specification for

Marking of automatic steam traps

[ISO title: Automatic steam traps — Marking]

Spécification du marquage de purgeurs automatiques de vapeur d'eau

' Spezifikation flir die Kennzeichnung von automatischen Kondenswasserabscheidern

National foreword

This British Standard has been prepared under the direction of the Mechanical Engineering Standards Committee and is
one of a series implementing international standards in the development of which the UK has played an active part.

This standard is identical with 1SO 6553-1980 ‘Automatic steam traps — Marking' prepared by Technical Committee
ISO/TC 1563, Valves, of the International Organization for Standardization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as. ‘British Standard’.

In footnote 2, the comma has been used as a decimal marker. In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Cross-reference

. International standard Corresponding British Standard

‘ SO 6552-1980* BS 6023 : 1981 Glossary of technical terms for automatic steam traps
(ldentical)

. *Footnote 1) to clause 2 is no longer appropriate since 1SO 6552 has now been published.
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BS 6024 : 1981

0 Introduction

The purpose of this International Standard is to establish cer-
tain basic requirements for the marking of automatic steam
traps, and to give recommendations for additional information
markings.

This International Standard has, in general, to be considered in

conjunction with the specific requirements which may be
agreed between the parties concerned.

1 Scope and field of application

This International Standard specifies mandatory and optional
markings for automatic steam traps.

2 Reference

ISO 65562, Automatic steam traps — Terminology.1

3 General requirements
The specified markings shall be applied.
— either on the body, or

— on plates integral with the body or securely fixed on the
body.

In no case shall the markings be hidden by the fixing elements
of the steam trap.

1} At present at the stage of draft.
2) 1bar = 0,1MPa
3) Preferably 1SO reference.

Full document details: BS 6024:1981

4 Mandatory marking

The following items shall be mandatorily marked on the
automatic steam traps :

— Manufacturer's name and/or trademark
— Maximum aflowable pressure {bar or MPa)2
—  Maximum allowable temperature {°C}

— Indication of the flow direction (arrow)

5 Optional markings
— Nominal pressure (PN)

— Maximum operating pressure, or maximum differential
pressure, according to the relative significance of each one

—  Shell material designationd
— Nominal size (DN)

— Maximum test pressure (bar or MPa)

6 Additional markings

A manufacturer having complied with the above requirements
may

a) mark any of the above mentioned items in more than
one place; for example, if an item is marked on the body, it
may also be repeated on the identification plate;

b) add any other markings, for example, catalogue item
numbers, providing that there is no risk of confusion bet-
ween these markings and those mentioned above.
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